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	Reason for change:
	There is a misalignment between 4.2.4.24 and 4.2.5.5:
4.2.4.24 says the PCF shall include DL, UL and/or round trip packet delay in each QosMonitoringReport data structure, while 4.2.5.5 says the PCF shall include DL, UL or round trip packet delay in each QosMonitoringReport data structure.

Since both TS 29.244 and TS 29.514 indicate DL, UL and/or round trip packet delay shall be included in QoS Monitoring report in N4 and N5 respectively, 4.2.5.5 should be aligned with 4.2.4.24.
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*** 1st Change ***
[bookmark: _Toc56674843][bookmark: _Toc56675234][bookmark: _Toc59016220][bookmark: _Toc63167818][bookmark: _Toc66262327][bookmark: _Toc68166833][bookmark: _Toc73537950][bookmark: _Toc75351826][bookmark: _Toc83231635][bookmark: _Toc85534934][bookmark: _Toc88559397][bookmark: _Toc114210028][bookmark: _Toc120029971]4.2.5.5	Report Service Data Flow QoS Monitoring
If the QosMonitoring feature is supported, when the SMF receives from the UPF the information about any one of the following items for one or more SDF(s) as defined in clause 5.24.4.3 of 3GPP TS 29.244 [13]:
-	uplink packet delay(s); or
-	downlink packet delay(s); or
-	round trip delay(s);
and the "QOS_MONITORING" policy control request trigger was provisioned, then within the SmPolicyDeleteData data structure, the SMF shall include one or more Qos Monitoring report(s) within the "qosMonReports" attribute. In each QosMonitoringReport data structure, the PCF shall include:
-	one or two uplink packet delay(s) within the "ulDelays" attribute; and/or
-	one or two downlink packet delay(s) within the "dlDelays" attribute; and/or
-	one or two round trip packet delay(s) within the "rtDelays" attribute; and
-	the affected PCC rule identifiers within the "refPccRuleIds" attribute.
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