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Additional discussion(if needed):
Proposed changes:

*** 1st Change ***
[bookmark: _Toc114211694][bookmark: _Toc122116087]. 4.4.29.3.7	Procedure for MBS session status notification
This procedure is used by the NEF to send MBS session status event(s) notifications to a previously subscribed AF.
In order to send an MBS Session status event(s) notification, the NEF shall send a Nnef_MBSSession_StatusNotify request to the AF using the HTTP POST method and targeting the notification URI provided by the AF during the corresponding MBS session subscription creation/modification, with the request body including the MbsSessionStatusNotif data structure that shall contain:
-	within the "eventList" attribute, the reported MBS session event(s) ) and the related information, encoded via the MbsSessionEventReportList data structure that shall contain:
-	within the "eventReportList" attribute, one or several MBS session event report(s), with each one of them encoded using the MbsSessionEventReport data structure that shall contain:
-	within the "eventType" attribute, the reported MBS session status event;
-	within the "timeStamp" attribute, the time at which the event is generated, if available;
-	within the "ingressTunAddrInfo" attribute, the ingress tunnel address to use to send MBS session data over N6mb/Nmb9 interface, if the "eventType" attribute is set to "INGRESS_TUNNEL_ADD_CHANGE";
and
-	within the "eventList" attribute, the list of MBS session events to be reported, encoded via the MbsSessionEventReportList data structure that shall contain;
-	within the "eventReportList" attribute, one or several individual MBS session event report(s), with each one of them encoded within the MbsSessionEventReport data structure that shall contain:
-	within the "broadcastDelStatus" attribute, the broadcast delivery status (e.g. whether the MBS session is STARTEDACTIVATED or TERMINATED), if the "eventType" attribute is set to "BROADCAST_DELIVERY_STATUS".
Upon reception of this notification request, the AF shall acknowledge its successful reception by sending a Nnef_MBSSession_StatusNotify response with an HTTP "204 No Content" status code.
On failure, the AF shall take proper error handling actions, as specified in subclause 5.20.7, and respond to the NEF with an appropriate error status code.
*** End of Changes ***

