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* * * * Start of Changes * * * *
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

ASTI
Access Stratum Time distribution

DS-TT
Device-side TSN translator
NW-TT
Network-side TSN translator
PTP
Precision Time Protocol

TA
Tracking Area

TSC
Time Sensitive Communication

TSCAI
TSC Assistance Information

TSCTSF
Time Sensitive Communication and Time Synchronization function
* * * * Second Change * * * *
5.4.2.2.2
Creating a new configuration
Figure 5.4.2.2.2-1 illustrates the creation of a configuration.
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Figure 5.4.2.2.2-1: Creation of a configuration

To create a configuration, the NF service consumer shall send an HTTP POST message to the TSCTSF to the URI "{apiRoot}/ntsctsf-asti/<apiVersion>/configurations". The HTTP POST message shall include the AccessTimeDistributionData data structure as request body, as shown in figure 5.4.2.2.2-1, step 1. The AccessTimeDistributionData data structure shall include:

-
one of the indication of the UEs to which the 5G access stratum time distribution configuration is requested via: 

-
identification of a list of individual UEs within the "supis" attribute; or

-
identification of a group of UE(s) within the "interGrpId" attribute;

-
identification of a list of individual UEs within the "gpsis" attribute;

-
identification of a group of UE(s) within the "exterGrpId" attribute; and

-
5G access stratum time distribution parameters within the "asTimeDisParam" attribute.
Within the "asTimeDisParam" attribute inside the AccessTimeDistributionData data structure, the NF service consumer:

-
shall include the "asTimeDisEnabled" attribute set to true if the access stratum time distribution via Uu reference point should be activated (otherwise, if the access stratum time distribution via Uu reference point should be inactive, the "asTimeDisEnabled" attribute may either be omitted or included and set to "false");

-
may include the time synchronization error budget within the "timeSyncErrBdgt" attribute;

-
may include the temporal validity condition within the "tempValidity" attribute.

When the "CoverageAreaSupport" feature is supported, the AccessTimeDistributionData data structure may include the time synchorinization coverage area encoded as "covReq" attribute, that contains a list of Tracking Area codes per serving network where the provided access stratum time distribution data applies.
Upon receipt of the HTTP request from the NF service consumer, if the request is authorized, the TSCTSF shall:

-
if the 5G access stratum time distribution configuration applies to an internal group of UEs indicated in the "interGrpId" attribute or to an external group of UEs indicated in the "exterGrpId" attribute, interact with the UDM to retrieve the list of individual UEs that belong to the group using the Nudm_SDM service as defined in 3GPP TS 29.503 [24];

-
if the 5G access stratum time distribution configuration applies to a list of individual UEs within the "gpsis" attribute, interact with the UDM to retrieve the SUPI(s) that corresponds to each of the GPSI(s) using the Nudm_SDM service as defined in 3GPP TS 29.503 [24];
-
if the "CoverageAreaSupport" feature is supported and a time synchronization coverage area is provided within the "covReq" attribute, perform the following operations:
i.
the TSCTSF shall discover the list of AMF(s) serving the list of TA(s) that comprise the time synchronization coverage area using the Nnrf_NFDiscovery service operation as described in 3GPP TS 29.510 [10], if they were not previously retrieved, and:

ii.
subscribe with the discovered AMF(s):

a.
for each UE, e.g. when the 5G access stratum time distribution configuration applies to a list of individual UEs; or
b.
for the group of UEs, when the 5G access stratum time distribution configuration applies to a group of UEs.

To receive notifications about presence of the UE in an Area of Interest events using the Namf_EventExposure service as described in 3GPP TS 29.518 [27], where the Area of Interest is the provided time synchronization coverage area.
iii.
Based on the outcome provided by the AMF about the UE’s presence in the Area of Interest and the requested time synchronization coverage area, the TSCTSF shall determine if the 5G access stratum time distribution configuration is enabled for the UE:
i.
If the UE presence is within any of the TAs from the time synchronization coverage area, the TSCTSF determines that the time synchronization coverage area condition is fulfilled, and the provided 5G access stratum time distribution configuration is enabled for the UE.

ii.
If the UE presence is not within any of the TAs from the time synchronization coverage area, the TSCTSF determines that the time synchronization coveragae area condition is not fulfilled, and the provided 5G access stratum time distribution configuration is not enabled for the UE.
-
for each authorized UE, subscribe to event notifications of newly registered PCF for the UE by invoking Nbsf_Management_Subscribe Service Operation as defined in 3GPP TS 29.521 [23], if not yet subscribed;

-
for each authorized UE, if the access stratum time distribution via Uu reference point is being activated (i.e. the "asTimeDisEnabled" attribute within the "asTimeDisParam" attribute was received and set to true), calculate the Uu time synchronization error budget as specified in clause 5.27.1.9 of 3GPP TS 23.501 [2];
-
for each authorized UE, interact with the PCF for a UE to provide the configuration information for each target UE using the Npcf_AMPolicyAuthorization_Create service operation as defined in 3GPP TS 29.534 [14];
-
create a new resource, which represents a new "Individual ASTI Configuration" resource, , addressed by a URI as defined in clause 6.1.3.7 and containing a TSCTSF created resource identifier; and

-
send an HTTP "201 Created" response with AccessTimeDistributionData data structure as response body and a Location header field containing the URI of the created Individual ASTI Configuration resource, i.e. "{apiRoot}/ntsctsf-asti/<apiVersion>/configurations/{configId}", as shown in figure 5.4.2.2.2-1, step 2.
If the TSCTSF cannot successfully fulfil the received HTTP POST request due to the internal TSCTSF error or due to the error in the HTTP POST request, the TSCTSF shall send the HTTP error response as specified in clause 6.3.7.
* * * * Third Change * * * *
5.4.2.3.2
Updating an existing configuration
Figure 5.4.2.3.2-1 illustrates the updating of an existing configuration.
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Figure 5.4.2.3.2-1: Update of a configuration

To update a configuration, the NF service consumer shall send an HTTP PUT request to the resource "{apiRoot}/ntsctsf-asti/<apiVersion>/configurations/{configId}" representing an existing "Individual ASTI Configuration" resource, as shown in figure 5.4.2.3.2-1, step 1, to modify the configuration.

The AccessTimeDistributionData data structure provided in the request body shall include an updated representation of the "Individual ASTI Configuration" resource with the updated 5G access stratum time distribution configuration information as defined in clause 5.4.2.2.2.
When the "CoverageAreaSupport" feature is supported, the AccessTimeDistributionData data structure may include the time synchronization coverage area encoded as "covReq" attribute, that may contain an updated list of Tracking Area codes per serving network where the provided access stratum time distribution data applies.

Upon receipt of the corresponding HTTP PUT message, if the request is authorized, theTSCTSF shall:

-
if the "CoverageAreaSupport" feature is supported and an updated time synchronization coverage area is provided within the "covReq" attribute:
i.
discover the list of AMF(s) serving the list of TA(s) that comprise the time synchronization coverage area using the Nnrf_NFDiscovery service operation as described in 3GPP TS 29.510 [10], if they were not previously retrieved, and:

ii.
update the subscription with the discovered AMF(s), if applicable:

a.
for each affected UE, e.g. when the 5G access stratum time distribution configuration applies to a list of individual UEs; or

b.
for the group of UEs, when the 5G access stratum time distribution configuration applies to a group of UEs.


to receive notifications about presence of the UE in an Area of Interest events using the Namf_EventExposure service as described in 3GPP TS 29.518 [27], where the Area of Interest is the provided time synchronization coverage area.

iii.
Based on the outcome provided by the AMF or the local available information about the UE’s presence in the Area of Interest and the requested time synchronization coverage area, the TSCTSF shall determine if the 5G access stratum time distribution configuration is enabled for the UE:
i.
If the UE presence is within any of the TAs from the time synchronization coverage area, the TSCTSF determines that the time synchronization coverage area condition is fulfilled, and the provided 5G access stratum time distribution configuration is enabled for the UE.

ii.
If the UE presence is not within any of the TAs from the time synchronization coverage area, the TSCTSF determines that the time synchronization coverage area condition is not fulfilled, and the provided 5G access stratum time distribution configuration is not enabled for the UE.
-
if the "CoverageAreaSupport" feature is supported and a time synchronization coverage area previously provided is removed:

1.
terminate the related subscriptions to notifications about presence of the UE in an Area of Interest events using the Namf_EventExposure service as described in 3GPP TS 29.518 [27].
2.
for each UE that did not fulfil the removed time synchronization coverage area, authorize the UE for the 5GS access stratum time distribution configuration.
-
for each authorized UE, if the access stratum time distribution via Uu reference point is being activated (i.e. the "asTimeDisEnabled" attribute within the "asTimeDisParam" attribute was received and set to true) or a time synchronization error budget for an active access stratum time distribution is provided or updated by the AF, calculate the Uu time synchronization error budget as specified in clause 5.27.1.9 of 3GPP TS 23.501 [2];

-
for each authorized UE, interact with the PCF for a UE to provide the updated configuration information using the Npcf_AMPolicyAuthorization_Update service operation as defined in 3GPP TS 29.534 [14]; and

-
update the existing "Individual ASTI Configuration" resource. Then the TSCTSF shall send a HTTP response including "200 OK" status code with AccessTimeDistributionData data structure or "204 No Content" status code, as shown in figure 5.4.2.3.2-1, step 2.

If the TSCTSF cannot successfully fulfil the received HTTP PUT request due to the internal TSCTSF error or due to the error in the HTTP PUT request, the TSCTSF shall send the HTTP error response as specified in clause 6.3.7.

If the TSCTSF determines the received HTTP PUT request needs to be redirected, the TSCTSF shall send an HTTP redirect response as specified in clause 6.10.9 of 3GPP TS 29.500 [4].
* * * * Fourth Change * * * *
6.3.6.1
General

This clause specifies the application data model supported by the API.

Table 6.3.6.1-1 specifies the data types defined for the Ntsctsf_ASTI service based interface protocol.

Table 6.3.6.1-1: Ntsctsf_ASTI specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	AccessTimeDistributionData
	6.3.6.2.2
	Contains the parameters for the creation of 5G access stratum time distribution configuration.
	

	AsTimeDistributionParam
	6.3.6.2.3
	Contains the 5G access stratum time distribution parameters.
	

	ActiveUe
	6.3.6.2.6
	Contains the UE identifier whose status of the access stratum time distribution is active and the optional requested time synchronization error budget.
	

	StatusRequestData
	6.3.6.2.4
	Contains the parameters for retrieval of the status of the access stratum time distribution for a list of UEs.
	

	StatusResponseData
	6.3.6.2.5
	Contains the parameters for the status of the access stratum time distribution for a list of UEs.
	


Table 6.3.6.1-2 specifies data types re-used by the Ntsctsf_ASTI service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Ntsctsf_ASTI service based interface.

Table 6.3.6.1-2: Ntsctsf_ASTI re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	ExternalGroupId
	3GPP TS 29.571 [15]
	Identifies an External Group.
	

	Gpsi
	3GPP TS 29.571 [15]
	The external identification of the user (i.e., an External Id or an MSISDN).
	

	GroupId
	3GPP TS 29.571 [15]
	Identifies a group of internal globally unique ID.
	

	ServiceAreaCoverageInfo
	3GPP TS 29.534 [14]
	It represents a list of Tracking Areas within a serving network.
	CoverageAreaSupport

	Supi
	3GPP TS 29.571 [15]
	The identification of the user (i.e. IMSI, NAI).
	

	SupportedFeatures
	3GPP TS 29.571 [15]
	Used to negotiate the applicability of the optional features defined in table 6.3.8-1.
	

	TemporalValidity
	3GPP TS 29.514 [20]
	TemporalValidity
	

	Uinteger
	3GPP TS 29.571 [15]
	Unsigned integer.
	


* * * * Fifth Change * * * *
6.3.6.2.2
Type: AccessTimeDistributionData

Table 6.3.6.2.2-1: Definition of type AccessTimeDistributionData

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supis
	array(Supi)
	C
	1..N
	Subscription Permanent Identifier(s). (NOTE)
	

	gpsis
	array(Gpsi)
	C
	1..N
	Public user Identifier(s). (NOTE)
	

	interGrpId
	GroupId
	C
	0..1
	The internal Group Id(s). (NOTE)
	

	exterGrpId
	ExternalGroupId
	C
	0..1
	The external Group Id(s). (NOTE)
	

	asTimeDisParam
	AsTimeDistributionParam
	M
	1
	5G access stratum time distribution parameters
	

	covReq
	array(ServiceAreaCoverageInfo)
	O
	1..N
	Identifies a list of Tracking Areas per serving network where the 5GS access stratum time distribution service is allowed.
	CoverageAreaSupport

	suppFeat
	SupportedFeatures
	C
	0..1
	Represents the features supported by the NF service consumer. This parameter shall be supplied by the NF service consumer in the POST request and the response that requested the creation of an Individual ASTI Configuration resource.
	

	NOTE:
One of "supis", "gpsis", "exterGroupId" or "interGrpId" attributes shall be provided.


* * * * Sixth Change * * * *
6.3.8
Feature negotiation

The optional features in table 6.3.8-1 are defined for the Ntsctsf_ASTI API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [4].

Table 6.3.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	CoverageAreaSupport
	Indicates the support of time synchronization coverage area conditions for the activation/deactivation of the time synchronization service.
It requires the support of ASTIConfigReport feature.


* * * * Seventh Change * * * *
A.4
Ntsctsf_ASTI API

openapi: 3.0.0

info:

  title: Ntsctsf_ASTI Service API

  version: 1.1.0-alpha.1

  description: |

    TSCTSF  Access Stratum time distribution configuration Service.  
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  

    All rights reserved.
externalDocs:

  description: >

    3GPP TS 29.565 V18.0.0; 5G System; Time Sensitive Communication and

    Time Synchronization Function Services; Stage 3.

  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.565/'

servers:

  - url: '{apiRoot}/ntsctsf-asti/v1'

    variables:

      apiRoot:

        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501

security:

  - {}

  - oAuth2ClientCredentials:

    - ntsctsf-asti

paths:

  /configurations:

    post:

      summary: Creates a new Individual ASTI Configuration resource.
      operationId: ASTIConfiguration
      tags:

        - ASTI Configurations (Collection)

      requestBody:

        description: Contains the information for the creation the resource.

        required: true

        content:

          application/json:

            schema:

              $ref: '#/components/schemas/AccessTimeDistributionData'

      responses:

        '201':

          description: Successful creation of the resource.

          content:

            application/json:

              schema:

                $ref: '#/components/schemas/AccessTimeDistributionData'

          headers:

            Location:

              description: >

                Contains the URI of the created individual ASTI Configuration resource,

                according to the structure

                {apiRoot}/ntsctsf-asti/{apiVersion}/configurations/{configId}

              required: true

              schema:

                type: string

        '400':

          $ref: 'TS29571_CommonData.yaml#/components/responses/400'

        '401':

          $ref: 'TS29571_CommonData.yaml#/components/responses/401'

        '403':

          $ref: 'TS29571_CommonData.yaml#/components/responses/403'

        '404':

          $ref: 'TS29571_CommonData.yaml#/components/responses/404'

        '411':

          $ref: 'TS29571_CommonData.yaml#/components/responses/411'

        '413':

          $ref: 'TS29571_CommonData.yaml#/components/responses/413'

        '415':

          $ref: 'TS29571_CommonData.yaml#/components/responses/415'

        '429':

          $ref: 'TS29571_CommonData.yaml#/components/responses/429'

        '500':

          $ref: 'TS29571_CommonData.yaml#/components/responses/500'

        '502':

          $ref: 'TS29571_CommonData.yaml#/components/responses/502'

        '503':

          $ref: 'TS29571_CommonData.yaml#/components/responses/503'

        default:

          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

  /configurations/retrieve:

    post:

      summary: Request the status of the 5G access stratum time distribution for a list of UEs.
      operationId: RequestStatusof5GAccessStratumTimeDistribution
      tags:

        - ASTI Configurations
      requestBody:

        description: >
          Contains the information for the status of the 5G access stratum time distribution.
        required: true

        content:

          application/json:

            schema:

              $ref: '#/components/schemas/StatusRequestData'

      responses:

        '200':

          description: >
            Successful retrieval of the status of the 5G access stratum time distribution.
          content:

            application/json:

              schema:

                $ref: '#/components/schemas/StatusResponseData'

        '400':

          $ref: 'TS29571_CommonData.yaml#/components/responses/400'

        '401':

          $ref: 'TS29571_CommonData.yaml#/components/responses/401'

        '403':

          $ref: 'TS29571_CommonData.yaml#/components/responses/403'

        '404':

          $ref: 'TS29571_CommonData.yaml#/components/responses/404'

        '411':

          $ref: 'TS29571_CommonData.yaml#/components/responses/411'

        '413':

          $ref: 'TS29571_CommonData.yaml#/components/responses/413'

        '415':

          $ref: 'TS29571_CommonData.yaml#/components/responses/415'

        '429':

          $ref: 'TS29571_CommonData.yaml#/components/responses/429'

        '500':

          $ref: 'TS29571_CommonData.yaml#/components/responses/500'

        '502':

          $ref: 'TS29571_CommonData.yaml#/components/responses/502'

        '503':

          $ref: 'TS29571_CommonData.yaml#/components/responses/503'

        default:

          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

  /configurations/{configId}:

    put:

      summary: Modifies an existing Individual ASTI Configuration resource.

      operationId: ModifyIndividualASTIConfiguration

      tags:

        - Individual ASTI Configuration (Document)

      parameters:

        - name: configId
          description: String identifying an Individual ASTI Configuration.
          in: path

          required: true

          schema:

            type: string

      requestBody:

        required: true

        content:

          application/json:

            schema:

              $ref: '#/components/schemas/AccessTimeDistributionData'

      responses:

        '200':

          description: OK. Resource was succesfully modified and representation is returned.

          content:

            application/json:

              schema:

                $ref: '#/components/schemas/AccessTimeDistributionData'

        '204':

          description: No Content. Resource was succesfully modified.

        '307':

          $ref: 'TS29571_CommonData.yaml#/components/responses/307'

        '308':

          $ref: 'TS29571_CommonData.yaml#/components/responses/308'

        '400':

          $ref: 'TS29571_CommonData.yaml#/components/responses/400'

        '401':

          $ref: 'TS29571_CommonData.yaml#/components/responses/401'

        '403':

          $ref: 'TS29571_CommonData.yaml#/components/responses/403'

        '404':

          $ref: 'TS29571_CommonData.yaml#/components/responses/404'

        '411':

          $ref: 'TS29571_CommonData.yaml#/components/responses/411'

        '413':

          $ref: 'TS29571_CommonData.yaml#/components/responses/413'

        '415':

          $ref: 'TS29571_CommonData.yaml#/components/responses/415'

        '429':

          $ref: 'TS29571_CommonData.yaml#/components/responses/429'

        '500':

          $ref: 'TS29571_CommonData.yaml#/components/responses/500'

        '502':

          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':

          $ref: 'TS29571_CommonData.yaml#/components/responses/503'

        default:

          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
    delete:

      operationId: DeleteIndividualASTIConfiguration
      summary: Delete an Individual ASTI Configuration
      tags:

        - Individual ASTI Configuration (Document)

      parameters:

        - name: configId
          in: path

          description: String identifying an Individual ASTI Configuration.
          required: true

          schema:

            type: string

      responses:

        '204':

          description: No Content. Resource was successfully deleted.

        '307':

          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':

          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':

          $ref: 'TS29571_CommonData.yaml#/components/responses/400'

        '401':

          $ref: 'TS29571_CommonData.yaml#/components/responses/401'

        '403':

          $ref: 'TS29571_CommonData.yaml#/components/responses/403'

        '404':

          $ref: 'TS29571_CommonData.yaml#/components/responses/404'

        '429':

          $ref: 'TS29571_CommonData.yaml#/components/responses/429'

        '500':

          $ref: 'TS29571_CommonData.yaml#/components/responses/500'

        '502':

          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':

          $ref: 'TS29571_CommonData.yaml#/components/responses/503'

        default:

          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
components:

  securitySchemes:

    oAuth2ClientCredentials:

      type: oauth2

      flows:

        clientCredentials:

          tokenUrl: '{nrfApiRoot}/oauth2/token'

          scopes:

            ntsctsf-asti: Access to the Ntsctsf_ASTI API

  schemas:

    AccessTimeDistributionData:

      description: >

        Contains the parameters for the creation of 5G access stratum time distribution

        configuration.

      type: object

      properties:

        supis:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
          minItems: 1

        gpsis:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
          minItems: 1

        interGrpId:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/GroupId'

        exterGrpId:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/ExternalGroupId'

        asTimeDisParam:

          $ref: '#/components/schemas/AsTimeDistributionParam'

        covReq:
          type: array

          description: >

            Identifies a list of Tracking Areas per serving network where 5GS

            Access Stratum Time Distribution parameters are allowed.
          items:

            $ref: 'TS29534_Npcf_AMPolicyAuthorization.yaml#/components/schemas/ServiceAreaCoverageInfo'

          minItems: 1

        suppFeat:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'

      required:

        - asTimeDisParam

      oneOf:

        - required: [supis]

        - required: [interGrpId]

        - required: [gpsis]

        - required: [exterGrpId]

    AsTimeDistributionParam:

      description: Contains the 5G access stratum time distribution parameters.

      type: object

      properties:

        asTimeDisEnabled:

          type: boolean

          description: >

            When this attribute is included and set to true, it indicates that the access stratum

            time distribution via Uu reference point is activated.

        timeSyncErrBdgt:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'

        tempValidity:

          $ref: 'TS29514_Npcf_PolicyAuthorization.yaml#/components/schemas/TemporalValidity'
    StatusRequestData:

      description: >

        Contains the parameters for retrieval of the status of the access stratum time distribution

        for a list of UEs.

      type: object

      properties:

        supis:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
          minItems: 1

        gpsis:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
          minItems: 1

      oneOf:

        - required: [supis]

        - required: [gpsis]

    StatusResponseData:

      description: >

        Contains the parameters for the status of the access stratum time distribution for a list of

        UEs.

      type: object

      properties:

        inactiveUes:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
          minItems: 1

        inactiveGpsis:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
          minItems: 1

        activeUes:

          type: array

          items:

            $ref: '#/components/schemas/ActiveUe'
          minItems: 1

    ActiveUe:

      description: >

        Contains the UE identifier whose status of the access stratum time distribution is active

        and the optional requested time synchronization error budget.

      type: object

      properties:

        supi:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        gpsi:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        timeSyncErrBdgt:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
      oneOf:

        - required: [supi]

        - required: [gpsi]
* * * * End of change * * * *
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