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	24.554
	0229
	1
	Rel-18
	5G ProSe U2U relay discovery over PC5 interface with model A
	B
	17.3.0
	CT1#140
	C1-230876
	CATT
	5G_ProSe_Ph2
	
	

	24.554
	0230
	1
	Rel-18
	5G ProSe U2U relay discovery over PC5 interface with model B
	B
	17.3.0
	CT1#140
	C1-230877
	CATT
	5G_ProSe_Ph2
	
	

	24.554
	0232
	-
	Rel-18
	5G ProSe U2U relay unicast direct communication over PC5
	B
	17.3.0
	CT1#140
	C1-230167
	CATT
	5G_ProSe_Ph2
	8a.2.4 (new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.554
	0234
	1
	Rel-18
	Procedures for path switching between 5G ProSe UE-to-network relays
	B
	17.3.0
	CT1#140
	C1-230893
	ZTE
	5G_ProSe_Ph2
	
	

	24.554
	0238
	1
	Rel-18
	5G ProSe direct link identifier update via 5G ProSe U2U relay UE
	B
	17.3.0
	CT1#140
	C1-230881
	InterDigital Inc.
	5G_ProSe_Ph2
	
	

	24.554
	0241
	1
	Rel-18
	Relay update procedure for link identifier update via 5G ProSe UE-to-UE relay UE
	B
	17.3.0
	CT1#140
	C1-230891
	InterDigital Inc.
	5G_ProSe_Ph2
	
	

	24.554
	0242
	1
	Rel-18
	Relay update messages for link identifier update via 5G ProSe UE-to-UE relay UE
	B
	17.3.0
	CT1#140
	C1-230892
	InterDigital Inc.
	5G_ProSe_Ph2
	
	

	24.554
	0243
	1
	Rel-18
	To update the messages for 5G ProSe direct link identifier update via 5G ProSe U2U relay UE
	B
	17.3.0
	CT1#140
	C1-230890
	InterDigital Inc.
	5G_ProSe_Ph2
	
	

	24.554
	0244
	1
	Rel-18
	Configuration parameter for 5G ProSe UE-to-UE relay
	B
	17.3.0
	CT1#140
	C1-230874
	Qualcomm Incorporated
	5G_ProSe_Ph2
	
	

	24.554
	0245
	2
	Rel-18
	Discovery message encoding for UE-to-UE relay discovery
	B
	17.3.0
	CT1#140
	C1-231041
	Qualcomm Incorporated
	5G_ProSe_Ph2
	
	

	24.554
	0247
	1
	Rel-18
	Skeleton of U2U relay
	B
	17.3.0
	CT1#140
	C1-231000
	OPPO
	5G_ProSe_Ph2
	8a(new), 8a.1(new), 8a.2(new), 8a.2.1(new), 8a.2.1.1(new), 8a.2.2(new), 8a.2.2.1(new), 8a.2.3(new), 8a.2.3.1(new), 8a.2.6(new), 8a.2.7(new), 8a.2.7.1(new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.554
	0248
	1
	Rel-18
	General introduction of U2U relay.
	B
	17.3.0
	CT1#140
	C1-231004
	OPPO / Rae
	5G_ProSe_Ph2
	1, 3.1, 4.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.554
	0249
	1
	Rel-18
	U2U link establishment without integrated discovery
	B
	17.3.0
	CT1#140
	C1-230882
	OPPO
	5G_ProSe_Ph2
	
	

	24.554
	0250
	2
	Rel-18
	QoS handling for L3 U2U relay
	B
	17.3.0
	CT1#140
	C1-231029
	OPPO
	5G_ProSe_Ph2
	
	

	24.554
	0251
	1
	Rel-18
	U2U link release procedure
	B
	17.3.0
	CT1#140
	C1-230898
	OPPO
	5G_ProSe_Ph2
	
	


