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	24.554
	0254
	2
	Rel-18
	IP address allocation for 5G ProSe end UE in 5G ProSe layer-3 UE-to-UE relay procedure
	B
	17.3.0
	CT1#140
	C1-231022
	CATT
	5G_ProSe_Ph2
	
	

	24.554
	0260
	1
	Rel-18
	Communication path switching procedure between the direct communication path over Uu and the direct communication path over PC5
	B
	17.3.0
	CT1#140
	C1-230894
	vivo
	5G_ProSe_Ph2
	
	

	24.554
	0261
	2
	Rel-18
	Coding aspects of path switching procedure between the direct communication path over Uu and the direct communication path over PC5
	B
	17.3.0
	CT1#140
	C1-231044
	vivo
	5G_ProSe_Ph2
	
	

	24.554
	0262
	1
	Rel-18
	Introducing the feature of path switching between direct network communication path and indirect network communication path via 5G ProSe Layer-2 UE-to-Network Relay
	B
	17.3.0
	CT1#140
	C1-231005
	vivo/ Yizhong
	5G_ProSe_Ph2
	3.1, 8.1
	TS 23.304 CR 0177; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.554
	0270
	1
	Rel-18
	Clarification for including the User info ID in the PROSE DIRECT LINK ESTABLISHMENT REQUEST message
	F
	17.3.0
	CT1#140
	C1-231007
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	
	

	24.554
	0271
	1
	Rel-18
	Introducing the User info ID information element for PC5 signalling messages
	B
	17.3.0
	CT1#140
	C1-231008
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	11.3.xz (new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.554
	0272
	2
	Rel-18
	Trigering 5G ProSe direct link release procedure on the second hop for 5G ProSe UE-to-UE relay case
	B
	17.3.0
	CT1#140
	C1-231045
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	
	

	24.554
	0273
	1
	Rel-18
	Using the 5G ProSe direct link modification procedure for UE-to-UE relay
	B
	17.3.0
	CT1#140
	C1-230880
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	
	

	24.554
	0274
	3
	Rel-18
	Using the 5G ProSe direct link modification procedure for UE-to-UE relay – Rejection scenarios
	B
	17.3.0
	CT1#140
	C1-231214
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	7.2.3.5, 10.3.22.1, 10.3.22.x (new), 10.3.22.y (new), 10.3.22.z (new), 11.3.8, 11.3.m (new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.554
	0275
	3
	Rel-18
	Using the 5G ProSe direct link establishment procedure for UE-to-UE relay – Rejection scenarios
	B
	17.3.0
	CT1#140
	C1-231213
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	7.2.2.5, 10.3.3.1, 10.3.3.x (new), 10.3.3.y (new), 10.3.3.z (new), 10.3.3.o (new)
	TS 23.304 CR 0172; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.554
	0276
	1
	Rel-18
	Updating the description of different parameters to consider the 5G ProSe UE-to-UE relay case
	B
	17.3.0
	CT1#140
	C1-231006
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	5.2.1, 5.2.2, 11.2.8, 11.2.9, 11.3.26
	TS 23.304 CR 0205; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.554
	0277
	1
	Rel-18
	UE-to-UE relay selection procedure
	B
	17.3.0
	CT1#140
	C1-231035
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	8a.2.2.2 (new), 8a.2.2.3 (new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.554
	0278
	1
	Rel-18
	UE-to-UE relay reselection procedure
	B
	17.3.0
	CT1#140
	C1-230879
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	
	

	24.554
	0279
	-
	Rel-18
	Updating the UE-requested ProSeP provisioning procedure to consider the 5G ProSe UE-to-UE relay case
	B
	17.3.0
	CT1#140
	C1-230633
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	5.3.2.1, 5.3.2.2, 5.3.2.3, 12.2
	TS 23.304 CR 0205; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.555
	0035
	1
	Rel-18
	Coding apsects of authorization and provisioning for UE-to-UE Relay
	B
	17.3.0
	CT1#140
	C1-230875
	vivo/ Yizhong
	5G_ProSe_Ph2
	
	

	24.587
	0268
	-
	Rel-18
	Introducing the 5G ProSe UE-to-UE relay policies indicators in the Requested UE policies
	B
	18.0.0
	CT1#140
	C1-230632
	Nokia, Nokia Shanghai Bell
	5G_ProSe_Ph2
	8.3.2
	TS 23.304 CR 0205; TS/TR ... CR ... ; TS/TR ... CR ... 


