

	
3GPP TSG-CT WG1 Meeting #140	C1-23xxxx
Athens, Greece, 27 February – 3 March 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	24.502
	CR
	0231
	rev
	1
	Current version:
	18.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	TNAN selection based on the TNAN information provided to the UE in the REGISTRATION REJECT message

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	C1

	
	

	Work item code:
	5WWC_Ph2
	
	Date:
	2023-02-01

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	As per the agreed stage-2 CR3762 in S2-2301838 for 5WWC_Ph2, clause 4.12a.2.2 in TS 23.502 states the following:

21.	If supported by the UE and if the UE received target TNAN information in step 20, the UE connects to the target TNAN, otherwise the UE may perform TNAN selection again using the updated WLANSP rule received in step 18. If the target TNAN information includes TNGF ID, the UE shall build the NAI based on TNGF ID. The UE uses the target TNAN information in the Registration Reject only for the TNAN selection directly following the rejected registration and UE shall not store it for future use.

Hence the UE shall support connecting to the TNAN received in the REGISTRATION REJECT message, and shall establish a NAI by taking the TNGF ID into account. The corresponding requirements need to be specified in stage-3.
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	Consequences if not approved:
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[bookmark: _Hlk118471422]***** First change *****
[bookmark: _Toc20212093][bookmark: _Toc27744976][bookmark: _Toc36114777][bookmark: _Toc45271371][bookmark: _Toc51936630][bookmark: _Toc58230300][bookmark: _Toc123635626]7.3A.2.2	Identity transaction
Upon reception of EAP-Request/Identity message (as described in IETF RFC 3748 [9]), encapsulated in the link layer protocol packets from the TNAP, the UE shall:
a)	construct an EAP-Response/Identity message as described in IETF RFC 3748 [9] containing an NAI as specified in clause 28.7.6 (when TNGF ID is not used for constructing the NAI) or clause xxy (when NGF ID is used for constructing the NAI) of 3GPP TS 23.003 [8] to request a PLMN or SNPN when the trusted connectivity is 5G connectivity using trusted non-3GPP access; and
Editor’s note (CR#0231, 5WWC_Ph2): The format of the NAI based on the TNGF ID and the format of TNGF ID used in NAI are FFS and waiting for the updates in 3GPP TS 23.003 [8].
b)	transmit the EAP-Response of identity type encapsulated in the link layer protocol packets towards the TNAP.
***** Next change *****
7.3A.x	TNAN selection based on TNAN information provided to the UE in the REGISTRATION REJECT message
When the UE that supports slice-based TNGF selection receives TNAN information IE in the REGISTRATION REJECT message as specified in 3GPP TS 24.501 [4], the UE shall proceed as follows:
a)	if the SSID is included in the received TNAN information IE, the UE shall connect to a TNAN based on the received SSID; otherwise, the UE shall not change the previously used SSID; and
b)	if the TNGF ID is included in the received TNAN information IE, the UE shall construct a NAI taking the received TNGF ID into account as specified in clause xxy of 3GPP TS 23.003 [8]; otherwise, the UE shall construct the NAI as specified in clause 28.7.6 of 3GPP TS 23.003 [8].
Editor’s note (CR#0231, 5WWC_Ph2): The format of the NAI based on the TNGF ID and the format of TNGF ID used in NAI are FFS and waiting for the updates in 3GPP TS 23.003 [8].
Then the UE shall proceed with the EAP authentication as specified in clause 7.3A.2 and by using the new constructed NAI.

***** End of changes *****

