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***** change *****
[bookmark: _Toc123635531][bookmark: _Toc20212013][bookmark: _Toc27744895][bookmark: _Toc36114695][bookmark: _Toc45271289][bookmark: _Toc51936547][bookmark: _Toc58230217][bookmark: _Toc106898414]4.1	Overview
The 5G core network (5GCN) supports the connectivity of the UE via non-3GPP access networks. These non-3GPP access networks can be trusted non-3GPP access networks, untrusted non-3GPP access networks or wireline access networks. A trusted or untrusted non-3GPP access network can advertise the PLMNs for which it supports trusted connectivity and the type of supported trusted connectivity. Different types of trusted connectivity can be advertised so that the UE can discover the non-3GPP access networks that can provide trusted connectivity to one or more PLMNs:
a)	information about PLMN list with 5G connectivity using trusted non-3GPP access;
b)	information about PLMN list with 5G connectivity without NAS using trusted non-3GPP access; or
c)	information about PLMN list with S2a connectivity using trusted non-3GPP access (access via non-3GPP access to EPC); or
d)	information about SNPN list with 5G connectivity using trusted non-3GPP access.
NOTE:	A wireline access network does not indicate PLMNs or SNPNs for which it supports connectivity.
***** change *****
5.3C	SNPN selection procedures using wireline access
Selection of non-subscribed SNPN over wireline access is not defined in the present version of the present document.
The 5G-RG and the W-AGF acting on behalf of the FN-RG shall consider that the subscribed SNPN is available on each wireline access network and shall select the subscribed SNPN on the wireline access network.
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