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	Reason for change:
	Handling of URSP, ANDSP, ANDSF and RAN rules when interworking with EPC was introduced in release 15. For accessing 5GCN via non-3GPP access, only untrusted non-3GPP access is supported in release 15. Hence, then statement in clause 4.4.1 excerpted as below only cover the case of untrusted non-3GPP access, i.e. "via the N3IWF"
"……
if the UE is registered to the EPC via 3GPP access and registered to the 5GCN via non-3GPP access, the UE:
a)	shall apply URSP rules and applicable UE local configuration, if available at the UE, to uplink user data sent via the N3IWF;
……"
Now support of non-3GPP access network to 5GCN include: untrusted non-3GPP access network, trusted non-3GPP access network and wireline access network. Therefore, the "via the N3IWF" should be changed to "via non-3GPP access network".

	
	

	Summary of change:
	Change "via the N3IWF" to "via non-3GPP access network" in clause 4.4.1.

	
	

	Consequences if not approved:
	[bookmark: _GoBack]Lack of supporting to apply URSP rules and applicable UE local configuration to uplink user data sent via trusted non-3GPP access and wireline access.
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* * * First Change * * * *
[bookmark: _Toc20209074][bookmark: _Toc27581322][bookmark: _Toc36113473][bookmark: _Toc45212731][bookmark: _Toc51932244][bookmark: _Toc123644845]4.4.1	Precedence between URSP, ANDSP, ANDSF and RAN rules
If the UE supports both S1 mode and N1 mode:
-	the UE shall always use the ANDSP information and applicable user preferences on non-3GPP access selection, if available at the UE, for non-3GPP access node selection;
NOTE:	This includes the case when the UE is registered to the 5GCN via 3GPP access, the case when the UE is registered to the EPC via 3GPP access, and the case when the UE is not registered to any CN via 3GPP access.
-	if the UE is:
a)	registered to the 5GCN via 3GPP access and not registered to any CN via non-3GPP access; or
b)	registered to the 5GCN via 3GPP access and registered to the 5GCN via non-3GPP access,
	the UE shall apply URSP rules and applicable UE local configuration, if available at the UE, to all uplink user data;
-	if the UE is registered to the 5GCN via 3GPP access and registered to the EPC via non-3GPP access, the UE shall:
a)	use the ANDSF rules and RAN rules, if available at the UE, for uplink user data sent via the ePDG; and
b)	apply URSP rules and applicable UE local configuration, if available at the UE, to all other uplink user data;
-	if the UE is:
a)	registered to the EPC via 3GPP access and not registered to any CN via non-3GPP access; or
b)	registered to the EPC via 3GPP access and registered to the EPC via non-3GPP access,
	the UE:
a)	shall use the ANDSF rules and RAN rules, if available at the UE, for all uplink user data for which there is one or more applicable ANDSF rule or RAN rule, except for the rules and parameters related to non-3GPP access node selection; and
b)	should use the URSP rules, if available at the UE, to derive the parameters to be used in EPS as specified in clause 4.4.2 for all uplink user data for which there is no applicable ANDSF rule or RAN rule except for the rules and parameters related to non-3GPP access node selection and there is no applicable UE local configuration; and
-	if the UE is registered to the EPC via 3GPP access and registered to the 5GCN via non-3GPP access, the UE:
a)	shall apply URSP rules and applicable UE local configuration, if available at the UE, to uplink user data sent via non-3GPP accessthe N3IWF;
b)	shall use the ANDSF rules and RAN rules, if available at the UE, for all other uplink user data for which there is one or more applicable ANDSF rule or RAN rule, except for the rules and parameters related to non-3GPP access node selection; and
c)	should use the URSP rules, if available at the UE, to derive the parameters to be used in EPS as specified in clause 4.4.2 for all uplink user data for which there is no applicable ANDSF rule or RAN rule except for the rules and parameters related to non-3GPP access node selection. and there is no applicable UE local configuration
* * * End of Changes * * * *

