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* * * * * * FIRST CHANGE * * * * * *

[bookmark: _Toc27581278][bookmark: _Toc45189042][bookmark: _Toc51947730][bookmark: _Toc106988894]11.1.2	SRTCP: APP format for control messages sent over MBMS bearers
The definition of the fields in the SRTCP APP packet is found in IETF RFC 3550 [16] and IETF RFC 3711 [17].
Table 11.1.2-1 shows the RTCP APP packet format used for control messages sent over MBMS bearers.
Table 11.1.2-1: MBMS control message format
0                   1                   2                   3  
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|V=2|P| Subtype |   PT=APP=204  |            length             |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|                           SSRC                                |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|                          name (ASCII)                         |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|                 application-dependent data                    |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|                    Secure RTCP message part                   |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
P
The padding bit P is set to '0'.
Subtype:
The Subtype values in use by MCData are defined in table  11.2.2-1. 
length
The length field in the RTCP header is the length of the packet in 32-bit words, not counting the first 32-bit word in which the length field resides.
NOTE:	The length field can indicate message size longer than specified in this version of the protocol. This can be the case e.g., if message is of later version of this protocol.
SSRC
The content of this field is described for each MBMS control message separately.
Name
The 4-byte ASCII string in the RTCP header is used to define the set of MBMS control messages for MCData, to be unique with respect to other APP packets that may be sent over the MBMS bearer. For MCData, the name string is "MCDM" (Mission Critical Data over MBMS).
Application-dependent data
The application-dependent data contains zero or more application specific data fields. The format for these fields is described in clause 11.1.3. 
This part is encrypted if SRTCP is used.
Secure RTCP message part
The content of the secure RTCP message part is the "tail" appended to the RTCP packet per IETF RFC 3711 [1617].
* * * * * * END OF CHANGES * * * * * *

