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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	24.193
	0102
	1
	Rel-18
	Support MA PDU session establishment with non-3GPP access connected to EPC and 3GPP access connected to 5GCN
	B
	18.0.0
	CT1#140
	C1-230974
	ZTE
	ATSSS_Ph3
	4.x (new), 5.3a (new), 5.3a.1 (new), 5.3a.2 (new), 5.3a.3 (new), 5.3a.4 (new)
	TS 23.502... CR 3748; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.193
	0103
	1
	Rel-18
	ATSSS rules
	B
	18.0.0
	CT1#140
	C1-230976
	Lenovo
	ATSSS_Ph3
	2, 6.1.3.1, 6.1.3.2
	TS23.501 ... CR#3973TS23.502 ... CR#3784; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.193
	0105
	1
	Rel-18
	Encoding of network steering functionalities information
	B
	18.0.0
	CT1#140
	C1-230977
	Lenovo
	ATSSS_Ph3
	2, 3.1, 6.1.2, 6.1.4.2
	TS23.501 ... CR#3973TS23.502 ... CR#3784; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.193
	0106
	1
	Rel-18
	Measurement assistance information
	B
	18.0.0
	CT1#140
	C1-230978
	Lenovo
	ATSSS_Ph3
	6.1.5.1
	TS23.501 ... CR#3973TS23.502 ... CR#3784; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.193
	0107
	1
	Rel-18
	MA PDU session via PDN connection
	B
	18.0.0
	CT1#140
	C1-230979
	Lenovo
	ATSSS_Ph3
	5.3.1, 6.1.6.2
	TS23.501 ... CR#3973TS23.502 ... CR#3784; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.193
	0108
	1
	Rel-18
	MPQUIC Steering Functionality
	B
	18.0.0
	CT1#140
	C1-230980
	Lenovo
	ATSSS_Ph3
	3.2, 4.1, 4.3, 4.4
	TS23.501 ... CR#3973TS23.502 ... CR#3784; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.193
	0109
	1
	Rel-18
	Network steering functionalities information
	B
	18.0.0
	CT1#140
	C1-230981
	Lenovo
	ATSSS_Ph3
	2, 6.1.4.1.0(new), 6.1.4.1.1, 6.1.4.1.2, 6.1.4.1.3, 6.1.4.1.X(new), 6.1.4.1.Y(new), 6.1.4.1.Z(new), 6.1.4.1.W(new)
	TS23.501 ... CR#3973TS23.502 ... CR#3784; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.193
	0114
	-
	Rel-18
	Redundant steering mode is not applicable for ATSSS-LL functionality (impact on TS 24.193)
	B
	18.0.0
	CT1#140
	C1-230643
	Nokia, Nokia Shanghai Bell
	ATSSS_Ph3
	5.3.1, 6.1.4.1.2, 6.1.4.1.3
	TS 23.501 CR 4019; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.193
	0115
	1
	Rel-18
	Introducing the Redundant steering mode
	B
	18.0.0
	CT1#140
	C1-230983
	Nokia, Nokia Shanghai Bell
	ATSSS_Ph3
	4.1, 6.1.3.1, 6.1.3.2, 6.1.6.2
	TS 23.501 CR 4019; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.193
	0116
	1
	Rel-18
	Introducing the PMFP Suspend and Resume traffic duplication procedures
	B
	18.0.0
	CT1#140
	C1-230984
	Nokia, Nokia Shanghai Bell
	ATSSS_Ph3
	3.2, 4.4, 5.4.1, 5.4.k (new), 5.4.k.1 (new), 5.4.k.2 (new), 5.4.k.3 (new), 5.4.k.4 (new), 5.4.p (new), 5.4.p.1 (new), 5.4.p.2 (new), 5.4.p.3 (new), 5.4.p.4 (new), 6.2.1.1, 6.2.1.x (new), 6.2.1.x.1 (new), 6.2.1.y (new), 6.2.1.y.1 (new), 6.2.1.z (new), 6.2.1.z.1 (new), 6.2.1.m (new), 6.2.1.m.1 (new), 6.2.2.1, 6.2.2.q (new), 7.2
	TS 23.501 CR 4019; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.193
	5165
	1
	Rel-18
	Capability for MPQUIC Steering Functionality
	B
	18.0.0
	CT1#140
	C1-231173
	Lenovo
	ATSSS_Ph3
	
	

	24.302
	0740
	1
	Rel-18
	Define ATSSS related Notify payloads
	B
	18.0.0
	CT1#140
	C1-230975
	ZTE
	ATSSS_Ph3
	2, 8.2.9.xx (new), 8.2.9.yy (new), 8.1.2.3
	TS 23.502... CR 3748; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5003
	1
	Rel-18
	Update UE handling of the MA PDU session
	B
	18.1.0
	CT1#140
	C1-230973
	ZTE
	ATSSS_Ph3
	6.1.4.1, 6.1.4.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5138
	1
	Rel-18
	Redundant steering mode is not applicable for ATSSS-LL functionality (impact on TS 24.501)
	B
	18.1.0
	CT1#140
	C1-230982
	Nokia, Nokia Shanghai Bell
	ATSSS_Ph3
	6.4.1.2, 6.4.2.2, 9.11.4.1
	TS 23.501 CR 4019; TS/TR ... CR ... ; TS/TR ... CR ... 


