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(... text not shown for clarity ...)


# ENUMS:

    DataSetName:
      description: Indicates the requested data set name.
      anyOf:
        - type: string
          enum:
          - AM
          - SMF_SEL
          - UEC_SMF
          - UEC_SMSF
          - SMS_SUB
          - SM
          - TRACE
          - SMS_MNG
          - LCS_PRIVACY
          - LCS_MO
          - UEC_AMF
          - V2X
          - LCS_BCA
          - PROSE
          - UC
          - MBS
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    UcPurpose:
      description: Indicates the purpose of the user consent.
      anyOf:
        - type: string
          enum:
          - ANALYTICS
          - MODEL_TRAINING
          - NW_CAP_EXPOSURE
          - EDGEAPP_UE_LOCATION
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.
      description: Indicates the purpose of the user consent.

    UserConsent:
      description: Indicates user’s consent.
      anyOf:
        - type: string
          enum:
          - CONSENT_NOT_GIVEN
          - CONSENT_GIVEN
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    PduSessionContinuityInd:
      description: >
        It indicates the handling of PDU session when
        the UE moves in and out of NB-IoT.
        In its absence, the local policy should be used.
      anyOf:
        - type: string
          enum:
          - MAINTAIN_PDUSESSION
          - RECONNECT_PDUSESSION
          - RELEASE_PDUSESSION
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    LocationPrivacyInd:
      description: >
        Indicates one of the mutually exclusive global settings
        (if the location is allowed or disallowed).
      anyOf:
        - type: string
          enum:
          - LOCATION_DISALLOWED
          - LOCATION_ALLOWED
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    PrivacyCheckRelatedAction:
      description: Indicates actions related to privacy check.
      anyOf:
        - type: string
          enum:
          - LOCATION_NOT_ALLOWED
          - LOCATION_ALLOWED_WITH_NOTIFICATION
          - LOCATION_ALLOWED_WITHOUT_NOTIFICATION
          - LOCATION_ALLOWED_WITHOUT_RESPONSE
          - LOCATION_RESTRICTED_WITHOUT_RESPONSE
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    LcsClientClass:
      description: >
        Indicates LCS Client class.
        The UE LCS privacy profile also indicates the 
        Location Privacy Indication that can be provided or updated
        by the UE and/or AFs.
      anyOf:
        - type: string
          enum:
          - BROADCAST_SERVICE
          - OM_IN_HPLMN
          - OM_IN_VPLMN
          - ANONYMOUS_LOCATION_SERVICE
          - SPECIFIC_SERVICE
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    LcsMoServiceClass:
      description: >
        Indicates the requirement of the UE to request
        its own location.
      anyOf:
        - type: string
          enum:
          - BASIC_SELF_LOCATION
          - AUTONOMOUS_SELF_LOCATION
          - TRANSFER_TO_THIRD_PARTY
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.


    OperationMode:
      description: >
        Indicates the Operation Mode.
      anyOf:
        - type: string
          enum:
          - WB_S1
          - NB_S1
          - WB_N1
          - NB_N1
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    SorUpdateIndicator:
      description: Indicates serving node PLMN identity.
      anyOf:
        - type: string
          enum:
          - INITIAL_REGISTRATION
          - EMERGENCY_REGISTRATION
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    CodeWordInd:
      description: >
        Indicates that the codeword shall be checked in UE
        or one or more codeword values to be checked in GMLC.
      anyOf:
        - type: string
          enum:
          - CODEWORD_CHECK_IN_UE
          - CODEWORD_CHECK_IN_GMLC
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    MdtUserConsent:
      description: >
        Indicates the user has given his consent for MDT activation.
      anyOf:
        - type: string
          enum:
          - CONSENT_NOT_GIVEN
          - CONSENT_GIVEN
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    SharedDataTreatmentInstruction:
      description: >
        Indicates the presence of this attribute in the individual data.
        Otherwise, the individual data takes precedence, by default.
      anyOf:
        - type: string
          enum:
          - USE_IF_NO_CLASH
          - OVERWRITE
          - MAX
          - MIN
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    GpsiType:
      description: Type of GPSI (MSISDN or External-ID)
      anyOf:
        - type: string
          enum:
          - MSISDN
          - EXT_ID
          - EXT_GROUP_ID
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    AerialUeIndication:
      description: >
        Indicates the Aerial service for the UE is allowed or not allowed, possible values are
        - AERIAL_UE_ALLOWED: Aerial service for the UE is allowed.
        - AERIAL_UE_NOT_ALLOWED: Aerial service for the UE is not allowed.
      anyOf:
        - type: string
          enum:
          - AERIAL_UE_ALLOWED
          - AERIAL_UE_NOT_ALLOWED
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.
      description: >
        Indicates the Aerial service for the UE is allowed or not allowed, possible values are
        - AERIAL_UE_ALLOWED: Aerial service for the UE is allowed.
        - AERIAL_UE_NOT_ALLOWED: Aerial service for the UE is not allowed.

    ProseDirectAllowed:
      description: >
        Indicates the 5G ProSe Direct services that can be authorised to 
        use in the given PLMN for the UE.
      anyOf:
        - type: string
          enum:
          - ANNOUNCE
          - MONITOR
          - RESTRICTD_ANNOUNCE
          - RESTRICTD_MONITOR
          - DISCOVERER
          - DISCOVEREE
          - BROADCAST
          - GROUPCAST
          - UNICAST
          - LAYER2_RELAY
          - LAYER3_RELAY
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.
      description: Indicates the 5G ProSe Direct services that can be authorised to use in the given PLMN for the UE.
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# ENUMS:

    ImsVoPs:
      description: >
        It represents the information indicating homogeneity of
        IMS Voice over PS Sessions support for the UE
      anyOf:
        - type: string
          enum:
          - HOMOGENEOUS_SUPPORT
          - HOMOGENEOUS_NON_SUPPORT
          - NON_HOMOGENEOUS_OR_UNKNOWN
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.


    DeregistrationReason:
      description: >
        It represents the reason of Deregistration Notification.
      anyOf:
        - type: string
          enum:
          - UE_INITIAL_REGISTRATION
          - UE_REGISTRATION_AREA_CHANGE
          - SUBSCRIPTION_WITHDRAWN
          - 5GS_TO_EPS_MOBILITY
          - 5GS_TO_EPS_MOBILITY_UE_INITIAL_REGISTRATION
          - REREGISTRATION_REQUIRED
          - SMF_CONTEXT_TRANSFERRED
          - DUPLICATE_PDU_SESSION
          - 5G_SRVCC_TO_UTRAN_MOBILITY
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.


    RegistrationReason:
      description: >
        Indicates NF registration reason.
      anyOf:
        - type: string
          enum:
          - SMF_CONTEXT_TRANSFERRED
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    RegistrationDataSetName:
      description: >
        Indicates the names of registration data sets to be retrieved.
      anyOf:
        - type: string
          enum:
          - AMF_3GPP
          - AMF_NON_3GPP
          - SMF_PDU_SESSIONS
          - SMSF_3GPP
          - SMSF_NON_3GPP
          - IP_SM_GW
          - NWDAF
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    UeReachableInd:
      description: UE Reachable Indication
      anyOf:
        - type: string
          enum:
          - REACHABLE
          - NOT_REACHABLE
          - UNKNOWN
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.
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# ENUMS:

    AuthType:
      description: Indicates the authentication method.
      anyOf:
        - type: string
          enum:
          - 5G_AKA
          - EAP_AKA_PRIME
          - EAP_TLS
          - NONE
          - EAP_TTLS
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    AvType:
      description: Indicates the type of authentication vector.
      anyOf:
        - type: string
          enum:
          - 5G_HE_AKA
          - EAP_AKA_PRIME
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    HssAuthType:
      description: Indicates the authentication method.
      anyOf:
        - type: string
          enum:
          - EPS_AKA
          - EAP_AKA
          - EAP_AKA_PRIME
          - IMS_AKA
          - GBA_AKA
          - UMTS_AKA
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    HssAvType:
      description: Indicates a type of authentication vector.
      anyOf:
        - type: string
          enum:
          - EPS_AKA
          - EAP_AKA
          - IMS_AKA
          - GBA_AKA
          - UMTS_AKA
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    HssAuthTypeInUri:
      description: Indicates a type of authentication method.
      anyOf:
        - type: string
          enum:
          - eps-aka
          - eap-aka
          - eap-aka-prime
          - ims-aka
          - gba-aka
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    AccessNetworkId:
      description: >
        Indicates the contents of Access Network ID.
        Used in the derivation of authentication vectors in EAP-AKA.
      anyOf:
        - type: string
          enum:
          - HRPD
          - WIMAX
          - WLAN
          - ETHERNET
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    NodeType:
      description: >
        Indicates Indicates the requesting node type.
      anyOf:
        - type: string
          enum:
          - AUSF
          - VLR
          - SGSN
          - S_CSCF
          - BSF
          - GAN_AAA_SERVER
          - WLAN_AAA_SERVER
          - MME
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    GbaAuthType:
      description: Indicates the authentication method.
      anyOf:
        - type: string
          enum:
          - DIGEST_AKAV1_MD5
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.
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# ENUMS:

    ReachabilityForSmsConfiguration:
      description: >
        Indicates the configuration for report of reachability status for SMS.
      anyOf:
        - type: string
          enum:
          - REACHABILITY_FOR_SMS_OVER_NAS
          - REACHABILITY_FOR_SMS_OVER_IP
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    EventType:
      description: Indicates the event type of UDM Event Exposure service.
      anyOf:
        - type: string
          enum:
          - LOSS_OF_CONNECTIVITY
          - UE_REACHABILITY_FOR_DATA
          - UE_REACHABILITY_FOR_SMS
          - LOCATION_REPORTING
          - CHANGE_OF_SUPI_PEI_ASSOCIATION
          - ROAMING_STATUS
          - COMMUNICATION_FAILURE
          - AVAILABILITY_AFTER_DDN_FAILURE
          - CN_TYPE_CHANGE
          - DL_DATA_DELIVERY_STATUS
          - PDN_CONNECTIVITY_STATUS
          - UE_CONNECTION_MANAGEMENT_STATE
          - ACCESS_TYPE_REPORT
          - REGISTRATION_STATE_REPORT
          - CONNECTIVITY_STATE_REPORT
          - TYPE_ALLOCATION_CODE_REPORT
          - FREQUENT_MOBILITY_REGISTRATION_REPORT
          - PDU_SES_REL
          - PDU_SES_EST
          - UE_MEMORY_AVAILABLE_FOR_SMS
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    LocationAccuracy:
      description: Indicates the location accuracy level.
      anyOf:
        - type: string
          enum:
          - CELL_LEVEL
          - RAN_NODE_LEVEL
          - TA_LEVEL
          - N3IWF_LEVEL
          - UE_IP
          - UE_PORT
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    CnType:
      description: Indicates the core network type.
      anyOf:
        - type: string
          enum:
          - SINGLE_4G
          - SINGLE_5G
          - DUAL_4G5G
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    AssociationType:
      description: >
        Indicates association type to be included to identify 
        whether it is IMSI-IMEI or IMSI-IMEISV.
      anyOf:
        - type: string
          enum:
          - IMEI_CHANGE
          - IMEISV_CHANGE
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    EventReportMode:
      description: Event report mode.
      anyOf:
        - type: string
          enum:
          - PERIODIC
          - ON_EVENT_DETECTION
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    ReachabilityForDataReportConfig:
      description: >
        Indicates the configuration for report of
        reachability status for data.
      anyOf:
        - type: string
          enum:
          - DIRECT_REPORT
          - INDIRECT_REPORT
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    RevokedCause:
      description: Revocation Cause for the monitoring event.
      anyOf:
        - type: string
          enum:
          - NOT_ALLOWED
          - EXCLUDED_FROM_GROUP
          - GPSI_REMOVED
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    FailedCause:
      description: >
        Contains the Failed cause of the failed monitoring configuration in the EE subscription.
      anyOf:
        - type: string
          enum:
          - AF_NOT_ALLOWED
          - MTC_PROVIDER_NOT_ALLOWED
          - MONITORING_NOT_ALLOWED
          - UNSUPPORTED_MONITORING_EVENT_TYPE
          - UNSUPPORTED_MONITORING_REPORT_OPTIONS
          - UNSPECIFIED
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.
      description: Indicates the Failed cause of the failed Monitoring Configuration in the EE subscription

    PdnConnectivityStatus:
      description: PDN Connectivity Status.
      anyOf:
        - type: string
          enum:
          - ESTABLISHED
          - RELEASED
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.
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# ENUMS:

    NiddCause:
      description: Indicates the usage for Subscription Withdrawal.
      anyOf:
        - type: string
          enum:
          - SUBSCRIPTION_WITHDRAWAL
          - DNN_REMOVED
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.
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