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[bookmark: _Hlk118471422]***** First change *****
[bookmark: _Toc68196342][bookmark: _Toc59209013][bookmark: _Toc51951241][bookmark: _Toc45882691][bookmark: _Toc45282305][bookmark: _Toc34404460][bookmark: _Toc34388689][bookmark: _Toc25070712][bookmark: _Toc525231349][bookmark: _Toc123634971]10.3.1.1	Message definition
This message is sent by a UE to another peer UE to establish a direct link. See table 10.3.1.1.1.
Message type:	PROSE DIRECT LINK ESTABLISHMENT REQUEST
Significance:	dual
Direction:	UE to peer UE
Table 10.3.1.1.1: PROSE DIRECT LINK ESTABLISHMENT REQUEST message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	PROSE DIRECT LINK ESTABLISHMENT REQUEST message identity
	ProSe PC5 signalling message type
11.3.1
	M
	V
	1

	
	Sequence number
	Sequence number
11.3.2
	M
	V
	1

	
	Source user info
	Application layer ID
11.3.4
	M
	LV
	2-256

	
	UE security capabilities
	UE security capabilities
11.3.11
	M
	LV
	3-9

	
	UE PC5 unicast signalling security policy
	UE PC5 unicast signalling security policy
11.3.12
	M
	V
	1

	4F
	MIC
	MIC
11.3.38y
	O
	TV
	5

	7B
	ProSe identifiers
	ProSe identifier
11.3.3
	O
	TLV-E
	21-65538

	74
	Key establishment information container
	Key establishment information container
11.3.9
	O
	TLV-E
	4-65538

	56
	Nonce_1
	Nonce
11.3.10
	O
	TV
	17

	5C
	MSB of KNRP-sess ID
	MSB of KNRP-sess ID
11.3.13
	O
	TV
	2

	28
	Target user info
	Application layer ID
11.3.4
	O
	TLV
	3-257

	58
	KNRP ID
	KNRP ID
11.3.14
	O
	TV
	5

	54
	Relay service code
	Relay service code
11.3.26
	O
	TV
	4

	7D
	UE identity
	5GS mobile identity
11.3.30
	O
	TLV-E
	4-n

	64
	User security key ID
	User security key ID
11.3.32
	O
	TLV
	3-n

	2A
	HPLMN ID
	PLMN ID
11.3.33
	O
	TLV
	5

	2B
	UTC-based counter LSB
	UTC-based counter LSB
11.2.14
	O
	TV
	2



***** Next change *****
[bookmark: _Toc68196414][bookmark: _Toc59209085][bookmark: _Toc51951308][bookmark: _Toc123634991]10.3.3.1	Message definition
This message is sent by the UE to another peer UE to indicate that the link establishment request is not accepted. See table 10.3.3.1.1.
Message type:	PROSE DIRECT LINK ESTABLISHMENT REJECT
Significance:	dual
Direction:	UE to peer UE
Table 10.3.3.1.1: PROSE DIRECT LINK ESTABLISHMENT REJECT message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	PROSE DIRECT LINK ESTABLISHMENT REJECT message identity
	ProSe PC5 signalling message type
11.3.1
	M
	V
	1

	
	Sequence number
	Sequence number
11.3.2
	M
	V
	1

	
	PC5 signalling protocol cause
	PC5 signalling protocol cause
11.3.8
	M
	V
	1

	5E
	Back-off value
	GPRS timer
11.3.27
	O
	TV
	2

	70XY
	EAP message
	EAP message
11.3.31
	O
	TLV-E
	7-1503



***** Next change *****
[bookmark: _Toc68196374][bookmark: _Toc59209045][bookmark: _Toc51951269][bookmark: _Toc45882719][bookmark: _Toc45282333][bookmark: _Toc26193713][bookmark: _Toc123635018]10.3.13.1	Message definition
This message is sent by a UE to another peer UE when a 5G ProSe direct link security mode control procedure is initiated. See table 10.3.13.1.1.
Message type:	PROSE DIRECT LINK SECURITY MODE COMMAND
Significance:	dual
Direction:	UE to peer UE
Table 10.3.13.1.1: PROSE DIRECT LINK SECURITY MODE COMMAND message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	PROSE DIRECT LINK SECURITY MODE COMMAND message identity
	ProSe PC5 signalling message type
11.3.1.
	M
	V
	1

	
	Sequence number
	Sequence number
11.3.2
	M
	V
	1

	
	Selected security algorithms
	Selected security algorithms
11.3.22
	M
	V
	1

	
	UE security capabilities
	UE security capabilities
11.3.11
	M
	LV
	3-9

	59
	UE PC5 unicast signalling security policy
	UE PC5 unicast signalling security policy
11.3.12
	O
	TV
	2

	57
	Nonce_2
	Nonce
11.3.10
	O
	TV
	17

	5D
	LSB of KNRP-sess ID
	LSB of KNRP-sess ID
11.3.15
	O
	TV
	2

	74
	Key establishment information container
	Key establishment information container
11.3.9
	O
	TLV-E
	4-65538

	5A
	MSBs of KNRP ID
	MSBs of KNRP ID
11.3.16
	O
	TV
	3

	7A
	GPI
	GPI
11.3.35
	O
	TLV-E
	n-65538

	70ZY
	EAP message
	EAP message
11.3.31
	O
	TLV-E
	7-1503



***** End of changes *****

