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* * * First Change * * * *
[bookmark: _Toc122015819]5.2.2.5.2	EventNotify for a single UE
The service operation is used during the procedure:
-	Deferred 5GC-MT-LR Procedure for Periodic, Triggered and UE Available Location Events (see 3GPP TS 23.273 [4], clause 6.3.1 or clause 6.3.2)
-	5GC-MT-LR Procedure for the commercial location service (see 3GPP TS 23.273 [4], clause 6.1.2)
The EventNotify for a single UE enables the consumer NF (e.g. (H)GMLC, NEF) to get notified about the geodetic and optionally local and/or civic location, the completion or activation of deferred location, mobility to a different AMF/MME of a UE with deferred location for a target UE when some certain events are detected. See Figure 5.2.2.5.2-1.



Figure 5.2.2.5.2-1: EventNotify Notification for a single UE
1.	The GMLC shall send an HTTP POST to the locationNotificationUri to send a notification. The input parameters for the notification (Notification Correlation ID, UE (SUPI and if available GPSI), Type of location related event (e.g. deferred location for the UE available event, activation of location for periodic or triggered location, mobility of a target UE to a new AMF or MME for a deferred location, Geodetic Location, Local Location, Civic Location, Position Methods Used, serving LMF identification etc.) should be included in the HTTP POST request body. The locationNotificationUri shall be set to:
If the notification is sent from (V)GMLC to (H)GMLC when roaming with (V)GMLC used,
-	the hgmlcCallBackURI received from the AMF/LMF;
If the notification is sent from (H)GMLC to NEF,
-	the callback URI of NEF provided by NEF during requesting the ProvideLocation service operation for the periodic or triggered deferred location for a target UE or ;
-	the callback URI of NEF locally provisioned in the (H)GMLC.
2a.	If the notification is received, the NF Service Consumer shall reply with the status code 204 indicating the notification is received, in the response message.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.1.4.2.3.1-2 may be returned. For a 4xx response, the message body may contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.1.4.2.3.1-2.

* * * Next Change * * * *
[bookmark: _Toc122015865][bookmark: _Toc51922808][bookmark: _Toc51922389][bookmark: _Toc45030029][bookmark: _Toc35935809][bookmark: _Toc34804238][bookmark: _Toc26202523][bookmark: _Toc18853083][bookmark: _Toc22141074][bookmark: _Toc22624276][bookmark: _Toc26202337]6.1.5.2.2	Type: InputData
Table 6.1.5.2.2-1: Definition of type InputData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	gpsi
	Gpsi
	O
	0..1
	Generic Public Subscription Identifier
(NOTE 3).
	

	supi
	Supi
	O
	0..1
	Subscription Permanent Identifier
(NOTE 3).
	

	extGroupId
	ExternalGroupId
	O
	0..1
	This IE may be present when requesting LCS service for a group of target UEs, if present this IE shall contain the External Group ID
(NOTE 3).
	

	intGroupId
	GroupId
	O
	0..1
	This IE may be present when requesting LCS service for a group of target UEs, if present this IE shall contain the Internal Group ID
(NOTE 3).
	

	externalClientType
	ExternalClientType
	M
	1
	This IE shall contain LCS client type
	

	locationQoS
	LocationQoS
	O
	0..1
	Requested location QoS

Multiple QoS Class (lcsQosClass sets to "MULTIPLE_QOS") shall only be used when GMLC support MUTIQOS feature.
	

	supportedGADShapes
	array(SupportedGADShapes)
	O
	1..N
	Supported Geographical Area Description shapes
	

	serviceIdentity
	ServiceIdentity
	O
	0..1
	Service identity
	

	serviceCoverage
	array(E164CountryCodeOfGeographicArea)
	O
	1..N
	A list of E.164 country codes for geographic areas (see ITU Recommendation E.164 [13]) where the LCS client is permitted to request and receive UE location information.
	

	ldrType
	LdrType
	C
	0..1
	Location deferred request event type
	

	periodicEventInfo
	PeriodicEventInfo
	C
	0..1
	Periodic event information of the location request for a target UE
	

	areaEventInfo
	AreaEventInfoExt
	C
	0..1
	Area event information of the location request for a target UE
	

	motionEventInfo
	MotionEventInfo
	C
	0..1
	Motion event information of the location request for a target UE
	

	ldrReference
	LdrReference
	C
	0..1
	Notification correlation
 ID
It shall be present in the request from NEF if it is allocated by NEF for the Deferred 5GC-MT-LR procedure.
It shall be present in the request from NEF for requesting location service for a group of UEs.
It shall be present in the request to VGMLC for the Deferred 5GC-MT-LR procedure.
This IE shall be present for location service in PNI-NPN with signalling optimisation, as specified in 3GPP TS 23.273 [42] clause 6.1.2.
	

	hgmlcCallBackUri
	Uri
	O
	0..1
	Notification target address for HGMLC
This IE shall also be present for location service in PNI-NPN with signalling optimisation, as specified in 3GPP TS 23.273 [42] clause 6.1.2.
	

	eventNotificationUri
	Uri
	O
	0..1
	The call-back Uri of NF service consumer (i.e. NEF) for implicit subscription to notification of Eventnotify.
This IE should be included and is used to receive the location information for UEs in the group when requesting LCS service for a group of target UEs or requesting deferred 5GC MT LCS service for a single UE.
	

	externalClientIdentification
	ExternalClientIdentification
	O
	0..1
	External LCS client identification
	

	afId
	string
	O
	0..1
	The identification of AF that initiated location request
	

	uePrivacyRequirements
	UePrivacyRequirements
	O
	0..1
	UE privacy requirement
	

	lcsServiceType
	LcsServiceType
	O
	0..1
	LCS service type

This IE may be present when being sent from HGMLC to VGMLC.

When present, it shall contain the LCS service type, which is mapped from attribute serviceIdentity of the LCS Request by the HGMLC.
	

	velocityRequested
	VelocityRequested
	O
	0..1
	Velocity of the target UE is requested
	

	priority
	LcsPriority
	O
	0..1
	Priority of the location request
	

	locationTypeRequested
	LocationTypeRequested
	O
	0..1
	Requested type of location, applicable to location immediate request (NOTE 2)
	

	maximumAgeOfLocationEstimate
	AgeOfLocationEstimate
	O
	0..1
	Requested maximum age of the location estimate
	

	amfId
	AmfId
	O
	0..1
	The identification of serving AMF
	

	codeWord
	CodeWord
	O
	0..1
	Code word (NOTE 1)
	

	scheduledLocTime
	DateTime
	O
	0..1
	The scheduled time for location determination
	

	reliableLocReq
	boolean
	C
	0..1
	This IE shall be included with the value "true" to indicate that reliable UE location information is required, as specified in 3GPP TS 33.256 [22] clause 5.3.2.

When present, this IE shall be set as following:
- true: the reliable UE location information is required
- false (default): the reliable UE location information is not required
	

	NOTE 1:	Checking of the Codeword in UE applies only when the Codeword parameter is present and when the codeWordCheck parameter (specified in clause 6.1.5.2.7) is present and set to TRUE.
NOTE 2:	If the LocationTypeRequested parameter is set to value "NOTIFICATION_VERIFICATION_ONLY", then the lcsServiceAuthInfo attribute in the uePrivacyRequirements IE, if present, shall be set to either "NOTIFICATION_ONLY" or "NOTIFICATION_AND_VERIFICATION_ONLY".
NOTE 3:	If retrieving the location for a target UE, the UE identification (attributes gpsi and/or supi) shall be included, if retrieving the UE locations for a target group, the group identification (attributes extGroupId and/or intGroupId), UE identification and group identification shall be included exclusively.



* * * Next Change * * * *
6.1.5.2.3	Type: LocationData
Table 6.1.5.2.3-1: Definition of type LocationData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	gpsi
	Gpsi
	O
	0..1
	Generic Public Subscription Identitfier
	

	supi
	Supi
	O
	0..1
	Subscription Permanent Identifier
	

	locationEstimate
	GeographicArea
	O
	0..1
	Geographic area of the target UE
	

	civicAddress
	CivicAddress
	O
	0..1
	Civic address of the target UE
	

	localLocationEstimate
	LocalArea
	O
	0..1
	When present, this IE shall indicate a local area in renference system.
	

	ageOfLocationEstimate
	AgeOfLocationEstimate
	O
	0..1
	Age of location estimate
	

	timestampOfLocationEstimate
	DateTime
	O
	0..1
	When present, this IE shall indicate the estimated UTC time when the location estimate corresponded to the UE location (i.e. when the location estimate and the actual UE location was the same).
	

	positioningDataList
	array(PositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each non-GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	gnssPositioningDataList
	array(GnssPositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	accuracyFulfilmentIndicator
	AccuracyFulfilmentIndicator
	O
	0..1
	The indication whether the obtained location estimate satisfies the requested accuracy or not
	

	ueVelocity
	VelocityEstimate
	O
	0..1
	Responded UE velocity, if requested and available
	

	ldrReference
	LdrReference
	C
	0..1
	Notification correlation ID
It shall be present in the response to NEF if it is allocated by HGMLC for the the Deferred 5GC-MT-LR procedure.
	

	altitude
	Altitude
	C
	0..1
	If present, this IE indicates the altitude of the positioning estimate.
This IE shall be sent from (V)GMLC to (H)GMLC if received by VGMLC from AMF when roaming.
	

	servingLMFIdentification
	LMFIdentification
	C
	0..1
	If present, this IE contains the identification of a serving LMF for periodic or triggered location.
This IE shall be sent from (V)GMLC to (H)GMLC if received by VGMLC from AMF when roaming.
	

	locationPrivacyVerResult
	LocationPrivacyVerResult
	C
	0..1
	If present, this IE contains the result of location privacy verification by UE.
The IE shall be included from (V)GMLC to (H)GMLC if received from the serving AMF by (V)GMLC when roaming and a location request with notification and privacy verification only indication is sent to the serving AMF via (V)GMLC by (H)GMLC during location request procedure..
	

	successType
	SuccessType
	C
	0..1
	This IE is only used for requesting LCS service for a group, and shall be present to indicate one of the following value.
- SUCCESS_COMPLETELY
- SUCCESS_PARTIALLY

The value "SUCCESS_COMPLETELY" indicates that requesting/subscribing to LCS service is successful for all the UE(s) within the group identified by the external/internal group ID.
The value "SUCCESS_PARTIALLY" indicates that requesting/subscribing to LCS service is only successful for a part of the UE(s) within the group identified by the external/internal group ID.

The default value of this attribute is "SUCCESS_COMPLETELY" if this IE is not present.
	

	achievedQos
	MinorLocationQoS
	O
	0..1
	When present, this IE shall contain the achieved Location QoS Accuracy of the estimated location.

This IE shall be present if received.
	MUTIQOS

	directReportInd
	boolean
	C
	0..1
	When present, this IE shall be set for the following value:
-	true: location determination will be sent by LMF to GMLC directly
-	false (default): location determination will not be sent by LMF to GMLC directly
This IE shall be present if received from LMF.
	


[bookmark: _Toc122015866][bookmark: _Toc51922809][bookmark: _Toc51922390][bookmark: _Toc45030030][bookmark: _Toc35935810][bookmark: _Toc34804239][bookmark: _Toc26202524][bookmark: _Toc18853084][bookmark: _Toc22141075][bookmark: _Toc22624277][bookmark: _Toc26202338]
* * * Next Change * * * *
[bookmark: _Toc122015884][bookmark: _Toc51922823][bookmark: _Toc51922404][bookmark: _Toc45030043][bookmark: _Toc35935823][bookmark: _Toc34804252][bookmark: _Toc26202536][bookmark: _Toc26202350]6.1.5.3.6	Enumeration: EventNotifyDataType	
The enumeration EventNotifyDataType represents the type of event notification. It shall comply with the provisions defined in table 6.1.5.3.6-1.
Table 6.1.5.3.6-1: Enumeration EventNotifyDataType
	Enumeration value
	Description
	Applicability

	"UE_AVAILABLE"
	UE available event
	

	"PERIODIC"
	Periodic event
	

	"ENTERING_INTO_AREA"
	Entering area event
	

	"LEAVING_FROM_AREA"
	Leaving area event
	

	"BEING_INSIDE_AREA"
	Being inside area event
	

	"MOTION"
	Motion event
	

	"MAXIMUM_INTERVAL_EXPIRATION_EVENT"
	Expiration of maximum reporting interval event
	

	"LOCATION_CANCELLATION_EVENT"
	Cancellation of location reporting event
	

	"ACTIVATION_OF_DEFERRED_LOCATION"
	A confirmation that periodic or triggered location was successfully activated in the target UE
	

	"UE_MOBILITY_FOR_DEFERRED_LOCATION"
	Mobility of the target UE to a different NF
	

	"5GC_MT_LR"
	Report of immediate 5GC mobile terminated location.
It is used for 5GC_MT_LR request targeting to a group of UE procedure.
	

	"DIRECT_REPORT_EVENT"
	Direct location reporting event
	




* * * Next Change * * * *
[bookmark: _Toc122015896][bookmark: _Toc51922832][bookmark: _Toc51922413][bookmark: _Toc45030052][bookmark: _Toc35935832][bookmark: _Toc34804261][bookmark: _Toc26202548][bookmark: _Toc18853101][bookmark: _Toc22141099][bookmark: _Toc22624301][bookmark: _Toc26202362]A.2	Ngmlc_Location API
[bookmark: OLE_LINK5]openapi: 3.0.0
info:
  version: '1.2.0-alpha.1'
  title: 'Ngmlc_Location'
  description: |
    GMLC Location Service.  
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

 […]
#
    InputData:
      description: Contains the input parameters in ProvideLocation service operation
      type: object
      required:
        - externalClientType
      properties:
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        extGroupId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ExternalGroupId'
        intGroupId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/GroupId'
        externalClientType:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/ExternalClientType'
        locationQoS:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LocationQoS'
        supportedGADShapes:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/SupportedGADShapes'
          minItems: 1
        serviceIdentity:
          $ref: '#/components/schemas/ServiceIdentity'
        serviceCoverage:
          type: array
          items:
            $ref: '#/components/schemas/E164CountryCodeOfGeographicArea'
          minItems: 1
        ldrType:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrType'
        periodicEventInfo:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/PeriodicEventInfo'
        areaEventInfo:
          $ref: '#/components/schemas/AreaEventInfoExt'
        motionEventInfo:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/MotionEventInfo'
        ldrReference:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrReference'
        hgmlcCallBackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        eventNotificationUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        externalClientIdentification:
          $ref: '#/components/schemas/ExternalClientIdentification'
        afId:
          type: string
        uePrivacyRequirements:
          $ref: '#/components/schemas/UePrivacyRequirements'
        lcsServiceType:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LcsServiceType'
        velocityRequested:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityRequested'
        priority:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LcsPriority'
        locationTypeRequested:
          $ref: '#/components/schemas/LocationTypeRequested'
        maximumAgeOfLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AgeOfLocationEstimate'
        amfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AmfId'
        codeWord:
          $ref: '#/components/schemas/CodeWord'
        scheduledLocTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        reliableLocReq:
          type: boolean
          default: false




    LocationData:
      description: Contains the response parameters in ProvideLocation service operation
      type: object
      properties:
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        locationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GeographicArea'
        civicAddress:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/CivicAddress'
        localLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LocalArea'
        ageOfLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AgeOfLocationEstimate'
        timestampOfLocationEstimate:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        positioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/PositioningMethodAndUsage'
          minItems: 1
        gnssPositioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GnssPositioningMethodAndUsage'
          minItems: 1
        accuracyFulfilmentIndicator:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AccuracyFulfilmentIndicator'
        ueVelocity:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityEstimate'
        ldrReference:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrReference'
        altitude:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/Altitude'
        servingLMFIdentification:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LMFIdentification'
        locationPrivacyVerResult:
          $ref: 'TS29518_Namf_Location.yaml#/components/schemas/LocationPrivacyVerResult'
        successType:
          $ref: '#/components/schemas/SuccessType'
        achievedQos:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/MinorLocationQoS'
        directReportInd:
          type: boolean
          default: false

[…]
    LocationTypeRequested:
      description: Contains the location type requested by the LCS client
      anyOf:
        - type: string
          enum:
            - CURRENT_LOCATION
            - CURRENT_OR_LAST_KNOWN_LOCATION
            - INITIAL_LOCATION
            - NOTIFICATION_VERIFICATION_ONLY
        - type: string
    EventNotifyDataType:
      description: Contains the type of event that triggers event notification
      anyOf:
        - type: string
          enum:
            - UE_AVAILABLE
            - PERIODIC
            - ENTERING_INTO_AREA
            - LEAVING_FROM_AREA
            - BEING_INSIDE_AREA
            - MOTION
            - MAXIMUM_INTERVAL_EXPIRATION_EVENT
            - LOCATION_CANCELLATION_EVENT
            - ACTIVATION_OF_DEFERRED_LOCATION
            - UE_MOBILITY_FOR_DEFERRED_LOCATION
            - 5GC_MT_LR
            - DIRECT_REPORT_EVENT
        - type: string
    FailureCause:
      description: Positioning failure cause
      anyOf:
        - type: string
          enum:
            - POSITIONING_DENIED
            - UNSUPPORTED_BY_UE
            - NOT_REGISTED_UE
            - UNSPECIFIED
        - type: string

[…]

* * * End of Changes * * * *
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