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Additional discussion(if needed):
Proposed changes:

*** 1st Change ***
[bookmark: _Toc104297843][bookmark: _Toc104300154][bookmark: _Toc122098122]6.1.6.2.5	Type: ObjDistributionData
Table 6.1.6.2.5-1: Definition of type ObjDistributionData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	objDistributionOperatingMode
	ObjDistributionOperatingMode
	M
	1
	Operating Mode for the Object distribution method
	

	objAcquisitionMethod
	ObjAcquisitionMethod
	M
	1
	Indicates whether the objects(s) are to be pushed into the MBSTF by the MBS Application Provider or whether they are to be pulled from the MBS Application Provider by the MBSTF
	

	objAcquisitionIdsPull
	array(Uri)
	C
	0..1
	In case or PULL method, it identifies the object(s) to be ingested and distributed by the MBSTF during this MBS Distribution Session. 
(NOTE)

	

	objAcquisitionIdPush
	Uri
	C
	0..1
	In case or PUSH method, it identifies the URL endpoint on the MBSTF used to ingest objects by the application provider. This may be present only in the response to the Create or Retrieve request
(NOTE)

Read-Only: true
	

	objIngestBaseUrl
	Uri
	C
	0..1
	A URL prefix substituted by the MBSTF with the Object distribution base URL prior to distribution of ingested objects.


Shall be present if Object Distribution base URL is present.

Shall be present only in case of PUSH Method.
	

	objDistributionBaseUrl
	Uri
	O
	0..1
	A URL prefix substituted by the MBSTF in place of the Object ingest base URL prior to distribution of ingested objects.

Shall be present only in case of PUSH Method.
	

	objRepairBaseUrl
	Uri
	O
	0..1
	A URL prefix substituted by the MBSTF in place of the Object Distribution base URL when repairing objects not received completely intact from this MBS Distribution Session.

Present only when object repair is provisioned for this MBS Distribution Session.

Shall be present only in case of PUSH Method.
	

	NOTE:	For group message delivery, the NEF transforms the group message payload into a file, so as an object to be ingested and distributed by the MBSTF using PULL or PUSH Method as specified in 3GPP TS 23.247 [15].
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