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* * * First Change * * * *

[bookmark: _Toc120051067][bookmark: _Toc122025429][bookmark: _Toc25156178][bookmark: _Toc34124478][bookmark: _Toc43207592][bookmark: _Toc49857072][bookmark: _Toc56676903][bookmark: _Toc56691426][bookmark: _Toc56698690][bookmark: _Toc89034890][bookmark: _Toc89064688]5.2.2.2.4.1	General
The ReleaseUEContext service operation is used during the following procedure:
-	Inter NG-RAN node N2 based handover, Cancel procedure (see 3GPP TS 23.502 [3], clause 4.9.1.4)
The ReleaseUEContext service operation is invoked by a NF Service Consumer, e.g. a source AMF, towards the AMF (acting as target AMF), when the source AMF receives the Handover Cancel from the 5G-AN during the handover procedure, to release the UE Context in the target AMF.
[bookmark: _Toc89179989]The NF Service Consumer (e.g. the source AMF) shall release the UE Context by using the HTTP "release" custom operation with the URI of the "Individual UeContext" resource (See clause 6.1.3.2.4.2). See also Figure 5.2.2.2.4.1-1.




Figure 5.2.2.2.4.1-1 Release UE Context
[bookmark: _GoBack]1.	The NF Service Consumer, e.g. source AMF, shall send a POST request, to release the ueContext in the target AMF. The payload body of the POST request shall contain the UEContextReleaseany data that needs to be passed to the target AMF.
2a.	On success, the target AMF shall return "204 No Content" with an empty payload body in the POST response.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.1.3.2.4.2.2-2 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application error listed in Table 6.1.3.2.4.2.2-2.

* * * Next Change * * * *

[bookmark: _Toc25156189][bookmark: _Toc34124489][bookmark: _Toc43207603][bookmark: _Toc49857083][bookmark: _Toc56676916][bookmark: _Toc56691439][bookmark: _Toc56698703][bookmark: _Toc89034905][bookmark: _Toc89064703][bookmark: _Toc89180004][bookmark: _Toc97071680][bookmark: _Toc120051082][bookmark: _Toc122025444]5.2.2.3.5.1	General
The N1MessageNotify service operation is used by an AMF notifying the N1 message received from the UE to a destination CN NF, and it is used in the following procedures:
-	Registration with AMF re-allocation (see clause 4.2.2.2.3 of 3GPP TS 23.502 [3])
-	UE assisted and UE based positioning procedure (see clause 6.11.1 of 3GPP TS 23.273 [42])
-	LCS Event Report, Event Reporting in RRC INACTIVE state procedures, LCS Cancel Location and LCS Periodic-Triggered Invoke procedures (see clause 6.3 and clause 6.7 of 3GPP TS 23.273 [42])
-	UE configuration update procedure for transparent UE policy delivery (See clause 4.2.4.3 in 3GPP TS 23.502 [3])
-	UE triggered policy provisioning procedure to request UE policies. (See clause 6.2.4 in 3GPP TS 23.287 [47] and clause 6.2.4 in 3GPP TS 23.304 [51])
NOTE:	Though in 3GPP TS 23.502 [3] the procedure is called "UE configuration update procedure for transparent UE policy delivery", as per 3GPP TS 24.501 [11] clause 5.4.5.2.1, the UE initiated NAS transport procedure is used.
The AMF shall use HTTP POST method to the N1 Notification URI provided by the NF Service Consumer via N1N2MessageSubscribe service operation (See clause 5.2.2.3.3). See also figure 5.2.2.3.5.1-1.



Figure 5.2.2.3.5.1-1 N1 Message Notify
1.	The AMF shall send a HTTP POST request to the N1 Notification URI, and the payload body of the POST request shall contain an N1MessageNotificationoin data structure with the subscribed N1 message.
2a.	On success, "204 No Content" shall be returned and the payload body of the POST response shall be empty.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.1.5.4.3.1-3 shall be returned. The message body shall contain a ProblemDetails object with "cause" set to one of the corresponding application errors listed in Table 6.1.5.4.3.1-3.

* * * End of Changes * * * *
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