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	Reason for change:
	There is no data type so-called distributionSession. distSession is used in this TS.

There is no data type of String and the correct data type for Location is string.

TS 26.502 V17.3.0  has specified the service management failure event to Nmb2 and the corresponding event need to be added to stage 3 implementation.

Table 4.6.2-1: Notification events
	Event
	Description
	Applicable reference point(s)

	[bookmark: _Hlk111041240]Distribution Session established
	The MBS Distribution Session is established.
	Nmb10/Nmb5

	Distribution Session service management failure
	The MBS Distribution Session could not be started, for example because the necessary resources could not be allocated by the MBS System.
	(Nmb1), (Nmb2), Nmb10/Nmb5

	Distribution Session policy control failure
	The MBS Distribution Session could not be started because of a policy authorization/control failure or rejection.
	(Nmb12), Nmb10/Nmb5

	Distribution Session activated
	The MBS Distribution Session is activated successfully.
	(Nmb2), Nmb10/Nmb5

	Distribution Session deactivated
	The MBS Distribution Session is deactivated.
	(Nmb2), Nmb10/Nmb5

	Distribution Session data ingest failure
	The MBSTF is expecting ingest data for an active MBS Distribution session, but is not receiving data.
	(Nmb2), Nmb10/Nmb5





	
	

	Summary of change:
	Change distributionSession into distSession.
Change data type of Location into string.
Add SERVICE_MANAGEMENT_FAILURE to the DistSessionEventType according to the stage 2.


	
	

	Consequences if not approved:
	Data type error leads to implementation error and incomplete event description leads to incomplete implementation.
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Additional discussion(if needed):
Proposed changes:

*** 1st Change ***
[bookmark: _Toc104297800][bookmark: _Toc104300111][bookmark: _Toc122098061]5.2.2.5.1	General
The Retrieve service operation shall be used to retrieve the parameters of an existing MBS Distribution Session within the MBSTF (see clauses 5.2, 4.5.2 of 3GPP TS 26.502 [17]).
The NF Service Consumer (e.g. MBSF) shall retrieve an MBS Distribution session in the MBSTF by using the HTTP GET method as shown in Figure 5.2.2.5.1-1.




Figure 5.2.2.5.1-1: MBS Distribution session retrieval
1.	The NF Service Consumer shall send a GET request to the resource representing the MBS distribution session (distSessionRef).
2a.	On success, the MBSTF shall respond with "200 OK" with the message body containing parameters of the distribution session (distSession).
2b.	On failure, one of the HTTP status code listed in Table 6.1.3.3.3.3-3 shall be returned. The message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.1.3.3.3.3-3.
2c.	On redirection, "307 Temporary Redirect" or "308 Permanent Redirect" shall be returned. A RedirectResponse IE shall be included in the payload body of GET response.

*** 2st Change ***
[bookmark: _Toc122098091]6.1.3.3.3.1	PATCH
This method updates an individual MBS distribution session resource in the MBSTF.
This method shall support the URI query parameters specified in table 6.1.3.3.3.1-1.
Table 6.1.3.3.3.1-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.1.3.3.3.1-2 and the response data structures and response codes specified in table 6.1.3.3.3.1-3.
Table 6.1.3.3.3.1-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PatchItem)
	M
	1
	List of changes to be made to the MBS session resource, according to the JSON PATCH format specified in IETF RFC 6902 [16].



Table 6.1.3.3.3.1-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful response

	DistSession
	M
	1
	200 OK
	Upon success, a response body containing the updated representation of Distribution Session shall be returned

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MBSTF or MBSTF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MBSTF or MBSTF (service) set.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the PATCH method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	sString
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MBSTF or MBSTF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	sString
	O
	0..1
	Identifier of the target MBSTF (service) instance ID towards which the request is redirected



Table 6.1.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MBSTF or MBSTF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MBSTF (service) instance ID towards which the request is redirected



*** 3st Change ***
[bookmark: _Toc104297861][bookmark: _Toc104300172][bookmark: _Toc122098140]6.1.6.3.7	Enumeration: DistSessionEventType
The enumeration DistSessionEventType defines the status of the MBS distribution session that NF consumer wants to subscribe to. It shall comply with the values defined in table 6.1.6.3.7-1.
Table 6.1.6.3.7-1: Enumeration DistSessionEventType
	Enumeration value
	Description
	Applicability

	"DATA_INGEST_FAILURE"
	MBSTF failed to ingest data from AF/AS
	

	"SESSION_DEACTIVATED"
	Session released in MBSTF
	

	"SESSION_ACTIVATED"
	Delivery started towards MB-UPF
	

	"SERVICE_MANAGEMENT_FAILURE"
	MBS distribution session failed to start
	



Editor's Note:	Inclusion of Security Context Events is FFS and depends on alignment between SA3 and SA4.

*** 4st Change ***
[bookmark: _Toc98500939][bookmark: _Toc104297874][bookmark: _Toc104300185][bookmark: _Toc122098152]A.2	Nmbstf_DistSession API

------skip for clarity------

    DistSession:
      description: Mbs Distribution Session Information
      type: object
      properties:
        distSessionId:
          type: string
        distSessionState:
          $ref: '#/components/schemas/DistSessionState'
        mbUpfTunAddr:
          writeOnly: true
          allOf:
            - $ref: 'TS29571_CommonData.yaml#/components/schemas/TunnelAddress'
        mbmsGwTunAddr: 
          writeOnly: true
          allOf:
            - $ref: 'TS29571_CommonData.yaml#/components/schemas/TunnelAddress'
        upTrafficFlowInfo:
          writeOnly: true
          allOf:
            - $ref: '#/components/schemas/UpTrafficFlowInfo'
        mbr:
          writeOnly: true
          allOf:
            - $ref: 'TS29571_CommonData.yaml#/components/schemas/BitRate'
        maxDelay:
          writeOnly: true
          allOf:
            - $ref: 'TS29571_CommonData.yaml#/components/schemas/PacketDelBudget'
        objDistributionData:
          $ref: '#/components/schemas/ObjDistributionData'
        pktDistributionData:
          $ref: '#/components/schemas/PktDistributionData'
        fecInformation:
          $ref: 'TS29580_Nmbsf_MBSUserDataIngestSession.yaml#/components/schemas/FECConfig'
        dscpMarking:
          type: string
          writeOnly: true
        mbsSecurityContext:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MbsSecurityContext'
      required:
        - distSessionId
        - distSessionState
        - mbUpfTunAddr
        - mbr
      oneOf:
        - required: [ objDistributionData ]
        - required: [ pktDistributionData ]


# Editor's Note: the encoding of the fecInformation IE is FFS



------skip for clarity------
    DistSessionEventType:
      description: Status Event Type
      anyOf:
      - type: string
        enum:
          - DATA_INGEST_FAILURE
          - SESSION_DEACTIVATED
          - SESSION_ACTIVATED
          - SERVICE_MANAGEMENT_FAILURE
      - type: string
------skip for clarity------

*** End of Changes ***
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