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[bookmark: _Toc114212330][bookmark: _Toc114211682]*** 1st Change ***
5.29	MBSGroupMsgDelivery API
[bookmark: _Toc73715961][bookmark: _Toc114212331]Editor's Note:	The definition of this API in the below clauses is still FFS and may be updated based in the progress of the related stage 2 requirements.
5.29.1	Introduction
The Nnef_MBSGroupMsgDelivery service shall use the MBSGroupMsgDelivery API.
The API URI of the MBSGroupMsgDelivery API shall be:
{apiRoot}/3gpp-mbs-group-msg-delivery/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-mbs-group-msg".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above root URI.
[bookmark: _Toc73716298][bookmark: _Toc114212332]5.29.2	Resources
[bookmark: _Toc114212701][bookmark: _Toc122117090][bookmark: _Toc73716299][bookmark: _Toc114212333]5.29.2.1	Overview
This clause describes the structure for the Resource URIs as shown in figure 5.29.2.1-1 and HTTP methods used for the MBSGroupMsgDelivery API.
The structure of the resource URIs of the MBSGroupMsgDelivery API is shown in Figure 5.29.2.1-1.


Figure 5.29.2.1-1: Resource URI structure of the MBSGroupMsgDelivery API
Table 5.29.2.1-1 provides an overview of the resources and applicable HTTP methods.
Table 5.29.2.1-1: Resources and methods overview
	Resource name
	Resource URI (relative path under API URI)
	HTTP method or custom operation
	Description
(service operation)

	MBS Group Message Deliveries
	/deliveries
	GET
	Retrieve the existing MBS Group Message Deliveries.

	
	
	POST
	Request the creation of a new MBS Group Message Delivery.

	Individual MBS Group Message Delivery
	/deliveries/{deliveryRef}
	GET
	Retrieve a previously submitted MBS Group Message Delivery.

	
	
	PUT
	Request the update of a previously submitted MBS Group Message Delivery.

	
	
	PATCH
	Request the modification of a previously submitted MBS Group Message Delivery.

	
	
	DELETE
	Request the deletion of a previously submitted MBS Group Message Delivery.



[bookmark: _Toc73716301][bookmark: _Toc114212335]5.29.2.2	Resource: MBS Group Message Deliveries
[bookmark: _Toc114212612][bookmark: _Toc122117001]5.29.2.2.1	Introduction
This resource represents the collection of MBS Group Message Deliveries managed by the NEF.
This resource is modelled with the Collection resource archetype (see clause C.2 of 3GPP TS 29.501 [3]).
[bookmark: _Toc114212647][bookmark: _Toc122117036]5.29.2.2.2	Resource Definition
Resource URI: {apiRoot}/3gpp-mbs-group-msg/v1/deliveries
This resource shall support the resource URI variables defined in table 5.29.2.2.2-1.
Table 5.29.2.2.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 5.29.1.



[bookmark: _Toc114212648][bookmark: _Toc122117037]5.29.2.2.3	Resource Standard Methods
[bookmark: _Toc114212615][bookmark: _Toc122117004][bookmark: _Toc510696613][bookmark: _Toc35971404][bookmark: _Toc100742455][bookmark: _Toc104332568][bookmark: _Toc114212649][bookmark: _Toc122117038]5.29.2.2.3.1	GET
This method allows an AF to retrieve all the active MBS Group Message Deliveries managed by the NEF.
This method shall support the URI query parameters specified in table 5.29.2.2.3.1-1.
Table 5.29.2.2.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 5.29.2.2.3.1-2 and the response data structures and response codes specified in table 5.29.2.2.3.1-3.
Table 5.29.2.2.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 5.29.2.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	array(MbsGroupMsgDelData)
	M
	0..N
	200 OK
	Successful case. All the active MBS Group Message Deliveries managed by the NEF are returned.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative target URI located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative target URI located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The mandatory HTTP error status code for the GET method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] also apply.



Table 5.29.2.2.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF.



Table 5.29.2.2.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF.



5.29.2.2.3.1	POST
This method enables an AF to request the creation of an MBS Group Message Delivery at the NEF.
This method shall support the URI query parameters specified in table 5.29.2.2.3.2-1.
Table 5.29.2.2.3.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This operation shall support the request and response data structures and response codes specified in table 5.29.2.2.3.2-2 and table 5.29.2.2.3.2-3.
Table 5.29.2.2.3.2-2: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	MbsGroupMsgDelReq
	M
	1
	Represents the Group Message Delivery to be created at the NEF.



Table 5.29.2.2.3.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MbsGroupMsgDelResp
	M
	1
	201 Created
	Successful case: A representation of the created "Individual MBS Group Message Delivery" resource is returned in the response body.

An HTTP "Location" header that contains the resource URI of the created "Individual MBS Group Messge Delivery" resource shall also be included.

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] also apply.
NOTE 2:	Failure cases are described in clause 5.29.7.



Table 5.29.2.2.3.2-4: Headers supported by the 201 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure:
{apiRoot}/3gpp-mbs-group-msg/v1/deliveries/{deliveryRef}




[bookmark: _Toc114212374][bookmark: _Toc122116763]5.29.2.2.4	Resource Custom Operations
There are no resource custom operations defined for this resource in this release of the specification.
[bookmark: _Toc114212338][bookmark: _Toc73716304]5.29.2.3	Resource: Individual MBS Group Message Delivery
[bookmark: _Toc81558617][bookmark: _Toc85877070][bookmark: _Toc114212376][bookmark: _Toc122116765]5.29.2.3.1	Introduction
This resource represents an "Individual MBS Group Message Delivery" managed by the NEF.
This resource is modelled with the Document resource archetype (see clause C.1 of 3GPP TS 29.501 [3]).
[bookmark: _Toc114212339]5.29.2.3.2	Resource Definition
Resource URI: {apiRoot}/3gpp-mbs-group-msg/v1/deliveries/{deliveryRef}
This resource shall support the resource URI variables defined in table 5.29.2.3.2-1.
Table 5.29.2.3.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 5.29.1.

	deliveryRef
	string
	Contains the identifier of the "Individual MBS Group Message Delivery" resource assigned by the NEF.



5.29.2.3.3	Resource Standard Methods
[bookmark: _Toc114212622][bookmark: _Toc122117011]5.29.2.3.3.1	GET
This method allows an AF to retrieve an existing "Individual MBS Group Message Delivery" resource at the NEF.
This method shall support the URI query parameters specified in table 5.29.2.3.3.1-1.
Table 5.29.2.3.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 5.29.2.3.3.1-2 and the response data structures and response codes specified in table 5.29.2.3.3.1-3.
Table 5.29.2.3.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 5.29.2.3.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MbsGroupMsgDelData
	M
	1
	200 OK
	Successful case. The requested "Individual MBS Group Message Delivery" resource is successfully returned.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative target URI located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative target URI located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The mandatory HTTP error status code for the GET method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] also apply.



Table 5.29.2.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF.



Table 5.29.2.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF.



[bookmark: _Toc114212624][bookmark: _Toc122117013]5.29.2.3.3.2	PATCH
This method enables an AF to request the modification of an existing "Individual MBS Group Message Delivery" resource at the NEF.
This method shall support the URI query parameters specified in table 5.29.2.3.3.2-1.
Table 5.29.2.3.3.2-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 5.29.2.3.3.2-2 and the response data structures and response codes specified in table 5.29.2.3.3.2-3.
Table 5.29.2.3.3.2-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	MbsGroupMsgDeliveryPatchUpdate
	M
	1
	Contains the parameters to request the modification of the "Individual MBS Group Message Delivery" resource.



Table 5.29.2.3.3.2-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MbsGroupMsgDelResp
	M
	1
	200 OK
	Successful case. The concerned "Individual MBS Group Message Delivery" resource is successfully modified and a representation of the updated resource is returned in the response body.

	n/a
	
	
	204 No Content
	Successful response. The "Individual MBS Group Message Delivery" resource was successfully modified and no content is returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative target URI located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative target URI located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The mandatory HTTP error status code for the PATCH method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] also apply.



Table 5.29.2.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF.



Table 5.29.2.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF.



5.29.2.3.3.3	DELETE
This method enables an AF to request the deletion of an existing  "Individual MBS Group Message Delivery" resource at the NEF.
This method shall support the URI query parameters specified in table 5.29.2.3.3.3-1.
Table 5.29.2.3.3.3-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 5.29.2.3.3.3-2 and the response data structures and response codes specified in table 5.29.2.3.3.3-3.
Table 5.29.2.3.3.3-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 5.29.2.3.3.3-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
Codes
	Description

	n/a
	
	
	204 No Content
	Successful response. The "Individual MBS Group Message Delivery" resource was successfully deleted.

	
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative target URI located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative target URI located in an alternative NEF.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The mandatory HTTP error status code for the DELETE method listed in Table 5.2.6-1 of 3GPP TS 29.122 [4] also apply.



Table 5.29.2.3.3.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF.



Table 5.29.2.3.3.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF.




[bookmark: _Toc114212381][bookmark: _Toc122116770]5.29.2.3.4	Resource Custom Operations
There are no resource custom operations defined for this resource in this release of the specification.
[bookmark: _Toc114212412][bookmark: _Toc122116801]5.29.3	Custom Operations without associated resources
There are no custom operations without associated resources defined for this API in this release of the specification.
[bookmark: _Toc114212341]5.29.4	Notifications
[bookmark: _Toc114212342][bookmark: _Toc73716305]5.29.4.1	General
Notifications shall comply to clause 5.2.5 of 3GPP TS 29.122 [4].
Table 5.29.4.1-1: Notifications overview
	Notification
	Callback URI
	HTTP method or custom operation
	Description
(service operation)

	Notification of the status of an MBS Group Message Delivery.
	{notifUri}
	POST
	Enable the NEF to notify an AF of the status of an MBS Group Message Delivery.



[bookmark: _Toc114212343]5.29.4.2	MBS Group Message Delivery Notification
[bookmark: _Toc114212344]5.29.4.2.1	Description
This Notification is used by the NEF to report the status of an MBS Group Message Delivery to a previously subscribed AF.
[bookmark: _Toc114212345]5.29.4.2.2	Target URI
The Callback URI “{notifUri}” shall be used with the callback URI variables defined in table 5.29.4.2.2-1.
Table 5.29.4.2.2-1: Callback URI variables 
	Name
	Definition

	notificationUri
	Callback URI provided by the AF during MBS Group Message Delivery creation/modification.



[bookmark: _Toc114212346]5.29.4.2.3	Operation Definition
This method shall support the request data structures specified in table 5.29.4.2.3-1 and the response data structures and response codes specified in table 5.29.4.2.3.1-2.
Table 5.29.4.2.3-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	MbsGroupMsgDelStatusNotif
	M
	1
	Represents the notification on the status of MBS Group Message Delivery.



Table 5.29.4.2.3-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	The notification is successfully received.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative AF towards which the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative AF towards which the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] also apply.



Table 5.29.4.2.3-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative AF towards which the notification should be redirected.



Table 5.29.4.2.3-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative AF towards which the notification should be redirected.



[bookmark: _Toc114212349]5.29.5	Data Model
[bookmark: _Toc73716306][bookmark: _Toc114212350]5.29.5.1	General
This clause specifies the application data model supported by the MBSGroupMsgDelivery API. Table 5.29.5.1-1 specifies the data types defined for the MBSGroupMsgDelivery API.
Table 5.29.5.1-1: MBSGroupMsgDelivery specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	MbsGroupMsgDelReq
	5.29.5.2.2
	Represents the full set of parameters to initiate an MBS Group Message Delivery request.
	

	MbsGroupMsgDelData
	5.29.5.2.3
	Represents MBS Group Message Delivery data.
	

	MbsGroupMsgDelResp
	5.29.5.2.4
	Represents the response to an MBS Group Message Delivery request. 
	

	MbsGroupMsgDelPatch
	5.29.5.2.5
	Represents the parameters to request the modification of an existing MBS Group Message Delivery.
	

	MbsGroupMsgDelStatusNotif
	5.29.5.2.6
	Represents a notification on the status of MBS Group Message Delivery.
	



Table 5.29.5.1-2 specifies data types re-used by the MBSGroupMsgDelivery API from other specifications, including a reference to their respective specifications, and when needed, a short description of their use within the MBSGroupMsgDelivery API.
Table 5.29.5.1-2: MBSGroupMsgDelivery API re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	MbsServiceArea
	3GPP TS 29.571 [8]
	Represents an MBS service area.
	

	Tai
	3GPP TS 29.571 [8]
	Represents a TAI.
	

	DateTime
	3GPP TS 29.122 [4]
	Represents a date and a time.
	

	ExternalGroupId
	3GPP TS 29.122 [4]
	Represents an external Group Identifier.
	

	Uri
	3GPP TS 29.122 [4]
	Contains a Uri.
	



[bookmark: _Toc73716308][bookmark: _Toc114212351]5.29.5.2	Structured data types
[bookmark: _Toc73716309][bookmark: _Toc114212352]5.29.5.2.1	Introduction
This clause defines the structured data types to be used in resource representations.
[bookmark: _Toc73716310][bookmark: _Toc114212353]5.29.5.2.2	Type: MbsGroupMsgDelReq
Table 5.29.5.2.2-1: Definition of type MbsGroupMsgDelReq
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	mbsGroupMsgDelData	Comment by Huawei [Abdessamad] r1: OK to use the req and res data types but we need to have a resource representation.
	MbsGroupMsgDelData
	M
	1
	Represents MBS Group Message Delivery Data.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Indicates the list of supported features.

This attribute shall be provided if feature negotiation needs to take place.
	



[bookmark: _Toc73716311][bookmark: _Toc114212354]5.29.5.2.3	Type: MbsGroupMsgDelData
Table 5.29.5.2.3-1: Definition of type MbsGroupMsgDelReq
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	extGroupId
	ExternalGroupId
	M
	1
	Identifies the targeted group of UEs.
	

	groupMsgDelPayload
	UsageThreshold
	M
	1
	Contains the payload of the requested MBS Group Message Delivery.
	

	mbsServArea
	MbsServiceArea
	M
	1
	Represents the MBS service area.
	

	extMbsServArea
	ExternalMbsServiceArea
	M
	1
	Represents the external MBS service area.
	

	startTime
	DateTime
	M
	1
	Represents the start time of the MBS Group Message Delivery.
	

	stopTime
	DateTime
	M
	1
	Represents the end time of the MBS Group Message Delivery.
	

	notificationUri
	Uri
	M
	1
	The notification URI via which the AF desires to receive notifications on the status of an MBS Group Message Delivery.
	



5.29.5.2.4	Type: MbsGroupMsgDelResp
Table 5.29.5.2.4-1: Definition of type MbsGroupMsgDelResp
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	mbsGroupMsgDelData
	MbsGroupMsgDelData
	M
	1
	Represents MBS Group Message Delivery Data.
	

	delStatus
	boolean
	M
	1
	[bookmark: _Hlk120712553][bookmark: _Hlk120712572]Indicate the status of Group Message Delivery.

· "true": Successful delivery.
· "false": Failed delivery.
· Default value if omitted: "false".
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Indicates the supported features.

This attribute shall be provided if feature negotiation needs to take place.
	



[bookmark: _Toc114212355]5.29.5.2.4	Type: MbsGroupMsgDelPatch
Table 5.29.5.2.4-1: Definition of type MbsGroupMsgDelPatch
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	groupMsgDelPayload
	UsageThreshold
	O
	0..1
	Contains uri to the payload of the requested MBS Group Message Delivery.
	

	mbsServArea
	MbsServiceArea
	O
	0..1
	Represents the MBS service area.
	

	extMbsServArea
	ExternalMbsServiceArea
	O
	0..1
	Represents the external MBS service area.
	

	startTime
	DateTime
	O
	0..1
	Represents the start time when the MBS Group Message Delivery starts.
	

	stopTime
	DateTime
	O
	0..1
	Represents the stop time when the MBS Group Message Delivery stops.
	

	notificationUri
	Uri
	O
	0..1
	The notification URI via which the AF desires to receive notifications on the status of an MBS Group Message Delivery.
	



[bookmark: _Toc114212356]5.29.5.2.6	Type: MbsGroupMsgDelStatusNotif
Table 5.29.5.2.6-1: Definition of type MbsGroupMsgDelStatusNotif
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	delStatus
	boolean
	M
	1
	Indicate the status of Group Message Delivery.
· "true": Successful delivery.
· "false": Failed delivery.
· Default value if omitted: "false".

	


[bookmark: _Toc114212357]
5.29.5.3	Simple data types and enumerations
[bookmark: _Toc73716313][bookmark: _Toc114212358]5.29.5.3.1	Introduction
This clause defines simple data types and enumerations that can be referenced from data structures defined in the previous clauses.
[bookmark: _Toc73716314][bookmark: _Toc114212359]5.29.5.3.2	Simple data types 
The simple data types defined in Table 5.29.5.3.2-1 shall be supported.
Table 5.29.5.3.2-1: Simple data types
	Type Name
	Type Definition
	Description
	Applicability

	
	
	
	



[bookmark: _Toc73716315][bookmark: _Toc114212360]5.29.6	Used Features
The table below defines the features applicable to the MBSGROUPMSGDELIVERY API. Those features are negotiated as described in clause 5.2.7 of 3GPP TS 29.122 [4].
Table 5.29.6-1: Features used by the MBSGroupMsgDelivery API
	Feature number
	Feature Name
	Description

	
	
	



[bookmark: _Toc114212361]5.29.7	Error handling
[bookmark: _Toc114212362]5.29.7.1	General
HTTP error handling shall be supported as specified in clause 5.2.6 of 3GPP TS 29.122 [4].
In addition, the requirements in the following clauses shall apply.
[bookmark: _Toc114212363]5.29.7.2	Protocol Errors
In this Release of the specification, there are no additional protocol errors applicable for the MBSGroupMsgDelivery API.
[bookmark: _Toc114212364]5.29.7.3	Application Errors
The application errors defined for the MBSGroupMsgDelivery API are listed in table 5.29.7.3-1.
Table 5.29.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	
	
	



*** End of Changes ***
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