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	Reason for change:
	The attribute name for policy control request triggers in clause B.3.4.6 is not correct.

	
	

	Summary of change:
	Correction of the attribute name.
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	Wrong attribute name makes the EPS Fallback specification unworkable.
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When the "EPSFallbackReport" feature is supported, if the "pPolicyCtrlReqTriggers" attribute with the value "EPS_FALLBACK" has been provided to the SMF, the SMF shall notify to the PCF of EPS fallback when a PCC rule referred from the "lastReqRuleData" attribute required the EPS fallback report within the "reqData" attribute. 
When the SMF received a PDU session modification response from the access network indicating the establishment of the QoS flow with 5QI=1 is rejected due to EPS fallback, the SMF shall within the SmPolicyUpdateContextData data structure include:
-	the "EPS_FALLBACK" value within the "repPolicyCtrlReqTriggers" attribute; and
-	the affected PCC rules within the "pccRuleIds" attribute included in the "ruleReports" attribute, where the "ruleStatus" attribute is set to ACTIVE.
The PCF shall identify the AF session that requested the voice media type that triggered the EPS fallback and shall notify the AF as described in clauses 4.2.5.15 of 3GPP TS 29.514 [17] or in clause E.3 of 3GPP TS 29.214 [18].
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