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*** First Change ***
[bookmark: _Toc104199011][bookmark: _Toc104489447][bookmark: _Toc120026088]5.4.2.5.2	Retrieve the status of access stratum time distribution
Figure 5.4.2.5.2-1 illustrates the retrieval of the status of access stratum time distribution.


Figure 5.4.2.5.2-1: Retrieval of the status of access stratum time distribution
To retrieve the status of access stratum time distribution, the NF service consumer shall send an HTTP POST request to the resource "{apiRoot}/ntsctsf-asti/<apiVersion>/configurations/retrieve". The HTTP POST message shall include the StatusRequestData data structure as request body, as shown in figure 5.4.2.5.2-1, step 1. The StatusRequestData data structure shall include:
-	identification of a list of individual UEs within the "supis" attribute; or
-	identification of a list of individual UEs within the "gpsis" attribute;
Upon the reception of an HTTP POST request and if the HTTP POST request is accepted by the TSCTSF, the TSCTSF determines the status of the access stratum time distribution is active for a UE if there is a 5G access stratum time distribution configuration applicable to the UE, i.e., it applies according to the temporal validity, if present, and the access time distribution via Uu reference point is activated; otherwise, the status of the access stratum time distribution is inactive for the UE. 
The TSCTSF shall send an HTTP "200 OK" response with the StatusResponseData data structure as response body, as shown in figure 5.4.2.5.2-1, step 2 to notify of the status.
Within the StatusResponseData data structure, TSCTSF may include:
-	a list of SUPI(s)UE identifier(s) whose status of the access stratum time distribution is inactive within the "inactiveUes" attribute or a list of GPSI(s) whose status of the access stratum time distribution is inactive within the "inactiveGpsis" attribute;
-	the "activeUes" attribute containing one or more the ActiveUe instances which includes the UE identifier whose status of the access stratum time distribution is active within the "supi" attribute or "gpsi" attribute and the requested time synchronization error budget, if available, within the "timeSyncErrBdgt" attribute.
If the TSCTSF cannot successfully fulfil the received HTTP POST request due to the internal TSCTSF error or due to the error in the HTTP POST request, the TSCTSF shall send the HTTP error response as specified in clause 6.3.7.

*** Next Change ***
[bookmark: _Toc104199178][bookmark: _Toc104489614][bookmark: _Toc120026255]6.3.3.3.3.2	PUT
This method shall support the URI query parameters specified in table 6.3.3.3.3.2-1.
Table 6.3.3.3.3.2-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.3.3.3.3.2-2 and the response data structures and response codes specified in table 6.3.3.3.3.2-3.
Table 6.3.3.3.3.2-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	AccessTimeDistributionData
	M
	1
	Contains the modification(s) to apply to the Individual ASTI Configuration resource.



Table 6.3.3.3.3.2-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	AccessTimeDistributionData
	M
	1
	200 OK
	Successful case. The Individual ASTI Configuration resource was modified and a representation of that resource is returned.

	n/a
	
	
	204 No Content
	Successful case.
The Individual ASTI Configuration resource was modified.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during an Individual ASTI Configuration resource modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative TSCTSF (service) instance.

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during an Individual ASTI Configuration resource modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative TSCTSF (service) instance.

	NOTE:	In addition, the HTTP status codes which are specified as mandatory in table 5.2.7.1-1 of 3GPP TS 29.500 [4] for the PATCH PUT method shall also apply.



Table 6.3.3.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative TSCTSF (service) instance.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected.



Table 6.3.3.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative TSCTSF (service) instance.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected.



*** Next Change ***
[bookmark: _Toc104199179][bookmark: _Toc104489615][bookmark: _Toc120026256]6.3.3.3.3.3	DELETE
This method shall support the URI query parameters specified in table 6.3.3.3.3.3-1.
Table 6.3.3.3.3.3-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.3.3.3.3.3-2 and the response data structures and response codes specified in table 6.3.3.3.3.3-3.
Table 6.3.3.3.3.3-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.3.3.3.3.3-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The configuration was terminated successfully.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during an Individual ASTI Configuration resource modification deletion. The response shall include a Location header field containing an alternative URI of the resource located in an alternative TSCTSF (service) instance.

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during an Individual ASTI Configuration resource modification e deletion. The response shall include a Location header field containing an alternative URI of the resource located in an alternative TSCTSF (service) instance.

	NOTE:	In addition, the HTTP status codes which are specified as mandatory in table 5.2.7.1-1 of 3GPP TS 29.500 [4] for the PATCH DELETE method shall also apply.



Table 6.3.3.3.3.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative TSCTSF (service) instance.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected.



Table 6.3.3.3.3.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative TSCTSF (service) instance.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected.



*** Next Change ***
[bookmark: _Toc120026266]6.3.6.2.4	Type: StatusRequestData
Table 6.3.6.2.4-1: Definition of type StatusRequestData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supis
	array(Supi)
	C
	1..N
	Subscription Permanent Identifier(s).
	

	gpsis
	array(Gpsi)
	C
	1..N
	Public User Identifier(s).
(NOTE)
	

	NOTE:	Either the "supis" or the "gpsis" attribute is included, based on whether the request contained an internal or an external identifier.



*** End of Changes ***
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