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[bookmark: _Toc28012503][bookmark: _Toc36038466][bookmark: _Toc45133737][bookmark: _Toc51762491][bookmark: _Toc59017063][bookmark: _Toc120797373]5.6.3.12	Enumeration: FlowStatus
The enumeration "FlowStatus" represents whether the service data flow(s) are enabled or disabled.
Table 5.6.3.12-1: Enumeration FlowStatus
	Enumeration value
	Description
	Applicability

	ENABLED-UPLINK

(NOTE)
	Indicates to enable associated uplink service data flow(s) and to disable associated downlink service data flow(s).
	

	ENABLED-DOWNLINK

(NOTE)
	Indicates to enable associated downlink service data flow(s) and to disable associated uplink service data flow(s).
	

	ENABLED
	Indicates to enable all associated service data flow(s) in both directions.
	

	DISABLED
	Indicates to disable all associated service data flow(s) in both directions.
	

	REMOVED
	Indicates to remove all associated service data flow(s). The IP Filters for the associated service data flow(s) shall be removed. The associated service data flows shall not be taken into account when deriving the authorized QoS.
	

	NOTE:	The enumeration value does not follow the related naming convention (i.e. "UPPER_WITH_UNDERSCORE") defined in clause 5.1.4 of 3GPP TS 29.501 [6]. This enumeration value is however kept as currently defined in this specification for backward compatibility considerations.
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