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* * * * First change * * * *
[bookmark: _Toc20407597][bookmark: _Toc36040406][bookmark: _Toc45134297][bookmark: _Toc51763495][bookmark: _Toc59018755][bookmark: _Toc122117224][bookmark: _Toc28012689][bookmark: _Toc36038961][bookmark: _Toc44688377][bookmark: _Toc45133793][bookmark: _Toc49931473][bookmark: _Toc51762731][bookmark: _Toc58848364][bookmark: _Toc59017402][bookmark: _Toc66279391][bookmark: _Toc68168413][bookmark: _Toc83232865][bookmark: _Toc85549831][bookmark: _Toc90655313][bookmark: _Toc105600189][bookmark: _Toc112662713][bookmark: _Toc85723420][bookmark: _Toc85723871][bookmark: _Toc113009731]5.6.2.5	Type ServiceIdentification
Table 5.6.2.5-1: Definition of type ServiceIdentification
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	servEthFlows
	array(EthernetFlowInfo)
	C
	1..N
	Ethernet flows of a service.
	ExtendedSessionInformation

	servIpFlows
	array(IpFlowInfo)
	C
	1..N
	IP flows of a service.
	ExtendedSessionInformation

	afAppId
	AfAppId
	O
	0..1
	Contains an AF application identifier.
	ExtendedSessionInformation

	NOTE:	At least one of the "servEthFlows", "servIpFlows" or "afAppId" attributes shall be present. The "servEthFlows" attribute and the "servIpFlows" attribute shall not be both present at the same time.



* * * * Next change * * * *
[bookmark: _Toc20407598][bookmark: _Toc36040407][bookmark: _Toc45134298][bookmark: _Toc51763496][bookmark: _Toc59018756][bookmark: _Toc122117225]5.6.2.6	Type EthernetFlowInfo
Table 5.6.2.6-1: Definition of type EthernetFlowInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ethFlows
	array(EthFlowDescription)
	C
	1..2
	Contains the flow description for the Uplink and/or Downlink Ethernet flows. It shall be present in the subscription request.
	ExtendedSessionInformation

	flowNumber
	integer
	M
	1
	Identifies the ordinal number of the Ethernet flow.
	ExtendedSessionInformation



* * * * Next change * * * *
[bookmark: _Toc20407599][bookmark: _Toc36040408][bookmark: _Toc45134299][bookmark: _Toc51763497][bookmark: _Toc59018757][bookmark: _Toc122117226]5.6.2.7	Type IpFlowInfo
Table 5.6.2.7-1: Definition of type IpFlowInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ipFlows
	array(FlowDescription)
	C
	1..2
	Contains the flow description for the Uplink and/or Downlink IP flows. It shall be present in the subscription request.
	ExtendedSessionInformation

	flowNumber
	integer
	M
	1
	Identifies the ordinal number of the IP flow.
	ExtendedSessionInformation



* * * * Next change * * * *
[bookmark: _Toc20407601][bookmark: _Toc36040410][bookmark: _Toc45134301][bookmark: _Toc51763499][bookmark: _Toc59018759][bookmark: _Toc122117228]5.6.2.9	Type PduSessionInformation
Table 5.6.2.9-1: Definition of type PduSessionInformation
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	snssai
	Snssai
	M
	1
	S-NSSAI of the PDU session.
	ExtendedSessionInformation

	dnn
	Dnn
	M
	1
	Dnn of the PDU session, a full DNN with both the Network Identifier and Operator Identifier, or a DNN with the Network Identifier only.
	ExtendedSessionInformation

	ueIpv4
	Ipv4Addr
	C
	0..1
	The IPv4 address of the served UE.
(NOTE 1)
	ExtendedSessionInformation

	ueIpv6
	Ipv6Prefix
	C
	0..1
	The IPv6 prefix of the served UE.
(NOTE 1)
	ExtendedSessionInformation

	ipDomain
	string
	O
	0..1
	Identifies the IP domain.
(NOTE 2)
	ExtendedSessionInformation

	ueMac
	MacAddr48
	C
	0..1
	UE MAC address.
(NOTE 1)
	ExtendedSessionInformation

	NOTE 1:	Either the served UE IP address (an Ipv4Addr or Ipv6Prefix or both if available) or UE MAC address shall be present.
NOTE 2:	An "ipDomain" attribute, may be provided in combination with a "ueIpv4" attribute.



* * * * End of changes * * * *
