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* * * First Change * * * *
[bookmark: _Toc22050937][bookmark: _Toc26193000][bookmark: _Toc26193072][bookmark: _Toc35266475][bookmark: _Toc43195234][bookmark: _Toc45263988][bookmark: _Toc92299330][bookmark: _Toc123630292][bookmark: _Toc22050941][bookmark: _Toc26193004][bookmark: _Toc26193076][bookmark: _Toc35266479][bookmark: _Toc43195238][bookmark: _Toc45263992][bookmark: _Toc92299334][bookmark: _Toc123630296][bookmark: _Toc20232928][bookmark: _Toc27747034][bookmark: _Toc36213221][bookmark: _Toc36657398][bookmark: _Toc45287064][bookmark: _Toc51948333][bookmark: _Toc51949425][bookmark: _Toc114484988][bookmark: _Toc114484689][bookmark: _Toc20232673][bookmark: _Toc27746775][bookmark: _Toc36212957][bookmark: _Toc36657134][bookmark: _Toc45286798][bookmark: _Toc51948067][bookmark: _Toc51949159][bookmark: _Toc114476328][bookmark: _Toc20217976][bookmark: _Toc27743861][bookmark: _Toc35959432][bookmark: _Toc45202864][bookmark: _Toc45700240][bookmark: _Toc51919976][bookmark: _Toc68251036][bookmark: _Toc114844021][bookmark: _Toc114484699][bookmark: _Hlk114581580][bookmark: _Toc20232683][bookmark: _Toc27746785][bookmark: _Toc36212967][bookmark: _Toc36657144][bookmark: _Toc45286808][bookmark: _Toc51948077][bookmark: _Toc51949169][bookmark: _Toc114476338]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.273: "5G System (5GS) Location Services (LCS); Stage 2".
[3]	3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
[4]	3GPP TS 37.355: "LTE Positioning Protocol (LPP)".
[5]	3GPP TS 24.080: "Mobile radio interface layer 3 supplementary services specification; Formats and coding".
[6]	3GPP TS 29.572: "5G System; Location Management Services; Stage 3".
[7]	3GPP TS 38.305: "Stage 2 functional specification of User Equipment (UE) positioning in NG-RAN".
* * * Next Change * * * *
3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GCN	5G Core Network
5GS	5G System
AMF	Access and Mobility Management Function
DL	Downlink
IE	Information Element
GMLC	Gateway Mobile Location Centre
LCS	Location Services
LDR	Location Deferred Request
LMF	Location Management Function
LPP	LTE Positioning Protocol
MO-LR	Mobile Originated Location Request
MT-LR	Mobile Terminated Location Request
NAS	Non-access Stratum
PRU	Positioning Reference Unit
SNPN	Stand-alone Non-Public Network
UE	User Equipment
UL	Uplink

* * * Next Change * * * *
[bookmark: _Toc123630300][bookmark: _Toc114485497][bookmark: _Toc68203531][bookmark: _Toc20217977][bookmark: _Toc27743862][bookmark: _Toc35959433][bookmark: _Toc45202865][bookmark: _Toc45700241][bookmark: _Toc51919977][bookmark: _Toc68251037][bookmark: _Toc114844022]4.1.2	LCS aspect
LCS uses the defined payload container to transfer LCS signalling messages between the UE and the network.
The corresponding LCS signaling messages include:
a)	LTE Positioning Protocol (LPP) messages (see 3GPP TS 37.355 [4])
-	Both downlink and uplink LPP messages are supported
-	Routing information is transported as the Additional information IE in UL/DL NAS TRANSPORT message for LPP messages (see 3GPP TS 24.501 [3])
b)	Location services messages
-	Messages for MO-LR operations (see 3GPP TS 24.080 [5])
-	Messages for LocationNotification operations (see 3GPP TS 24.080 [5])
-	Messages for EventReport operations (see 3GPP TS 24.080 [5])
-	Messages for PeriodicTriggeredInvoke operations (see 3GPP TS 24.080 [5])
-	Messages for CancelDeferredLocation operations (see 3GPP TS 24.080 [5])
-	Messages for MSCancelDeferredLocation operations (see 3GPP TS 24.080 [5])
-	Messages for LocationPrivacySetting operations (see 3GPP TS 24.080 [5])
-	Messages for PRU-Association operations (see 3GPP TS 24.080 [5])
-		Routing information associated with the LMF is transported as the Additional information IE in UL/DL NAS TRANSPORT message or CONTROL PLANE SERVICE REQUEST message (see clause 5.2.2.6.1) for Location services messages that are transported between the UE and the LMF (see 3GPP TS 24.501 [3])
The Routing information transported as the Additional Information IE can be Routing identifier in the current specification, which includes immediate routing identifier and deferred routing identifier. The immediate routing identifier transported as the Additional Information IE is the Correlation ID, which is allocated by the AMF and can be used in the UL/DL NAS TRANSPORT message (see clause 5.2 and clause 5.3). The deferred routing identifier transported as the Additional Information IE can be used in the UL NAS TRANSPORT and CONTROL PLANE SERVICE REQUEST message for the AMF routing the LCS messages to the particular LMF (see clause 5.2.2).
* * * Next Change * * * *
[bookmark: _Toc22050947][bookmark: _Toc26193010][bookmark: _Toc26193082][bookmark: _Toc35266485][bookmark: _Toc43195244][bookmark: _Toc45263998][bookmark: _Toc92299340][bookmark: _Toc123630302]4.2.1	UE support of LCS
The UE announces to the network its ability to support LCS notification mechanism or LPP messages or both, using the 5GMM capability IE defined in 3GPP TS 24.501 [3].
The UE supporting LCS notification mechanism and LPP messages may support PRU (defined in 3GPP TS 38.305 [7]). The UE’s ability to support PRU is stored in the UDM (see 3GPP TS 23.273 [2]) without any indication in 5GMM capability IE defined in 3GPP TS 24.501 [3].
* * * End of Changes * * * *

