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	Reason for change:
	For 5G ProSe UE-to-UE relay cases, the User info ID parameter is used in multiple cases across PC5 signalling messages to represent the source 5G ProSe end UE, the target 5G ProSe end UE or the 5G ProSe UE-to-UE relay UE. For example, from stage-2 spec TS 23.304 clause 6.4.3.7.1:

-	In step 3, the Direct Communication Request message includes:
-	Source User Info: the identity of the source 5G ProSe End UE requesting relay operation (i.e. User Info ID).
-	UE-to-UE Relay User Info: the identity of the UE-to-UE Relay provided to the source 5G ProSe End UE during 5G ProSe UE-to-UE Relay Discovery procedure (i.e. User Info ID) if the 5G ProSe UE-to-UE Relay Discovery procedure has been performed.
-	Target User Info: the identity of the target 5G ProSe End UE provided to the source 5G ProSe End UE during UE-to-UE Relay Discovery procedure or from the ProSe application layer (i.e. User Info ID).

Hence the User info ID information element needs to be introduced and defined for PC5 signalling messages in stage-3 spec.

Actually, it is observed that the User info ID parameter was already defined in stage-3 spec TS 24.554 in clause 11.2.7, but that was only for ProSe direct discovery message. Hence that existing definition can't be used to represent the ProSe signalling messages over PC5 interface which have their IEs defined in clause 11.3.


	
	

	Summary of change:
	Introducing the User info ID information element for PC5 signalling messages.

	
	

	Consequences if not approved:
	No definition for User info ID for PC5 signalling messages.
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The purpose of the user info ID information element is to carry a user info ID as specified in 3GPP TS 23.304 [2]. The format of the user info ID is out of scope of this specification.
The User info ID is a type 4 information element.
The User info ID information element is coded as shown in figure 11.3.x.1 and table 11.3.x.1.
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	User info ID IEI
	octet 1

	Length of User info ID contents
	octet 2

	User info ID contents
	octet 3

	
	
octet m


Figure 11.3.x.1: User info ID information element
Table 11.3.x.1: User info ID information element
	The User info ID contents field contains the octets indicating the User info ID. The format of the User info ID is out of scope of this specification.
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