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	Reason for change:
	There are two types of leaf with values <TxProfile>, which are:
1) “TxProfile” leaf which indicates the Tx profile used for V2X communication over PC5 (i.e. E-UTRA PC5), as specified in clause 5.5.49; and 
2) “BroadcastGroupcastTxProfile” and “UnicastTxProfile” leafs which indicate the NR Tx profiles corresponding to the NR-PC5, as specified in clause 5.5.57 and 5.5.58.

Although both cases use <TxProfile> as their values, the actual values are different. While <TxProfile> value in “TxProfile” leaf refers v2x-TxProfileList in subclause 9.3.2 of 3GPP TS 36.331, <TxProfile> values in “BroadcastGroupcastTxProfile” and “UnicastTxProfile” leafs refer SL-TxProfile-r17 in subclause 9.3 of 3GPP TS 38.331. 

In short, two different values use same value name, which may cause issues with implementations.


	
	

	Summary of change:
	The name of value <TxProfile> in clause 5.5.57 and 5.5.58 is modified to <NRTxProfile> in order to be differentiated with <TxProfile> value used for E-UTRA PC5. 


	
	

	Consequences if not approved:
	Two different values use same value name, which may cause issues with implementations.
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	This CR's revision history:
	In Rev1,
· WIC is modified from eV2XARC to TEI18, eV2XARC;
· Release of the CR is now Rel-18;
· [bookmark: _GoBack]Backward Compatibility Analysis is removed.
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[bookmark: _Toc20232700]***** First change *****
[bookmark: _Toc123578591]5.5.57	<X>/V2XoverPC5/V2XServiceIDtoNRPC5TxProfileMappingRule/
<X>/BroadcastGroupcastTxProfile
The BroadcastGroupcastTxProfile leaf indicates the NR Tx profile corresponding to the NR-PC5 for broadcast mode V2X communication over NR-PC5 and groupcast mode V2X communication over NR-PC5.
-	Occurrence: ZeroOrOne
-	Format: int
-	Access Types: Get, Replace
-	Values: <NRTxProfile>
The NRTxProfile is defined as SL-TxProfile-r17 in subclause 9.3 of 3GPP TS 38.331 [12].

[bookmark: _Toc123578592]***** Next change *****
5.5.58	<X>/V2XoverPC5/V2XServiceIDtoNRPC5TxProfileMappingRule/
<X>/UnicastTxProfile
The UnicastTxProfile leaf indicates the NR Tx profile corresponding to transmitting and receiving initial signalling of the NR-PC5 unicast link establishment.
-	Occurrence: ZeroOrOne
-	Format: int
-	Access Types: Get, Replace
-	Values: <NRTxProfile>
The NRTxProfile is defined as SL-TxProfile-r17 in subclause 9.3 of 3GPP TS 38.331 [12].

***** End change *****

