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The PCF may provide the UE with one or more UE policies using the network-requested UE policy management procedure. The UE provides the PCF with a list of one or more stored UE policy section identifiers (UPSIs), and the PCF provides each UE policy using one or more UE policy sections, each identified by a UPSI. The UPSI is composed of two parts:
a)	a PLMN ID part containing:
1)	the PLMN ID for the PLMN; or
2)	the PLMN ID part of the SNPN identity for the SNPN;
	of the PCF which provides the UE policies; and
b)	a UE policy section code (UPSC) containing a value assigned by the PCF.
The UE processes the UE policy sections, each identified by the UPSI, received from the PCF and informs the PCF of the result.
The UE provides the PCF with the UE policy related capabilities such as the UE's support for ANDSP, the UE's support for URSP provisioning in EPS and the UE's OS Id.
The UE can also request the PCF to provide V2XP as specified in 3GPP TS 24.587 [19B].
The UE can also request the PCF to provide ProSeP as specified in 3GPP TS 24.554 [19E].
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D.2.2.1	General
The purpose of the UE-initiated UE state indication procedure is:
a)	to deliver the UPSI(s) of the UE policy section(s) which are:
-	identified by a UPSI with the PLMN ID part indicating the HPLMN or the selected PLMN, and stored in the UE, if any; or
-	identified by a UPSI with the PLMN ID part indicating the PLMN ID part of the SNPN identity of the selected SNPN and associated with the NID of the selected SNPN, and stored in the UE, if any;
b)	to indicate whether UE supports ANDSP; and
c)	to indicate whether UE supports URSP provisioning in EPS; and
cd)	to deliver the UE's one or more OS IDs;
to the PCF.
Editor's note:	(WI: eUEPO, CR: 5117) when the UE does not have UPSI(s) to deliver to the PCF it is FFS how the UE indicates support for URSP provisioning in EPS.
[bookmark: _Toc114477214]*** Next change ***
D.2.2.2	UE-initiated UE state indication procedure initiation
In order to initiate the UE-initiated UE state indication procedure, the UE shall create a UE STATE INDICATION message. The UE:
a)	shall allocate a PTI value currently not used and set the PTI IE to the allocated PTI value;
b)	if not operating in SNPN access operation mode, shall include the UPSI(s) of the UE policy section(s) which are identified by a UPSI with the PLMN ID part indicating the HPLMN or the selected PLMN available in the UE in the UPSI list IE;
c)	if operating in SNPN access operation mode, shall include UPSI(s) of the UE policy section(s) which are identified by a UPSI:
-	with the PLMN ID part indicating the MCC and MNC of the selected SNPN; and
-	associated with the NID of the selected SNPN;
	available in the UE in the UPSI list IE;
d)	shall specify whether the UE supports ANDSP in the UE policy classmark IE; and
e)	shall specify whether the UE supports URSP provisioning in EPS in the UE policy classmark IE; and
ef)	may include the UE's one or more OS IDs in the UE OS Id IE.
The UE shall send the UE STATE INDICATION message (see example in figure D.2.2.2.1). The UE shall transport the created UE STATE INDICATION message using the registration procedure (see subclause 5.5.1).


Figure D.2.2.2.1: UE-initiated UE state indication procedure
*** Next change ***
D.5.4.1	Message definition
The UE STATE INDICATION message is sent by the UE to the PCF:
a)	to deliver the UPSI(s) of the UE policy section(s) stored in the UE;
b)	to indicate whether the UE supports ANDSP; and
c)	shall specify whether the UE supports URSP provisioning in EPS in the UE policy classmark IE; and
cd)	to deliver the UE's one or more OS IDs;
see table D.5.4.1.1.
Message type:	UE STATE INDICATION
Significance:	dual
Direction:	UE to network
Table D.5.4.1.1: UE STATE INDICATION message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	PTI
	Procedure transaction identity
9.6
	M
	V
	1

	
	UE STATE INDICATION message identity
	UE policy delivery service message type
D.6.1
	M
	V
	1

	
	UPSI list
	UPSI list
D.6.4
	M
	LV-E
	9-65531

	
	UE policy classmark
	UE policy classmark
D.6.5
	M
	LV
	2-4

	41
	UE OS Id
	OS Id
D.6.6
	O
	TLV
	18-242 

	NOTE:	The total length of the UE STATE INDICATION message content cannot exceed 65535 octets (see Payload container contents maximum length as specified in subclause 9.11.3.39.1).



*** Next change ***
D.6.5	UE policy classmark
The purpose of the UE policy classmark information element is to provide the network with information about the policy aspects of the UE.
The UE policy classmark information element is coded as shown in figure D.6.5.1 and table D.6.5.1.
The UE policy classmark is a type 4 information element with a minimum length of 3 octets and a maximum length of 5 octets.
	8
	7
	6
	5
	4
	3
	2
	1
	

	Policy information IEI
	octet 1

	Length of Policy information contents
	octet 2

	0
Spare
	0
Spare
	0
Spare
	0
Spare
	0
Spare
	0 Spare
	0 SpareEPSURSP
	SupportANDSP
	
octet 3

	0
	0
	0
	0
	0
	0
	0
	0
	
octet 4* -5*

	Spare
	


Figure D.6.5.1: UE policy classmark information element
Table D.6.5.1: UE policy classmark information element
	Support of ANDSP by the UE (SupportANDSP) (octet 3, bit 1)

	Bit

	1
	

	0
	ANDSP not supported by the UE

	1
	ANDSP supported by the UE

	

	Support of URSP Provisioning in EPS by the UE (EPSURSP) (octet 3, bit 2)

	Bit

	2
	

	0
	URSP provisioning in EPS not supported by the UE

	1
	URSP provisioning in EPS supported by the UE

	

	All other bits in octet 3 to 5 are spare and shall be coded as zero, if the respective octet is included in the information element.





*** End change ***
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