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	Reason for change:
	In TS 23.501 clause 5.4.1.4:
“Before the start of an event that makes the UE unavailable, the UE includes the Unavailability Period Duration and triggers either Mobility Registration Update or UE initiated Deregistration procedure:
a)	If the UE initiates Mobility Registration Update procedure:
1)	The AMF may take the Unavailability Period Duration into account when determining Periodic Registration Update timer value. The AMF may provide a Periodic Registration Update time longer than or equal to Unavailability Period Duration to avoid interfering with the UE dealing with the event that causes the unavailability;”
It specifies that if the UE provides Unavailability Period Duration during registration procedure, the AMF may determine T3512 timer value based on the Unavailability Period Duration.

However, in TS 24.501 clause 5.3.26:
“Before the event starts, the UE provides an unavailability period duration during the registration procedure or during the de-registration procedure…/text skipped/…The UE may determine the value of the periodic registration update timer (T3512) provided to the UE based on the unavailability period duration.”

1) The T3512 value is determined by the AMF, not the UE;
2) The Unavailability Period Duration can be provided by the UE during registration procedure or de-registration procedure. However, the T3512 value is only determined and provided to the UE during registration procedure.

	
	

	Summary of change:
	Clarify that during the registration procedure, the AMF may determine the T3512 value provided to the UE based on the unavailability period duration.

	
	

	Consequences if not approved:
	Misalignment with stage 2 requirement. Wrong entity and wrong time to determine the T3512 value.
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* * * First Change * * * *
[bookmark: _Toc114484586][bookmark: _Toc123901429]5.3.26	Support for unavailability period
If the UE and network support unavailability period and an event is triggered in the UE that would make the UE unavailable for a certain period of time, the UE may store its 5GMM and 5GSM context in USIM or non-volatile memory to be able to reuse it after its unavailability period.
NOTE:	How the UE stores its contexts is UE implementation specific.
[bookmark: _GoBack]Before the event starts, the UE provides an unavailability period duration during the registration procedure or during the de-registration procedure (see 3GPP TS 23.501 [8] and 3GPP TS 23.502 [9]). The support for the unavailability period is negotiated in the registration procedure. If the UE provided an unavailability period duration in the last registration procedure or de-registration procedure, the AMF considers the UE unreachable until the UE re-register to normal service without providing an unavailability period duration. During the registration procedure, tThe AMFUE may determine the value of the periodic registration update timer (T3512) provided to the UE based on the unavailability period duration. The AMF releases the N1 signalling connection after the completion of the registration procedure in which the UE provided an unavailability period duration.
* * * End of Change * * * *
