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1. Introduction
This PCR is remove the editor’s note in the subclause 8.5.2.2.2.6 Initial registration for emergency services not accepted by the network.
2. Reason for Change
The initial registration procedure for the emergency services may be rejected by the network.  Based on the 5GMM cause, the UE can take different actions for the rejection of the registration procedure.
If the UE received the 5GMM cause #5 "IMEI not accepted", the UE will enter the state 5GMM-DEREGISTERED.NO-SUPI.
If the UE received any other 5GMM causes, the UE will inform the upper layers. The upper layer may take further action for this.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 24.890.
* * * First Change * * * *

8.5.2.2.2.6
Initial registration for emergency services not accepted by the network

Upon receiving the REGISTRATION REJECT message including 5GMM cause #5 "IMEI not accepted", the UE shall enter the state 5GMM-DEREGISTERED.NO-SUPI.
Upon receiving the REGISTRATION REJECT message including one of the other 5GMM cause values, the UE shall perform the actions as described in subclause 8.5.2.2.2.5 with the following addition: the UE shall inform the upper layers of the failure of the procedure.

NOTE 1:
This can result in the upper layers requesting establishment of a CS emergency call (if not already attempted in the CS domain), or other implementation specific mechanisms, e.g. procedures specified in 3GPP TS 24.229 can result in the emergency call being attempted to another IP-CAN.

If the initial registration request for emergency bearer services fails due to abnormal cases, the UE shall perform the actions as described in subclause 8.5.2.2.7 and inform the upper layers of the failure to access the network or the failure of the procedure.

NOTE 2:
This can result in the upper layers requesting establishment of a CS emergency call (if not already attempted in the CS domain), or other implementation specific mechanisms, e.g. procedures specified in 3GPP TS 24.229 can result in the emergency call being attempted to another IP-CAN .
* * * End of Changes * * * *

