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***** First change *****
5.4.4.1
General
The purpose of this procedure is to:

a)
allow the AMF to update the UE configuration for access and mobility management-related parameters decided and provided by the AMF by providing new parameter information within the command; or
b)
request the UE to perform a registration procedure for mobility and periodic registration update towards the network to update access and mobility management-related parameters decided and provided by the AMF (see subclause 5.5.1.3).

The procedure may be initiated by the network and can only be used when the UE has an established 5GMM context, and the UE is in 5GMM-CONNECTED mode. The AMF may require a confirmation response in order to ensure that the parameter has been updated by the UE.

The following parameters are supported by the generic UE configuration update procedure without the need for triggering the UE to perform the registration procedure for mobility and periodic registration update:

a)
5G-GUTI;
b)
TAI list;
c)
Service area list;

d)
Network identity and time zone information (Full name for network, short name for network, local time zone, universal time and local time zone, network daylight saving time);

e)
LADN information; and

f)
Rejected NSSAI.

The following parameters may trigger the UE to perform the registration procedure for mobility and periodic registration update:
a)
Allowed NSSAI; or

b)
Configured NSSAI.

The following parameter requires triggering the UE to perform the registration procedure for mobility and periodic registration update:

a)
MICO; or

b)
Re-negotiate use of SMS.

Editor's note:
Other parameters requiring negotiation are FFS.
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Figure 5.4.4.1.1: Generic UE configuration update procedure

5.4.4.2
Generic UE configuration update procedure initiated by the network 

The AMF shall initiate the generic UE configuration procedure by sending the CONFIGURATION UPDATE COMMAND message to the UE. 
The AMF shall in the CONFIGURATION UPDATE COMMAND message either:

a)
include one or more of 5G-GUTI, TAI list, allowed NSSAI that may include the mapping to the configured NSSAI for the HPLMN, LADN information, service area list, MICO indication, re-negotiate use of SMS indication, NITZ information, configured NSSAI that may include the mapping to the configured NSSAI for the HPLMN, or rejected NSSAI;
b)
indicate registration requested; or
c)
a combination of both.

If an acknowledgement from the UE is requested, the AMF shall indicate acknowledgement requested in the Configuration update indication IE in the CONFIGURATION UPDATE COMMAND message and shall start timer T3555. Acknowledgement shall be requested for all parameters except when only NITZ is included.

To initiate parameter re-negotiation between the UE and network, the AMF shall indicate "registration requested" in the Configuration update indication IE in the CONFIGURATION UPDATE COMMAND message. In this case, the acknowledgement shall be requested.
If a new allowed NSSAI information or AMF re-configuration of supported S-NSSAIs requires an AMF relocation, the AMF shall indicate "registration requested" in the Configuration update indication IE and include the Allowed NSSAI IE in the CONFIGURATION UPDATE COMMAND message. In this case, the acknowledgement shall be requested. 

If the AMF includes a new configured NSSAI in the CONFIGURATION UPDATE COMMAND message and the new configured NSSAI requires an AMF relocation as specified in 3GPP TS 23.501 [8], the AMF shall indicate "registration requested" in the Configuration update indication IE in the message.

During an established 5GMM context, the network may send none, one, or more CONFIGURATION UPDATE COMMAND messages to the UE. If more than one CONFIGURATION UPDATE COMMAND message is sent, the messages need not have the same content.
5.4.4.3
Generic UE configuration update accepted by the UE

Upon receiving the CONFIGURATION UPDATE COMMAND message, the UE shall use the contents to update appropriate information stored within the UE.

If acknowledgement requested is indicated in the Configuration update indication IE in the CONFIGURATION UPDATE COMMAND message and:

a)
if all information elements included are successfully accepted by the UE; or

b)
if "registration requested" in the Configuration update indication IE is indicated;
the UE shall send a CONFIGURATION UPDATE COMPLETE message.

If the UE receives a new 5G-GUTI in the CONFIGURATION UPDATE COMMAND message, the UE shall consider the new 5G-GUTI as valid, the old 5G-GUTI as invalid, stop timer T3519 if running, and delete any stored SUCI; otherwise, the UE shall consider the old 5G-GUTI as valid.
If the UE receives a new TAI list in the CONFIGURATION UPDATE COMMAND message, the UE shall consider the new TAI list as valid and the old TAI list as invalid; otherwise, the UE shall consider the old TAI list as valid.

If the UE receives a new service area list in the CONFIGURATION UPDATE COMMAND message, the UE shall consider the new service area list as valid and the old service area list as invalid; otherwise, the UE shall consider the old service area list, if any, as valid.

If the UE receives new NITZ information in the CONFIGURATION UPDATE COMMAND message, the UE considers the new NITZ information as valid and the old NITZ information as invalid; otherwise, the UE shall consider the old NITZ information as valid.
If the UE receives a LADN information IE in the CONFIGURATION UPDATE COMMAND message, the UE shall consider the old LADN information as invalid and the new LADN information as valid, if any; otherwise, the UE shall consider the old LADN information as valid.

If the UE receives a new allowed NSSAI for the associated access type in the CONFIGURATION UPDATE COMMAND message, the UE shall consider the new allowed NSSAI as valid for the associated access type, store the allowed NSSAI for the associated access type as specified in subclause 4.6.2.2 and consider the old allowed NSSAI for the associated access type as invalid; otherwise, the UE shall consider the old Allowed NSSAI as valid for the associated access type.

If the UE receives an allowed NSSAI in the CONFIGURATION UPDATE COMMAND message and the UE has one or more PDU sessions associated with S-NSSAI(s) not included in the received allowed NSSAI, the UE shall locally release all such PDU session(s).

If the UE receives a new configured NSSAI in the CONFIGURATION UPDATE COMMAND message, the UE shall consider the new configured NSSAI for the registered PLMN as valid and the old configured NSSAI for the registered PLMN as invalid; otherwise, the UE shall consider the old configured NSSAI for the registered PLMN as valid The UE shall store the new configured NSSAI as specified in subclause 4.6.2.2.

If the CONFIGURATION UPDATE COMMAND message indicates "registration requested" in the Configuration update indication IE and:

-
either a new allowed NSSAI or a new configured NSSAI or both are included, the UE shall, after the completion of the generic UE configuration update procedure, and the release of the existing N1 NAS signalling connection, start a registration procedure for mobility and periodic registration update as specified in subclause 5.5.1.3;
-
an MICO indication is included, the UE shall, after the completion of the generic UE configuration update procedure, start a mobility registration update procedure as specified in subclause 5.5.1.3 to re-negotiate MICO mode with the network; or
-
a re-negotiate use of SMS indication is included, the UE shall, after the completion of the generic UE configuration update procedure, start a mobility registration update procedure as specified in subclause 5.5.1.3 to re-negotiate the use of SMS with the network.
The UE receiving the rejected NSSAI in the CONFIGURATION UPDATE COMMAND message takes the following actions based on the rejection cause in the rejected NSSAI:
"S-NSSAI not available in the current PLMN"

The UE shall add the rejected S-NSSAI(s) in the rejected NSSAI for the current PLMN as specified in subclause 4.6.2.2 and not attempt to use this S-NSSAI in the current PLMN until switching off the UE or the UICC containing the USIM is removed. 

"S-NSSAI not available in the current registration area"

The UE shall add the rejected S-NSSAI(s) in the rejected NSSAI for the current PLMN and registration area combination as specified in subclause 4.6.2.2 and not attempt to use this S-NSSAI in the current registration area until switching off the UE, the UE moving out of the current registration area or the UICC containing the USIM is removed.
***** Next change *****
8.2.19
Configuration update command
8.2.19.1
Message definition
The CONFIGURATION UPDATE COMMAND message is sent by the AMF to the UE. See table 8.2.19.1.1.

Message type:
CONFIGURATION UPDATE COMMAND
Significance:

dual

Direction:


network to UE

Table 8.2.19.1.1: CONFIGURATION UPDATE COMMAND message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator

9.2
	M
	V
	1

	
	Security header type
	Security header type

9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

9.5
	M
	V
	1/2

	
	Configuration update command message identity
	Message type

9.7
	M
	V
	1

	D-
	Configuration update indication
	Configuration update indication

9.10.3.16
	O
	TV
	1

	2C
	5G-GUTI
	5GS mobile identity

9.10.3.4
	O
	TLV
	13

	54
	TAI list
	5GS tracking area identity list

9.10.3.9
	O
	TLV
	9-114

	70
	Allowed NSSAI
	NSSAI

9.10.3.34
	O
	TLV
	4-74

	27
	Service area list
	Service area list

9.10.3.45
	O
	TLV
	6-114

	43
	Full name for network
	Network name

9.10.3.33
	O
	TLV
	3-n

	45
	Short name for network
	Network name

9.10.3.33
	O
	TLV
	3-n

	46
	Local time zone
	Time zone

9.10.3.47
	O
	TV
	2

	47
	Universal time and local time zone
	Time zone and time

9.10.3.48
	O
	TV
	8

	49
	Network daylight saving time
	Daylight saving time

9.10.3.17
	O
	TLV
	3

	79
	LADN information
	LADN information

9.10.3.27
	O
	TLV-E
	3-1707

	B-
	MICO indication
	MICO indication
9.10.3.28
	O
	TV
	1

	31
	Configured NSSAI
	NSSAI

9.10.3.34
	O
	TLV
	4-146

	11
	Rejected NSSAI
	Rejected NSSAI

9.10.3.42
	O
	TLV
	4-42

	xx
	Re-negotiate use of SMS
	Re-negotiate use of SMS 
	O
	T
	1


***** Next change *****
***** Next change *****
8.2.19.xx
Re-negotiate use of SMS
This IE may be included to inform the UE that a change in the allowance to use SMS in the network requires the UE to re-negotiate the use of SMS.
***** Next change *****
9.10.3.xx
Re-negotiate use of SMS
The purpose of the Re-negotiate the use of SMS information element is to indicate to a UE that it needs to re-negotiate the use of SMS.
The Re-negotiate the use of SMS element is coded as shown in figure 9.10.3.xx.1.

The Re-negotiate the use of SMS is a type 2 information element.

	8
	7
	6
	5
	4
	3
	2
	1
	· 

	Re-negotiate use of SMS IEI
	octet 1


Figure 9.10.3.xx.1: Re-negotiate use of SMS
***** End changes *****
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