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9.2
3GPP specific coding information

This sub-clause will describe coding information that are 3GPP specific, e.g. cause values, private message types.

9.2.x
IKEv2 Notify Message Type value

9.2.x.1
Generic
The IKEv2 Notify Message Type is specified in IETF RFC 7296 [6].
The Notify Message Type with a value (in decimal) between 8192 and 16383 is reserved for private error usage.
The Notify Message Type with a value (in decimal) between 40960 and 65535 is reserved for private status usage.
Only the private IKEv2 Notify Message Types used for this specification are specified in this subclause.
9.2.x.2
Private Notify Message - Error Types

The Private Notify Message, Error Types defined in table 9.2.x.2-1 are error notifications which indicates an error while negotiating an IKEv2 SA or IPsec SA . Refer to table 9.2.x.2-1 for more details on what each error type means.

Table 9.2.x.2-1: Private Error Types

	Notify Message
	Value
(in decimal)
	Descriptions

	AUTHORIZATION_REJECTED
	9003
	The error type is used to indicate that the requested service was rejected because the UE is not authorized to use this service.



	ILLEGAL_ME
	9006
	The error type is used to indicate that the requested service was rejected either due to authentication failure or because an identity of the UE is not acceptable to the network


	RAT_TYPE_NOT_ALLOWED
	11001
	The error type is used to indicate that the requested service was rejected the RAT type used is not allowed by the PLMN.



	PEI_NOT_ACCEPTED
	11005
	The error type is used to indicate that the emergency PDU session request was rejected since the network does not accept an emergency service request using a PEI.



	PLMN_NOT_ALLOWED
	11011
	The error type is used to indicate that the requested service was rejected due to subscription or due to operator determined barring.


	NETWORK_FAILURE
	10500
	The error type is used to indicate that the requested service was rejected due to network failures.



	CONGESTION
	12005
	The error type is used to indicate that the requested service was rejected due to network congestion


	5GS_SERVICEs_NOT_ALLOWED
	12007
	The error type is used to indicate that the requested service was rejected because 5GS services are not allowed.



	NON_3GPP_ACCESS_TO_5GC_NOT_ALLOWED
	12071
	The error type is used to indicate that the requested service was rejected because the UE is not allowed to use non-3GPP access to 5GC.




The private notify message error type values:

-
between 9950 and 9999;

-
between 10950 and 10999;

-
between 11950 and 11999;

-
between 12950 and 12999;

-
between 13950 and 13999; and

-
between 14950 and 14999;

will not be allocated to a Notify payload defined in the present specification.
	*** END Change ***


