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***** Next change *****
5.4.4.4
Generic UE configuration update completion by the network

Upon receipt of the CONFIGURATION UPDATE COMPLETE message, the AMF shall stop the timer T3555.

If a new 5G-GUTI was included in the CONFIGURATION UPDATE COMMAND message, the AMF shall consider the new 5G-GUTI as valid and the old 5G-GUTI as invalid.
If a new TAI list was included in the CONFIGURATION UPDATE COMMAND message, the AMF shall consider the new TAI list as valid and the old TAI list as invalid.
If a new service area list was included in the CONFIGURATION UPDATE COMMAND message, the AMF shall consider the new service area list as valid and the old service area list as invalid.
If new allowed NSSAI information or new configured NSSAI information or both was included in the CONFIGURATION UPDATE COMMAND message, the AMF shall consider the new allowed NSSAI information or the new configured NSSAI information or both as valid and the old allowed NSSAI information or old configured information or both as invalid. In addition, if registration requested was indicated in the CONFIGURATION UPDATE COMMAND message, the AMF shall initiate the release of the N1 NAS signalling connection.
If new rejected NSSAI information was included in the CONFIGURATION UPDATE COMMAND message, the AMF shall consider the new rejected NSSAI information as valid.
If a LADN information IE was included in the CONFIGURATION UPDATE COMMAND message, the AMF shall consider the old LADN information as invalid and the new LADN information as valid, if any. In this case, if the tracking area identity list received in the new LADN information does not include the current TA, the AMF shall indicate the SMF to release the PDU session for LADN or release the user-plane resources for the PDU session for LADN (see 3GPP TS 23.501 [8] and 3GPP TS 23.502 [9]).
If the MICO indication was included and re-registration was indicated in the CONFIGURATION UPDATE COMMAND message, the AMF expects the UE to perform a mobility update procedure to re-negotiate MICO mode.

