Page 1



3GPP TSG-CT WG1 Meeting #111bis
C1-184620
Sophia-Antipolis (France), 9-13 July 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	24.501
	CR
	0059
	rev
	1
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Invalid PDU session identity

	
	

	Source to WG:
	vivo

	Source to TSG:
	C1

	
	

	Work item code:
	5GS_Ph1-CT
	
	Date:
	2018-06-28

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	After receiving a PDU SESSION RELEASE COMPLETE message including 5GSM cause #43 "invalid PDU session identity", the corresponding SMF behavior is still missing. On the other hand, after receiving a PDU SESSION RELEASE REJECT message including 5GSM cause #43 "invalid PDU session identity", the corresponding UE behavior is also still missing.
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***** Next change *****
6.3.3.5
Abnormal cases on the network side

The following abnormal cases can be identified:

a)
Expiry of timer T3592.

The SMF shall, on the first expiry of the timer T3592, retransmit the PDU SESSION RELEASE COMMAND message and shall reset and start timer T3592. This retransmission is repeated four times, i.e. on the fifth expiry of timer T3592, the SMF shall abort the procedure.
b)
Collision of network-requested PDU session release procedure and UE-requested PDU session modification procedure.

When the SMF receives a PDU SESSION MODIFICATION REQUEST message during the network-requested PDU session release procedure, and the PDU session indicated in PDU SESSION MODIFICATION REQUEST message is the PDU session that the SMF wants to release, the SMF shall ignore the PDU SESSION MODIFICATION REQUEST message and proceed with the PDU session release procedure.
c)
Collision of network-requested PDU session release procedure and UE-requested PDU session release procedure.


If the SMF receives a PDU SESSION RELEASE REQUEST message after sending a PDU SESSION RELEASE COMMAND message to the UE, and the PDU session ID in the PDU SESSION RELEASE REQUEST message is the same as the PDU session ID in the PDU SESSION RELEASE COMMAND message, the SMF shall ignore the PDU SESSION RELEASE REQUEST message and proceed with the network-requested PDU session release procedure.
d)
Invalid PDU session identity.


Upon receipt of the PDU SESSION RELEASE COMPLETE message including 5GSM cause #43 "invalid PDU session identity", the SMF shall release the existing PDU session context locally without peer-to-peer signalling between the SMF and the UE.
***** Next change *****
