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	Reason for change:
	Some PLMNs may configure the UE with emergency service URNs that are not recognized by other PLMNs in the same country.

	
	

	Summary of change:
	Enable the UE to attempt an emergency call even if the corresponding service type was not configured by the targetted PLMN.
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	The targetted PLMN may reject an emergency call from a valid emergency number.
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*****First change *****
L.2.2.6.1B
Type of emergency service derived from extended local emergency number list

The Extended Local Emergency Number List (defined in 3GPP TS 24.301 [8J]) can contain sub-services of the associated emergency service URN for the detected emergency number. 

If:

-
the length of sub-services field is greater than "0", the UE shall construct the emergency service URN using "urn:services:sos" followed by adding a dot followed by the content of the sub-services field; and

-
the length of sub-services field is "0", the UE shall use the emergency service URN "urn:services:sos".

EXAMPLE 1:
For a detected number, if the sub-service is "gas", then the UE constructs "urn:service:sos.gas" as the associated emergency service URN.

EXAMPLE 2:
For a detected number, if no sub-service is provided, then the UE uses "urn:service:sos" as the associated emergency service URN.

If the PLMN currently attached to is not the PLMN (or an equivalent PLMN of that PLMN) from which the Extended Local Emergency Number List was received, then the UE shall use the emergency service URN "urn:services:sos", unless the constructed URN:

-
matches "urn:service:sos.ambulance", "urn:service:sos.police", "urn:service:sos.fire", "urn:service:sos.marine", or "urn:service:sos.mountain"; or

-
starts with "urn:service:sos.country-specific.".

Editor's Note: [WID: 5GS_Ph1-IMSo5G, CR#6134]: It is FFS if the UE should include the dialled digits in e.g. the INVITE's message body when the emergency service URN "urn:services:sos" is used due to the PLMN currently attached to not being the PLMN (or an equivalent PLMN of that PLMN) from which the Extended Local Emergency Number List was received. In this case, inclusion of the dialled digits could help the network selecting the correct PSAP.
*****Next change *****
U.2.2.6.1B
Type of emergency service derived from extended local emergency number list

The Extended Local Emergency Number List (defined in 3GPP TS 24.301 [8J]) can contain sub-services of the associated emergency service URN for the detected emergency number.

If:

-
the length of sub-services field is greater than "0", the UE shall construct the emergency service URN using "urn:services:sos" followed by adding a dot followed by the content of the sub-services field; and

-
the length of sub-services field is "0", the UE shall use the emergency service URN "urn:services:sos".

EXAMPLE 1:
For a detected number, if the sub-service is "gas", then the UE constructs "urn:service:sos.gas" as the associated emergency service URN.

EXAMPLE 2:
For a detected number, if no sub-service is provided, then the UE uses "urn:service:sos" as the associated emergency service URN.

If the PLMN currently attached to is not the PLMN (or an equivalent PLMN of that PLMN) from which the Extended Local Emergency Number List was received, then the UE shall use the emergency service URN "urn:services:sos", unless the constructed URN:

-
matches "urn:service:sos.ambulance", "urn:service:sos.police", "urn:service:sos.fire", "urn:service:sos.marine", or "urn:service:sos.mountain"; or

-
starts with "urn:service:sos.country-specific.".

Editor's Note: [WID: 5GS_Ph1-IMSo5G, CR#6134]: It is FFS if the UE should include the dialled digits in e.g. the INVITE's message body when the emergency service URN "urn:services:sos" is used due to the PLMN currently attached to not being the PLMN (or an equivalent PLMN of that PLMN) from which the Extended Local Emergency Number List was received. In this case, inclusion of the dialled digits could help the network selecting the correct PSAP.
