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***** change *****
6.6.1
Exchange of extended protocol configuration options
The UE and the SMF can exchange protocol configuration options via 5GSM procedures.
The protocol configuration options shall be exchanged via the extended protocol configuration options IE.
The UE may include an extended protocol configuration options IE on:

a)
the PDU SESSION ESTABLISHMENT REQUEST message of the UE-requested PDU session establishment procedure;

b)
the PDU SESSION AUTHENTICATION COMPLETE message of the PDU EAP message reliable transport procedure;

c)
the PDU SESSION MODIFICATION REQUEST message of the UE-requested PDU session modification procedure;

d)
the PDU SESSION MODIFICATION COMPLETE message and the PDU SESSION MODIFICATION COMMAND REJECT message of the network-requested PDU session modification procedure;

e)
the PDU SESSION RELEASE REQUEST message of the UE-requested PDU session release procedure; and
f)
the PDU SESSION RELEASE COMPLETE message of the network-requested PDU session release procedure;

if the UE wants to transmit (protocol) data (e.g. configuration parameters, error codes or messages/events) to the SMF. In particular, the UE may use this procedure on the PDU SESSION ESTABLISHMENT REQUEST message of the UE-requested PDU session establishment procedure to perform the MSISDN notification procedure as specified in 3GPP TS 24.008 [12], subclause 6.4.
The SMF may include an extended protocol configuration options IE on:

a)
the PDU SESSION ESTABLISHMENT ACCEPT message and the PDU SESSION ESTABLISHMENT REJECT message of the UE-requested PDU session establishment procedure;

b)
the PDU SESSION AUTHENTICATION COMMAND message of the PDU EAP message reliable transport procedure;

c)
the PDU SESSION AUTHENTICATION RESULT message of the PDU EAP result message transport procedure;

d)
the PDU SESSION MODIFICATION REJECT message of the UE-requested PDU session modification procedure;

e)
the PDU SESSION MODIFICATION COMMAND message of the network-requested PDU session release procedure;

f)
the PDU SESSION RELEASE REJECT message of the UE-requested PDU session release procedure; and

g)
the PDU SESSION RELEASE COMMAND message of the network-requested PDU session release procedure;

if the SMF wants to transmit (protocol) data (e.g. configuration parameters, error codes or messages/events) to the UE. In particular, the SMF may use this procedure on the PDU SESSION ESTABLISHMENT ACCEPT message of the UE-requested PDU session establishment procedure to perform the MSISDN notification procedure as specified in 3GPP TS 24.008 [12], subclause 6.4.
