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	Reason for change:
	Confusion using incorrect terminology for identifying the participants in a particular procedure.  Timer not explicitly specified to be stopped, if running.

	
	

	Summary of change:
	Correct initiating UE to peer UE; and
Add timer T4108 to the list of timers that shall be stopped if a DIRECT_COMMUNICATION_RELEASE message is received.

	
	

	Consequences if not approved:
	Incorrectly placing a condition on the UE to behave a certain way and confusion as to whether this timer is stopped when message is received.
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***** Next change *****
10.4.4.3
Direct link release procedure accepted by the peer UE

Upon receiving a DIRECT_COMMUNICATION_RELEASE message, the peer UE shall stop timer T4101, timer T4102, timer T4103 or timer T4108 for this link, if any of those timers is running, and abort any other ongoing PC5 Signalling Protocol procedures on this link. The peer UE shall respond with a DIRECT_COMMUNICATION_RELEASE_ACCEPT message. After the message is sent, the peer UE shall remove the context of this direct link and no longer send or receive any messages via this link.

If the cause value in the DIRECT_COMMUNICATION_RELEASE message is "Direct communication with the peer UE is no longer allowed", then the UE shall not attempt to start direct link setup with the releasing UE at least for the  time period T and if the peer UE is a remote UE requesting link setup to a ProSe UE-to-network relay UE, it shall initiate the relay reselection procedure as specified in subclause 10A.2.13.
NOTE:
The length of time period T is UE implementation specific.
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