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	Reason for change:
	How the UE should operate in the following case is not clear:
1. the CONFIGURATION UPDATE COMMAND message indicates "registration requested" in the Configuration update indication IE;

2. either a new allowed NSSAI or a new configured NSSAI or both are included; and

3. MICO indication is included.

To be more specific, it is not clear if the UE should wait for the release of the existing N1 NAS signalling connection. We propose that the UE should wait for the release in this case.
The case when the CONFIGURATION UPDATE COMMAND message includes MICO indication without indicating "registration requested" in the Configuration update indication IE is an abnormal case, which is not captured.
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5.4.4.3
Generic UE configuration update accepted by the UE

Upon receiving the CONFIGURATION UPDATE COMMAND message, the UE shall use the contents to update appropriate information stored within the UE.

If acknowledgement requested is indicated in the Configuration update indication IE in the CONFIGURATION UPDATE COMMAND message and:

a)
if all information elements included are successfully accepted by the UE; or

b)
if "registration requested" in the Configuration update indication IE is indicated;
the UE shall send a CONFIGURATION UPDATE COMPLETE message.

If the UE receives a new 5G-GUTI in the CONFIGURATION UPDATE COMMAND message, the UE shall consider the new 5G-GUTI as valid, the old 5G-GUTI as invalid, stop timer T3519 if running, and delete any stored SUCI; otherwise, the UE shall consider the old 5G-GUTI as valid.
If the UE receives a new TAI list in the CONFIGURATION UPDATE COMMAND message, the UE shall consider the new TAI list as valid and the old TAI list as invalid; otherwise, the UE shall consider the old TAI list as valid.

If the UE receives a new service area list in the CONFIGURATION UPDATE COMMAND message, the UE shall consider the new service area list as valid and the old service area list as invalid; otherwise, the UE shall consider the old service area list, if any, as valid.

If the UE receives new NITZ information in the CONFIGURATION UPDATE COMMAND message, the UE considers the new NITZ information as valid and the old NITZ information as invalid; otherwise, the UE shall consider the old NITZ information as valid.
If the UE receives a LADN information IE in the CONFIGURATION UPDATE COMMAND message, the UE shall consider the old LADN information as invalid and the new LADN information as valid, if any; otherwise, the UE shall consider the old LADN information as valid.

If the UE receives a new allowed NSSAI for the associated access type in the CONFIGURATION UPDATE COMMAND message, the UE shall consider the new allowed NSSAI as valid for the associated access type, store the allowed NSSAI for the associated access type as specified in subclause 4.6.2.2 and consider the old allowed NSSAI for the associated access type as invalid; otherwise, the UE shall consider the old Allowed NSSAI as valid for the associated access type.

If the UE receives an allowed NSSAI in the CONFIGURATION UPDATE COMMAND message and the UE has one or more PDU sessions associated with S-NSSAI(s) not included in the received allowed NSSAI, the UE shall locally release all such PDU session(s).

If the UE receives a new configured NSSAI in the CONFIGURATION UPDATE COMMAND message, the UE shall consider the new configured NSSAI for the registered PLMN as valid and the old configured NSSAI for the registered PLMN as invalid; otherwise, the UE shall consider the old configured NSSAI for the registered PLMN as valid The UE shall store the new configured NSSAI as specified in subclause 4.6.2.2.

If the CONFIGURATION UPDATE COMMAND message indicates "registration requested" in the Configuration update indication IE and:

-
either a new allowed NSSAI or a new configured NSSAI or both are included and no MICO indication is included, the UE shall, after the completion of the generic UE configuration update procedure, and the release of the existing N1 NAS signalling connection, start a registration procedure for mobility and periodic registration update including the new allowed NSSAI in the requested NSSAI IE as specified in subclause 5.5.1.3;
-
neither a new allowed NSSAI nor a new configured NSSAI is included and an MICO indication is included, the UE shall, after the completion of the generic UE configuration update procedure, start a registration procedure for mobility and periodic registration update as specified in subclause 5.5.1.3 to re-negotiate MICO mode with the network; or

-
either a new allowed NSSAI or a new configured NSSAI or both are included and MICO indication is included, the UE shall, after the completion of the generic UE configuration update procedure, and the release of the existing N1 NAS signalling connection, start a registration procedure for mobility and periodic registration update including the new allowed NSSAI in the requested NSSAI IE as specified in subclause 5.5.1.3. During the registration procedure for mobility and periodic registration update, MICO mode is re-negotiated.

The UE receiving the rejected NSSAI in the CONFIGURATION UPDATE COMMAND message takes the following actions based on the rejection cause in the rejected NSSAI:
"S-NSSAI not available in the current PLMN"

The UE shall add the rejected S-NSSAI(s) in the rejected NSSAI for the current PLMN as specified in subclause 4.6.2.2 and not attempt to use this S-NSSAI in the current PLMN until switching off the UE or the UICC containing the USIM is removed. 

"S-NSSAI not available in the current registration area"

The UE shall add the rejected S-NSSAI(s) in the rejected NSSAI for the current PLMN and registration area combination as specified in subclause 4.6.2.2 and not attempt to use this S-NSSAI in the current registration area until switching off the UE, the UE moving out of the current registration area or the UICC containing the USIM is removed.
***** Next change *****
5.4.4.5
Abnormal cases in the UE

The following abnormal cases can be identified:
a)
Transmission failure of the CONFIGURATION UPDATE COMPLETE message with TAI change from lower layers


If the current TAI is not in the TAI list, the generic UE configuration update procedure shall be aborted and a registration procedure for mobility and periodic registration update shall be initiated.


If the current TAI is still part of the TAI list, it is up to the UE implementation how to re-run the ongoing procedure that triggered the generic UE configuration update procedure.

b)
Transmission failure of CONFIGURATION UPDATE COMPLETE message indication without TAI change from lower layers


It is up to the UE implementation how to re-run the ongoing procedure that triggered the generic UE configuration update procedure.
x)
The CONFIGURATION UPDATE COMMAND message including MICO indication without indicating "registration requested" in the Configuration update indication IE

The UE shall operate as if the CONFIGURATION UPDATE COMMAND message indicated "registration requested" in the Configuration update indication IE of the message.

