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	Reason for change:
	The meaning of "or not" and "call control procedures" in "to determine if the call control procedures specified in 3GPP TS 24.008 [13] is to initiate an emergency call or not" is ambigious.
"or not"

The text "to initiate an emergency call or not" does not suggest the UE shall attempt a CS non-emergency call with the number.

"call control procedures"

TS 24.008 does not differentiate between call control procedures used for emergency call and those for non-emergency call. There are 6 hits, and all hits are in Annex E in which call control procedures are identified as either specified in 3GPP TS 24.008 or in ITU-T Recommendation Q.931:
Annex E (informative):
Comparison between call control procedures specified in 3GPP TS 24.008 and ITU-T Recommendation Q.931

Instead, TS 24.008 differentiates as follows between establishing an emergency call and not establishing an emergency call:

[..], the call control entity of the mobile station sends a setup message to its peer entity. This setup message is:

-
a SETUP message, if the call to be established is a basic call, and

-
an EMERGENCY SETUP message, if the call to be established is an emergency call.



	
	

	Summary of change:
	Align with TS 24.008 terminology and change "call control procedures" in to "call control entity at the UE".
Align with TS 24.008 and change "initiate an emergency call or not" into "send a SETUP message or an EMERGENCY SETUP message". This change makes it clear that a CS (emergency) call will be attempted.

	
	

	Consequences if not approved:
	Ambigious specificiation, allowing a compliant UE to select PS domain for a non-emergency call setup to a number received in the EENL.
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***** Next change *****
5.3.7
Handling of the Local Emergency Numbers List and the Extended Local Emergency Numbers List
The Local Emergency Numbers List and the Extended Local Emergency Numbers list contain additional local emergency numbers used by the serving network. These lists can be downloaded by the network to the UE at successful registration and subsequent registration updates. There is only one Local Emergency Numbers List and only one Extended Local Emergency Numbers list in the UE. The Local Emergency Numbers List can be updated with EMM procedures if the UE is in S1 mode, with GMM and MM procedures if the UE is in A/Gb or Iu mode, and with 5GMM procedures, as specified in 3GPP TS 24.501 [cc], if UE is in N1 mode. The Extended Local Emergency Numbers List can be updated with EMM procedures if the UE is in S1 mode and with 5GMM procedures, as specified in 3GPP TS 24.501 [cc], if UE is in N1 mode.

The UE shall use the stored Local Emergency Numbers List and the stored Extended Local Emergency Numbers List received from the network in addition to the emergency numbers stored on the USIM or user equipment to detect that the number dialled is an emergency number.

If the UE determines that the number dialled is an emergency number, the procedures specified in 3GPP TS 23.167 [45] and 3GPP TS 24.229 [13D] are utilised to select a domain for the emergency session attempt.

If the domain selected for the emergency session attempt is the PS domain, then the UE shall perform the session establishment procedures specified in 3GPP TS 24.229 [13D] to initiate an emergency session.
If the domain selected for the emergency session attempt is the CS domain, then the UE shall use the stored Local Emergency Numbers List, in addition to the emergency numbers stored on the USIM and the ME, to determine if the call control entity of the UE specified in 3GPP TS 24.008 [13] is to send an EMERGENCY SETUP message or a SETUP message to the network.

NOTE 1:
The checking of whether the dialled number is an emergency number and the determination of whether an emergency call is to be initiated in the CS domain, can end once a match is found. The Extended Local Emergency Numbers List does not apply when the CS domain is selected.

NOTE 2:
The user equipment can use the emergency numbers in each of the stored lists to assist the end user in determining whether the dialled number is intended for an emergency service or for another destination, e.g. a local directory service. The possible interactions with the end user are implementation specific.

NOTE 3:
A UE that supports procedures specified in 3GPP TS 24.302 [48], can get additional local emergency numbers through those procedures, which can be used based on operator policy, see 3GPP TS 24.302 [48].

The network may send a Local Emergency Numbers List or an Extended Local Emergency Numbers List or both, in the ATTACH ACCEPT or in the TRACKING AREA UPDATE ACCEPT messages, by including the Emergency number list IE and the Extended emergency number list IE, respectively. The user equipment shall store the Local Emergency Numbers List and the Extended Local Emergency Numbers List, as provided by the network. The Local Emergency Numbers List stored in the user equipment shall be replaced on each receipt of the Emergency number list IE. The Extended Local Emergency Numbers List stored in the user equipment shall be replaced on each receipt of the Extended emergency number list IE.

Editor's note:
It is FFS if the Extended Local Emergency Numbers List is deleted if upon a registration update the PLMN provide only the Emergency number list IE.

The emergency number(s) received in the Emergency number list IE and the Extended emergency number list IE are valid only in networks in the same country as the cell on which this IE is received. If no Local Emergency Numbers List or ExtendedLocal Emergency Numbers List is contained in the ATTACH ACCEPT or in the TRACKING AREA UPDATE ACCEPT message, then the stored Local Emergency Numbers List or the Extended Local Emergency Numbers List, respectively, in the user equipment shall be kept, except if the user equipment has successfully registered to a PLMN in a country different from that of the PLMN that sent the list.

The Local Emergency Numbers List and the Extended Local Emergency Numbers List shall be deleted at switch off and removal of the USIM. The user equipment shall be able to store up to ten entries in the Local Emergency Numbers List and up to twenty entries in the Extended Local Emergency Numbers List, received from the network.

