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Figure 11. 10: Type 6 IE of format TLV-E (k = 1, 2, ...)
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***** First change *****
8.2.1.1
Message definition

This message is sent by the network to the UE to indicate that the corresponding attach request has been accepted. See table 8.2.1.1.

Message type:
ATTACH ACCEPT

Significance:
dual

Direction:
network to UE

Table 8.2.1.1: ATTACH ACCEPT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

9.2
	M
	V
	1/2

	
	Security header type
	Security header type

9.3.1
	M
	V
	1/2

	
	Attach accept message identity
	Message type

9.8
	M
	V
	1

	
	EPS attach result
	EPS attach result

9.9.3.10
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

9.9.2.9
	M
	V
	1/2

	
	T3412 value
	GPRS timer

9.9.3.16
	M
	V
	1

	
	TAI list
	Tracking area identity list

9.9.3.33
	M
	LV
	7-97

	
	ESM message container
	ESM message container

9.9.3.15
	M
	LV-E
	5-n

	50
	GUTI
	EPS mobile identity

9.9.3.12
	O
	TLV
	13

	13
	Location area identification
	Location area identification

9.9.2.2
	O
	TV
	6

	23
	MS identity


	Mobile identity

9.9.2.3
	O
	TLV
	7-10

	53
	EMM cause
	EMM cause

9.9.3.9
	O
	TV
	2

	17
	T3402 value
	GPRS timer

9.9.3.16
	O
	TV
	2

	59
	T3423 value
	GPRS timer

9.9.3.16
	O
	TV
	2

	4A
	Equivalent PLMNs
	PLMN list

9.9.2.8
	O
	TLV
	5-47

	34
	Emergency number list
	Emergency number list

9.9.3.37
	O
	TLV
	5-50

	64
	EPS network feature support
	EPS network feature support

9.9.3.12A
	O
	TLV
	3-4

	F-
	Additional update result
	Additional update result

9.9.3.0A
	O
	TV
	1

	5E
	T3412 extended value
	GPRS timer 3

9.9.3.16B
	O
	TLV
	3

	6A
	T3324 value
	GPRS timer 2

9.9.3.16A
	O
	TLV
	3

	6E
	Extended DRX parameters
	Extended DRX parameters

9.9.3.46
	O
	TLV
	3

	65
	DCN-ID
	DCN-ID

9.9.3.48
	O
	TLV
	4

	E-
	SMS services status
	SMS services status

9.9.3.4B
	O
	TV
	1

	D-
	Non-3GPP NW provided policies
	Non-3GPP NW provided policies

9.9.3.49
	O
	TV
	1

	6B
	T3448 value
	GPRS timer 2

9.9.3.16A
	O
	TLV
	3

	C-
	Network policy
	Network policy
9.9.3.52
	O
	TV
	1

	6C
	T3447 value
	GPRS timer 3

9.9.3.16B
	O
	TLV
	3

	XX
	Extended emergency number list
	Extended emergency number list

9.9.3.37A
	O
	TLV-E
	6-65538

	80
	Ciphering key data
	Ciphering key data

9.9.3.56
	O
	TLV-E
	35-2291


***** Next change *****
8.2.26.1
Message definition

This message is sent by the network to the UE to provide the UE with EPS mobility management related data in response to a tracking area update request message. See table 8.2.26.1.

Message type:
TRACKING AREA UPDATE ACCEPT

Significance:
dual

Direction:
network to UE

Table 8.2.26.1: TRACKING AREA UPDATE ACCEPT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

9.2
	M
	V
	1/2

	
	Security header type
	Security header type

9.3.1
	M
	V
	1/2

	
	Tracking area update accept message identity
	Message type

9.8
	M
	V
	1

	
	EPS update result
	EPS update result

9.9.3.13
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

9.9.2.9
	M
	V
	1/2

	5A
	T3412 value
	GPRS timer

9.9.3.16
	O
	TV
	2

	50
	GUTI
	EPS mobile identity

9.9.3.12
	O
	TLV
	13

	54
	TAI list
	Tracking area identity list

9.9.3.33
	O
	TLV
	8-98

	57
	EPS bearer context status
	EPS bearer context status

9.9.2.1
	O
	TLV
	4

	13
	Location area identification
	Location area identification

9.9.2.2
	O
	TV
	6

	23
	MS identity
	Mobile identity

9.9.2.3
	O
	TLV
	7-10

	53
	EMM cause
	EMM cause

9.9.3.9
	O
	TV
	2

	17
	T3402 value
	GPRS timer

9.9.3.16
	O
	TV
	2

	59
	T3423 value
	GPRS timer

9.9.3.16
	O
	TV
	2

	4A
	Equivalent PLMNs
	PLMN list

9.9.2.8
	O
	TLV
	5-47

	34
	Emergency number list
	Emergency number list

9.9.3.37
	O
	TLV
	5-50

	64
	EPS network feature support
	EPS network feature support

9.9.3.12A
	O
	TLV
	3-4

	F-
	Additional update result
	Additional update result
9.9.3.0A
	O
	TV
	1

	5E
	T3412 extended value
	GPRS timer 3

9.9.3.16B
	O
	TLV
	3

	6A
	T3324 value
	GPRS timer 2

9.9.3.16A
	O
	TLV
	3

	6E
	Extended DRX parameters
	Extended DRX parameters

9.9.3.46
	O
	TLV
	3

	68
	Header compression configuration status
	Header compression configuration status

9.9.4.27
	O
	TLV
	4

	65
	DCN-ID
	DCN-ID

9.9.3.48
	O
	TLV
	4

	E-
	SMS services status
	SMS services status

9.9.3.4B
	O
	TV
	1

	D-
	Non-3GPP NW policies
	Non-3GPP NW provided policies

9.9.3.49
	O
	TV
	1

	6B
	T3448 value
	GPRS timer 2

9.9.3.16A
	O
	TLV
	3

	C-
	Network policy
	Network policy
9.9.3.52
	O
	TV
	1

	6C
	T3447 value
	GPRS timer 3

9.9.3.16B
	O
	TLV
	3

	XX
	Extended emergency number list
	Extended emergency number list

9.9.3.37A
	O
	TLV-E
	6-65538

	80
	Ciphering key data
	Ciphering key data

9.9.3.56
	O
	TLV-E
	35-2291


***** Next change *****
9.9.3.37A
Extended Emergency Number List

The purpose of this information element is to encode one or more local emergency number(s) together with a sub-services field containing zero ore more sub-services of the associated emergency service URN. An emergency service URN is a service URN with top level service type of "sos" as specified in IETF RFC 5031 [55].

EXAMPLE 1:
If the associated emergency service URN is "urn:service:sos.gas", there is only one sub-service provided in the sub-services field which is "gas".

EXAMPLE 2:
If the associated emergency service URN is "urn:service:sos", there is no sub-services provided in the sub-services field and the length of the sub-services field is "0".

NOTE:
The associated emergency service URN can be a country-specific emergency service URN as defined in 3GPP TS 24.229 [13D].

The Extended Emergency Number List information element is coded as shown in figure 9.9.3.37A.1.

The Extended Emergency Number List IE is a type 6 information element with a minimum length of 6 octets and a maximum length of 65538 octets.

	8
	7
	6
	5
	4
	3
	2
	1
	

	Extended Emergency Number List IE
	octet 1

	Length of Extended Emergency Number List IE contents


	octet 2

octet 3

	Length of 1st Emergency Number information (Note 1)
	octet 4

	Number digit 2
	Number digit 1
	octet 5

	
	
	(Note 2)

	Number digit 4
	Number digit 3
	octet 6*

	
	
	

	:
	:
	:

	
	
	

	(Note 3)
	
	octet j-1*

	
	
	

	Length of 1st sub-services field (Note 4)
	octet j

	sub-services field


	octet j+1*

(Note 5)

octet k-1*

	Length of 2nd Emergency Number information (Note 1)
	octet k*

	Number digit 2
	Number digit 1
	octet k+1*

	
	
	(Note 2)

	Number digit 4
	Number digit 3
	octet k+2*

	
	
	

	:
	:
	:

	
	
	

	(Note 3)
	:
	octet l-1*

	
	
	

	Length of 2nd sub-services field (Note 4)
	octet l*

	sub-services field


	octet l+1*

(Note 5)

octet m-1*

	Length of 3rd Emergency Number information (Note 1)
	octet m*

	Number digit 2
	Number digit 1
	octet m+1*

	
	
	(Note 2)

	Number digit 4
	Number digit 3
	octet m+2*

	
	
	

	:
	:
	:

	
	
	

	(Note 3)
	:
	octet n-1*

	
	
	

	Length of 3rd sub-services field (Note 4)
	octet n*

	sub-services field


	octet n+1*

(Note 5)

octet o*


NOTE 1:
The length shall contain the number of octets used to encode the number digits.

NOTE 2:
The number digit(s) in octet 5 precedes the digit(s) in octet 6 etc. The number digit, which would be entered first, is located in octet 6, bits 1 to 4. The contents of the number digits are coded as shown in table 10.5.118/3GPP TS 24.008 [13].

NOTE 3:
If the emergency number contains an odd number of digits, bits 5 to 8 of the last octet of the respective emergency number shall be filled with an end mark coded as "1111".

NOTE 4:
The length shall contain the number of octets used to encode the sub-services field.

NOTE 5:
The characters of the sub-services of the associated emergency service URN shall be coded in accordance to 3GPP TS 23.038 [3] and the first character starts in octet j+1, l+1 or n+1.

Figure 9.9.3.37A.1 Extended Emergency Number List IE

EXAMPLE 3:
If the associated emergency service URN is "urn:service:sos.police.municipal", the sub-services field contains "police.municipal" and the first character is "p".
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