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	Reason for change:
	The UE supporting S1 mode shall operate in the mode for inter-system interworking with EPS as follows:

a)
if the IWK N26 bit in the 5GS network feature support IE is set to "interworking without N26 not supported", the UE shall operate in single-registration mode;

b)
if the IWK N26 bit in the 5GS network feature support IE is set to "interworking without N26 supported" and the UE supports dual-registration mode, the UE may operate in dual-registration mode; or

Even the UE supports dual-registration mode, the UE may also operate in single-registration mode. In that case, the UE shall follow the single-registration procedure.

	
	

	Summary of change:
	It is clarfied that the UE supporting dual-registration mode may also follow the procedure in the subclause 4.8.2.3

	
	

	Consequences if not approved:
	The UE supporting dual-registration mode will not follow the single-registration for the coordination for ESM and 5GSM.
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	Other comments:
	


***** First change *****
4.8.2
Single-registration mode

4.8.2.1
General

If the UE receives the indication that interworking without N26 is not supported, the UE operates as described in subclause 4.8.2.2. 
If the UE receives the indication that interworking without N26 is supported and 
a)
the UE does not support dual-registration mode; or
b)
the UE supporting dual-registration mode determines to operate in single-registration mode,
 the UE operates as described in subclause 4.8.2.3.
***** End of changes *****
