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9.10.3.2
5GMM cause
The purpose of the 5GMM cause information element is to indicate the reason why a 5GMM request from the UE is rejected by the network.

The 5GMM cause information element is coded as shown in figure 9.10.3.1.2 and table 9.10.3.1.2.

The 5GMM cause is a type 3 information element with 2 octets length.

	8
	7
	6
	5
	4
	3
	2
	1
	· 

	5GMM cause IEI
	· octet 1

	Cause value
	· octet 2


Figure 9.10.3.1.2: 5GMM cause information element

Table 9.10.3.1.2 : 5GMM cause information element

	Cause value (octet 2)

	

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	0
	0
	0
	1
	1
	
	Illegal UE

	0
	0
	0
	0
	0
	1
	0
	1
	
	PEI not accepted

	0
	0
	0
	0
	0
	1
	1
	0
	
	Illegal ME

	0
	0
	0
	0
	0
	1
	1
	1
	
	5GS services not allowed

	0
	0
	0
	0
	1
	0
	1
	0
	
	Implicitly de-registered

	0
	0
	0
	0
	1
	0
	1
	1
	
	PLMN not allowed

	0
	0
	0
	0
	1
	1
	0
	0
	
	Tracking area not allowed

	0
	0
	0
	0
	1
	1
	0
	1
	
	Roaming not allowed in this tracking area

	0
	0
	0
	1
	0
	1
	0
	1
	
	Synch failure

	0
	0
	0
	1
	1
	0
	1
	1
	
	N1 mode not allowed

	0
	0
	0
	1
	1
	1
	0
	0
	
	Restricted service area

	0
	0
	1
	0
	1
	0
	1
	1
	
	LADN not available

	0
	1
	0
	0
	0
	0
	1
	1
	
	Insufficient resources for specific slice and DNN

	0
	1
	0
	0
	0
	1
	0
	1
	
	Insufficient resources for specific slice

	0
	1
	0
	0
	0
	1
	1
	1
	
	Non-3GPP access to 5GCN not allowed

	0
	1
	0
	1
	1
	0
	1
	0
	
	Payload was not forwarded

	0
	1
	0
	1
	1
	1
	1
	1
	
	Semantically incorrect message

	0
	1
	1
	0
	0
	0
	0
	0
	
	Invalid mandatory information

	0
	1
	1
	0
	0
	0
	0
	1
	
	Message type non-existent or not implemented

	0
	1
	1
	0
	0
	0
	1
	0
	
	Message type not compatible with the protocol state

	0
	1
	1
	0
	0
	0
	1
	1
	
	Information element non-existent or not implemented

	0
	1
	1
	0
	0
	1
	0
	0
	
	Conditional IE error

	0
	1
	1
	0
	0
	1
	0
	1
	
	Message not compatible with the protocol state

	0
	1
	1
	0
	1
	1
	1
	1
	
	Protocol error, unspecified

	
	
	
	
	
	
	
	
	
	

	Any other value received by the mobile station shall be treated as 0110 1111, "protocol error, unspecified". Any other value received by the network shall be treated as 0110 1111, "protocol error, unspecified".


A.2
Cause related to subscription options
Cause #5 – PEI not accepted


This cause is sent to the UE if the network does not accept an initial registration procedure for emergency services using a PEI.
Cause #7 – 5GS services not allowed


This 5GMM cause is sent to the UE when it is not allowed to operate 5GS services.

Cause #11 – PLMN not allowed


This 5GMM cause is sent to the UE if it requests service, or if the network initiates a de-registration request, in a PLMN where the UE, by subscription or due to operator determined barring, is not allowed to operate.

Cause #12 – Tracking area not allowed


This 5GMM cause is sent to the UE if it requests service, or if the network initiates a de-registration request, in a tracking area where the HPLMN determines that the UE, by subscription, is not allowed to operate.

NOTE 1:
If 5GMM cause #12 is sent to a roaming subscriber the subscriber is denied service even if other PLMNs are available on which registration was possible.

Cause #13 – Roaming not allowed in this tracking area


This 5GMM cause is sent to a UE which requests service, or if the network initiates a de-registration request, in a tracking area of a PLMN which by subscription offers roaming to that UE but not in that tracking area.

Cause #27 – N1 mode not allowed

This 5GMM cause is sent to the UE if it requests service, or if the network initiates a de-registration request, in a PLMN where the UE by subscription, is not allowed to operate in N1 mode.
Cause #XX – Non-3GPP access to 5GCN not allowed

This 5GMM cause is sent to the UE if it requests accessing 5GCN over non-3GPP access in a PLMN, where the UE by subscription, is not allowed to access 5GCN over non-3GPP access.
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