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	Reason for change:
	In S2-1811546 Reply LS on the applicability of service area restriction and   NSSAIs to EPLMNs, it clarifies on the applicability of NSSAIs to EPLMNs as follows:
"b) Is the allowed/rejected/configured NSSAI applicable for the registered PLMN and its equivalent PLMNs, or is only applicable for the registered PLMN?

SA2 Answer: 

· The Allowed NSSAI is applicable for the Registration Area which may include PLMNs from one or more PLMNs. It is required that these PLMNs have the same network slicing configuration for the S-NSSAIs in the Allowed NSSAI at least. It is also assumed these are equivalent PLMNs.

· The rejected S-NSSAIs may be applicable for the entire PLMN, but that option can only be used if there is only one PLMN in the Registration Area.
· The Configured NSSAI is applicable to the Registered PLMN (i.e. the PLMN of the 5G-GUTI)."
The stage 3 aspects should be updated to reflect these requirements.
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	1. Clarify the applicability of Allowed NSSAI for the equivalent PLMNs;
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***** Next change *****
4.6.1
General
The 5GS supports network slicing as described in 3GPP TS 23.501 [8]. Within a PLMN, a network slice is identified by an S-NSSAI, which is comprised of a slice/service type (SST) and a slice differentiator (SD). Inclusion of an SD in an S-NSSAI is optional. A set of one or more S-NSSAIs is called the NSSAI. The following NSSAIs are defined in 3GPP TS 23.501 [8]:

a)
configured NSSAI;

b)
requested NSSAI;

c)
allowed NSSAI; and
d)
subscribed S-NSSAIs;
The following NSSAIs are defined in the present document:
a)
rejected NSSAI for the current PLMN; and

b)
rejected NSSAI for the current PLMN and registration area combination.
The HPLMN may configure a UE with the configured NSSAI per PLMN. In addition, the HPLMN may configure a UE with a configured NSSAI not associated with a PLMN. The UE shall have a single configured NSSAI not associated with a PLMN and consider the configured NSSAI as valid in a PLMN for which the UE has neither configured NSSAI nor allowed NSSAI.
The allowed NSSAI is managed per access type independently, i.e. 3GPP access or non-3GPP access, and is applicable for the registration area. If the registration area contains TAIs belonging to different PLMNs, which are equivalent PLMNs, the allowed NSSAI is applicable to these PLMNs in this registration area.
The rejected NSSAI for the current PLMN is applicable for the whole registered PLMN, where the registration area shall only contain TAIs belonging to the registered PLMN. 
***** Next change *****
4.6.2.2
NSSAI storage
If available, the configured NSSAI(s) shall be stored in a non-volatile memory in the ME as specified in annex C.
Each of the configured NSSAI stored in the UE is a set composed of at most 16 S-NSSAIs. Each of the allowed NSSAI stored in the UE is a set composed of at most 8 S-NSSAIs and is associated with a PLMN identity and an access type. When the registered area contains TAIs belonging to different PLMNs, which are equivalent PLMNs, the allowed NSSAI stored in the UE is associated with the PLMN identities of these PLMNs and an access type. Each of the configured NSSAI, and the rejected NSSAI is associated with a PLMN identity. The S-NSSAI(s) in the rejected NSSAI for the current PLMN and registration area combination are further associated with a registration area where the rejected S-NSSAI(s) is not available. The S-NSSAI(s) in the rejected NSSAI for the current PLMN shall be considered rejected for the current PLMN regardless of the access type. There shall be no duplicated PLMN identities in each of the list of configured NSSAI(s), allowed NSSAI(s), rejected NSSAI(s) for the current PLMN, and rejected NSSAI(s) for the current PLMN and registration area combination.

The UE stores NSSAIs as follows:
a)
The configured NSSAI shall be stored until a new configured NSSAI is received for a given PLMN. The network may provide to the UE the mapping of each S-NSSAI of the new configured NSSAI to the S-NSSAI(s) of the configured NSSAI for the HPLMN which shall also be stored in the UE. When the UE is provisioned with a new configured NSSAI for a PLMN, the UE shall:

1)
replace any stored configured NSSAI for this PLMN with the new configured NSSAI for this PLMN;

2)
delete any stored mapping of each S-NSSAI of the configured NSSAI to the S-NSSAI(s) of the configured NSSAI for the HPLMN and, if available, store the mapping of each S-NSSAI of the new configured NSSAI to the S-NSSAI(s) of the configured NSSAI for the HPLMN;

3)
delete any stored allowed NSSAI for this PLMN and, if available, the stored mapping of each S-NSSAI of the allowed NSSAI to the S-NSSAI(s) of the configured NSSAI for the HPLMN, if the UE received the new configured NSSAI for this PLMN and the "registration requested" indication in the same CONFIGURATION UPDATE COMMAND message but without any new allowed NSSAI for this PLMN included; and

4)
delete any rejected NSSAI for the current PLMN, and rejected NSSAI for the current PLMN and registration area combination.

If the UE receives an S-NSSAI associated with a PLMN ID from the network during the PDN connection establishment procedure in EPS as specified in 3GPP TS 24.301 [15], the UE may store the received S-NSSAI in the configured NSSAI for the PLMN identified by the PLMN ID associated with the S-NSSAI, if not already in the configured NSSAI;

The UE may continue storing a received configured NSSAI for a PLMN and mapping of each S-NSSAI to the S-NSSAI(s) of the configured NSSAI for the HPLMN, if available, when the UE registers in another PLMN. 

NOTE 1:
The maximum number of configured NSSAIs and associated mapping for PLMNs other than the HPLMN that need to be stored in the UE, and how to handle the stored entries, are up to UE implementation.
b)
The allowed NSSAI shall be stored until a new allowed NSSAI is received for a given PLMN. The network may provide to the UE the mapping of each S-NSSAI of the new allowed NSSAI to the S-NSSAI(s) of the configured NSSAI for the HPLMN (see subclauses 5.5.1.2 and 5.5.1.3) which shall also be stored in the UE. When a new allowed NSSAI for a PLMN is received, the UE shall:

1)
replace any stored allowed NSSAI for this PLMN with the new allowed NSSAI for this PLMN; and

2)
delete any stored mapping of each S-NSSAI of the allowed NSSAI to the S-NSSAI(s) of the configured NSSAI for the HPLMN and, if available, store the mapping of each S-NSSAI of the new allowed NSSAI to the S-NSSAI(s) of the configured NSSAI for the HPLMN.


The UE shall remove, if any, the stored rejected S-NSSAI(s) which is/are included in the new allowed NSSAI for the current PLMN;


If the UE receives the CONFIGURATION UPDATE COMMAND message indicating "registration requested" and contains no parameter (see subclauses 5.4.4.2 and 5.4.4.3), the UE shall delete any stored allowed NSSAI for this PLMN, and delete any stored mapping of each S-NSSAI of the allowed NSSAI to the S-NSSAI(s) of the configured NSSAI for the HPLMN, if available;
NOTE 2:
Whether the UE stores the allowed NSSAI and the mapping of the allowed NSSAI to the configured NSSAI for the HPLMN also when the UE is switched off is implementation specific.
c)
When the UE receives the S-NSSAI(s) included in rejected NSSAI in the REGISTRATION ACCEPT message or in the CONFIGURATION UPDATE COMMAND message, the UE shall store the S-NSSAI(s) into the rejected NSSAI based on the associated rejection cause(s). Once the UE is deregistered over all access types, the rejected NSSAI for the current PLMN shall be deleted. Once the UE is deregistered over an access type, the rejected NSSAI for the current PLMN and registration area combination corresponding to the access type shall be deleted. The UE shall delete, if any, the stored rejected NSSAI for the current PLMN and registration area combination if the UE moves out of the registration area; and

d)
When the UE receives the Network slicing indication IE with the Network slicing subscription change indication set to "Network slicing subscription changed" in the REGISTRATION ACCEPT message or in the CONFIGURATION UPDATE COMMAND message, the UE shall delete the network slicing information for each of the PLMNs that the UE has slicing information stored for (excluding the current PLMN). Additionally, the UE shall update the network slicing information for the current PLMN (if received) as specified above in bullets a), b) and c):

NOTE 3:
The UE does not delete the configured NSSAI not associated with a PLMN when it receives the Network slicing subscription change indication.
