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	Reason for change:
	In EPS, the error handling of emergency PDN connection establishment is defined as follows:
6.5.1.5  Abnormal cases in the UE 
The following abnormal cases can be identified: 
a)  T3482 expired 
On the first expiry of the timer T3482: 
if the PDN CONNECTIVITY REQUEST message was sent with request type set to "emergency" or "handover of emergency bearer services" in a stand-alone PDN connectivity procedure, then the UE shall: 
a) inform the upper layers of the failure to establish the emergency bearer; or 
b) detach locally, if not detached already, attempt EPS attach for emergency bearer services. 

However, the handling of T3580 expiry for emergency PDU session establishment procedure is not defined.


	
	

	Summary of change:
	For emergency PDU session establishment procedure, on the first expiry of the timer T3580, the UE may:
 1) inform the upper layers of the failure of the procedure; or
[bookmark: _GoBack] 2) de-register locally, if not de-registered already, attempt initial registration for emergency services.


	
	

	Consequences if not approved:
	The UE handling of T3580 expiry for emergency PDU session establishment procedure is not defined.
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***** Next change *****
[bookmark: _Toc20232830]6.4.1.6	Abnormal cases in the UE
The following abnormal cases can be identified:
a)	Expiry of timer T3580
	If the PDU SESSION ESTABLISHMENT REQUEST message was sent with request type set to "initial emergency request" or "existing emergency PDU session", on the first expiry of the timer T3580, the UE may:
1)	inform the upper layers of the failure of the procedure; or
NOTE:	This can result in the upper layers requesting another emergency call attempt using domain selection as specified in 3GPP TS 23.167 [6].
2)	de-register locally, if not de-registered already, attempt initial registration for emergency services.
	Otherwise, tThe UE shall, on the first expiry of the timer T3580, retransmit the PDU SESSION ESTABLISHMENT REQUEST message and the PDU session information which was transported together with the initial transmission of the PDU SESSION ESTABLISHMENT REQUEST message and shall reset and start timer T3580, if still needed. This retransmission can be repeated up to four times, i.e. on the fifth expiry of timer T3580, the UE shall abort the procedure, release the allocated PTI and enter the state PROCEDURE TRANSACTION INACTIVE.
b)	Upon receiving an indication that the 5GSM message was not forwarded due to routing failure along with a PDU SESSION ESTABLISHMENT REQUEST message with the PDU session ID IE set to the same value as the PDU session ID that was sent by the UE, the UE shall stop timer T3580 and shall abort the procedure. If the UE sent the PDU SESSION ESTABLISHMENT REQUEST message in order for the handover of an existing non-emergency PDU session between 3GPP access and non-3GPP access, the UE shall consider that the PDU session is associated with the source access type.
b1)	Upon receiving an indication that the 5GSM message was not forwarded due to service area restrictions along with a PDU SESSION ESTABLISHMENT REQUEST message with the PDU session ID IE set to the same value as the PDU session ID that was sent by the UE, the UE shall abort the procedure.
c)	Collision of UE-requested PDU session establishment procedure and network-requested PDU session release procedure.
	If the UE receives a PDU SESSION RELEASE COMMAND message after sending a PDU SESSION ESTABLISHMENT REQUEST message to the network, and the PDU session ID in the PDU SESSION RELEASE COMMAND message is the same as the PDU session ID in the PDU SESSION ESTABLISHMENT REQUEST message, the UE shall ignore the PDU SESSION RELEASE COMMAND message and proceed with the UE-requested PDU session establishment procedure.


