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1. Introduction
This p-CR addresses the SA2 agreement that the exchange of port management information is initiated by DS-TT to provide port management capabilities (see CR#1747 to 23.501, S2-1910625).
2. Reason for Change
The updated clause 5.28.3.1 in TS 23.501 (see S2-1910625) specifies that exchange of port management information is initiated by DS-TT to provide port management capabilities, i.e. provide information indicating which standardized and deployment-specific port management information is supported by DS-TT.
“Exchange of port management information is initiated by DS-TT to:

-
provide port management capabilities, i.e. provide information indicating which standardized and deployment-specific port management information is supported by DS-TT.”
3. Conclusions

For supporting the new stage2 requirement it is proposed to specify a new Ethernet port management procedure.

4. Proposal

It is proposed to agree the following changes to 3GPP TS 24.5xy V0.0.0.
* * * First Change * * * *

5.1
General

The UE and the network may support transfer of standardized and deployment-specific Ethernet port management information between a time-sensitive networking (TSN) AF and the DS-TT at the UE, to manage the Ethernet port used at the DS-TT for a PDU session of "Ethernet" PDU session type. The Ethernet port management messages are included in a Port management information container IE and transported using the PDU session establishment procedure and PDU session modification procedure as specified in 3GPP TS 23.502 [2].
* * * Next of Change * * * *

5.2.X
DS-TT-initiated Ethernet port management capability procedure
5.2.X.1
General

The purpose of the DS-TT-initiated Ethernet port management capability procedure is to provide the DS-TT supported Ethernet port management capabilities to the TSN AF during PDU Session establishment as specified in 3GPP TS 23.502 [2].

5.2.X.2
DS-TT-initiated Ethernet port management capability procedure

In order to initiate the DS-TT-initiated Ethernet port management capability procedure, the DS-TT shall create an ETHERNET PORT MANAGEMENT CAPABILITY message and shall:

a)
include the DS-TT Ethernet port management capabilities in the Ethernet port management capability IE of the ETHERNET PORT MANAGEMENT CAPABILITY message; and
b)
send the ETHERNET PORT MANAGEMENT CAPABILITY message to the TSN AF via the SMF and the PCF as specified in 3GPP TS 23.502 [2].
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Figure 5.2.X.2.1: DS-TT-initiated Ethernet port management capability procedure

Editor's note:
It is for further study if a two-way procedure is required to prevent from loss of the Port management information container between DS-TT and TSN-AF.

* * * Next of Change * * * *

8.X
Ethernet port management capability
8.X.1
Message definition

The ETHERNET PORT MANAGEMENT CAPABILITY message is sent by the DS-TT to provide the DS-TT supported Ethernet port management capabilities to the TSN AF, see table 8.X.1.1

Message type:
ETHERNET PORT MANAGEMENT CAPABILITY
Significance:
dual

Direction:

DS-TT to network

Table 8.X.1.1: ETHERNET PORT MANAGEMENT CAPABILITY message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	ETHERNET PORT MANAGEMENT CAPABILITY message identity
	Ethernet port management service message type

9.1
	M
	V
	1

	
	Ethernet port management capability
	Ethernet port management capability

9.3
	M
	LV-E
	5-65534

	NOTE:
The total length of the ETHERNET PORT MANAGEMENT CAPABILITY message cannot exceed 65535 octets (see Port management information container contents maximum length as specified in clause 9.11.4.27 of 3GPP TS 24.501 [3]).


8.X.2
Ethernet port management capability

This IE shall be included in the ETHERNET PORT MANAGEMENT CAPABILITY message if the DS-TT needs to provide the supported Ethernet port parameters as part of DS-TT-initiated Ethernet port management capability procedure.
* * * Next Change * * * *

9.1
Ethernet port management service message type

Table 9.1.1: Ethernet port management service message type
	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	0
	0
	0
	0
	0
	
	Reserved

	0
	0
	0
	0
	0
	0
	0
	1
	
	MANAGE ETHERNET PORT COMMAND message

	0
	0
	0
	0
	0
	0
	1
	0
	
	MANAGE ETHERNET PORT COMPLETE message

	0
	0
	0
	0
	0
	0
	1
	1
	
	ETHERNET PORT MANAGEMENT NOTIFY message

	0
	0
	0
	0
	0
	1
	0
	0
	
	ETHERNET PORT MANAGEMENT NOTIFY ACK message

	0
	0
	0
	0
	0
	1
	0
	1
	
	ETHERNET PORT MANAGEMENT NOTIFY COMPLETE message

	0
	0
	0
	0
	0
	1
	1
	0
	
	ETHERNET PORT MANAGEMENT CAPABILITY message

	

	All other values are reserved


* * * End of Changes * * * *
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