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	Reason for change:
	The UE and the network behavior is not specified when an emergency PDU session is successfully established after the UE received the Negotiated WUS assistance information IE during the last registration procedure.


	
	

	Summary of change:
	When an emergency PDU session is successfully established after the UE received the Negotiated WUS assistance information IE during the last registration procedure, the UE and the AMF shall not use WUS assistance information until the release of emergency PDU session is synchronized between the UE and the network.
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	Unspecified UE and network behavior when emergency PDU established after WUS negotiation.
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[bookmark: _Toc20232700]***** First change *****
[bookmark: _Toc27743780][bookmark: _Toc36212862][bookmark: _Toc36657039]5.3.24	WUS assistance
A UE supporting reception of WUS assistance information indicates its capability for reception of WUS assistance information during registration procedure (see 3GPP TS 23.501 [8]). The UE supporting WUS assistance information may include its UE paging probability information in the Requested WUS assistance information IE in the REGISTRATION REQUEST message if the UE does not have emergency PDU session. The UE and the network may negotiate the UE paging probability information during registration procedure (see 3GPP TS 23.501 [8], 3GPP TS 36.300 [25B]).
NOTE:	The determination of UE paging probability information is up to UE implementation.
If the UE does not have emergency PDU session and the network accepts the use of the WUS assistance information for the UE, the network determines the negotiated UE paging probability information for the UE based on the requested UE paging probability information, if any, local configuration or previous statistical information for the UE, and then indicates the negotiated UE paging probability information in the Negotiated WUS assistance information IE to the UE in the REGISTRATION ACCEPT message. The network shall store the negotiated UE paging probability information in the 5GMM context of the UE for paging.
The UE shall use WUS assistance information only if the UE received the Negotiated WUS assistance information IE during the last registration procedure. If the UE did not receive the Negotiated WUS assistance information IE during the last registration procedure, the UE shall not use WUS assistance.
If the network did not accept the request to use WUS assistance information, the network shall delete the stored negotiated UE paging probability information for the UE, if available.
When an emergency PDU session is successfully established after the UE received the Negotiated WUS assistance information IE during the last registration procedure, the UE and the AMF shall not use WUS assistance information until:
-	the successful completion of the PDU session release procedure of the emergency PDU session, or
-	the UE receives WUS assistance information during a registration procedure with PDU session status IE or upon successful completion of a service request procedure, if the UE or the network locally releases the emergency PDU session.
***** end of changes *****

