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1. Introduction
In TR 24.821, Key issue #7 focuses on PLMN selection for emergency call.
This pCR provides an evaluation of the above solutions for this key issue. 

2. Reason for Change
An evaluation of solutions for KI#7 is provided.

3. Proposal
It is proposed to agree the following changes to 3GPP TR 24.821 v1.0.0.


* * * First Change * * * *
[bookmark: _Toc66447137][bookmark: _Toc66709447][bookmark: _Toc66447136][bookmark: _Toc66709446]7.7	Evaluation of Solutions for Key Issue #7
Key issue #7 " Emergency calls " identifies the following issue in subclause 5.7:
-	What modifications in automatic PLMN selection mode are necessary for a UE using satellite access unable to obtain normal service from a PLMN?
There are two candidate solutions for this key issue. The evalution of these solutions is as follows.
Table 7.7-1  Evaluation of the solutions to KI#7
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	Solution Summary
	Evaluation

	Solution 
16
	When a UE needs to camp on an acceptable cell with "satellite NG-RAN" access technology, it checks whether a candidate cell belongs to a PLMN allowed in the country where the UE is physically located, according to the solution to Key Issues #1 and #2.
	The two solutions are compatible and can be combined in the same scenario.

The similarity and difference between the two are as follows.
Similarity:
Both solutions cover the scenario of camping on an acceptable cell with the consideration of the PLMN ID, and are consistent with the solution to KI#1 and KI#2 in this scenario.

Difference:
Solution18 considers more scenarios given by TS 23.122[3] and the feature of the network during the registration procedure(i.e. verifying the UE location.)

	Solution 
18
	When a UE in satellite access needs to camp on an acceptable cell, it distinguishes the situations:
-	When unable to find a suitable cell to camp on or receiving a REGISTRATION REJECT due to its location, it may camp on an acceptable cell according to the solution to Key Issues #1 and #2;
-	When receiving a REGISTRATION REJECT due to other reason, it may camp on an acceptable cell of the selected PLMN;
-	When the USIM is not inserted, it may camp on an acceptable cell irrespective of the PLMN identity, without modifying the behaviour.
	




* * * Next Change * * * *
