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*** First change ***
[bookmark: _Toc20232965][bookmark: _Toc27747073][bookmark: _Toc36213262][bookmark: _Toc36657439][bookmark: _Toc45287107][bookmark: _Toc51948377][bookmark: _Toc51949469][bookmark: _Toc68203204]8.2.9.1	Message definition
The REGISTRATION REJECT message is sent by the AMF to the UE. See table 8.2.9.1.1.
Message type:	REGISTRATION REJECT
Significance:	dual
Direction:		network to UE
Table 8.2.9.1.1: REGISTRATION REJECT message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator
9.2
	M
	V
	1

	
	Security header type
	Security header type
9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet
9.5
	M
	V
	1/2

	
	Registration reject message identity
	Message type
9.7
	M
	V
	1

	
	5GMM cause
	5GMM cause
9.11.3.2
	M
	V
	1

	5F
	T3346 value
	GPRS timer 2
9.11.2.4
	O
	TLV
	3

	16
	T3502 value
	GPRS timer 2
9.11.2.4
	O
	TLV
	3

	78
	EAP message
	EAP message
9.11.2.2
	O
	TLV-E
	7-1503

	69
	Rejected NSSAI
	Rejected NSSAI
9.11.3.46
	O
	TLV
	4-42

	75
	CAG information list
	CAG information list
9.11.3.18A
	O
	TLV-E
	3-n

	68
	Extended rejected NSSAI
	Extended rejected NSSAI
9.11.3.75
	O
	TLV
	4-74

	xx
	MCC list
	MCC list
9.11.3.xx
	O
	TLV
	4-TBD




*** Next change ***
8.2.9.x	MCC list
The AMF may include this IE to inform the UE of the country or international area where the UE is located.

*** Next change ***
[bookmark: _Toc20232990][bookmark: _Toc27747098][bookmark: _Toc36213288][bookmark: _Toc36657465][bookmark: _Toc45287134][bookmark: _Toc51948405][bookmark: _Toc51949497][bookmark: _Toc68203232]8.2.14.1	Message definition
The DEREGISTRATION REQUEST message is sent by the AMF to the UE. See table 8.2.14.1.1.
Message type:	DEREGISTRATION REQUEST
Significance:	dual
Direction:		network to UE
Table 8.2.14.1.1: DEREGISTRATION REQUEST message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator
9.2
	M
	V
	1

	
	Security header type
	Security header type
9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet
9.5
	M
	V
	1/2

	
	De-registration request message identity
	Message type
9.7
	M
	V
	1

	
	De-registration type
	De-registration type
9.11.3.20
	M
	V
	1/2

	
	Spare half octet
	Spare half octet
9.5
	M
	V
	1/2

	58
	5GMM cause
	5GMM cause
9.11.3.2
	O
	TV
	2

	5F
	T3346 value
	GPRS timer 2
9.11.2.4
	O
	TLV
	3

	6D
	Rejected NSSAI
	Rejected NSSAI
9.11.3.46
	O
	TLV
	4-42

	75
	CAG information list
	CAG information list
9.11.3.18A
	O
	TLV-E
	3-n

	68
	Extended rejected NSSAI
	Extended rejected NSSAI
9.11.3.75
	O
	TLV
	4-74

	xx
	MCC list
	MCC list
9.11.3.xx
	O
	TLV
	4-TBD




*** Next change ***
8.2.14.x	MCC list
The AMF may include this IE to inform the UE of the country or international area where the UE is located.

*** Next change ***
[bookmark: _Toc20233009][bookmark: _Toc27747118][bookmark: _Toc36213308][bookmark: _Toc36657485][bookmark: _Toc45287154][bookmark: _Toc51948427][bookmark: _Toc51949519][bookmark: _Toc68203254]8.2.18.1	Message definition
The SERVICE REJECT message is sent by the AMF to the UE in order to reject the service request procedure. See table 8.2.18.1.1.
Message type:	SERVICE REJECT
Significance:	dual
Direction:		network to UE
Table 8.2.18.1.1: SERVICE REJECT message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator
9.2
	M
	V
	1

	
	Security header type
	Security header type
9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet
9.5
	M
	V
	1/2

	
	Service reject message identity
	Message type
9.7
	M
	V
	1

	
	5GMM cause
	5GMM cause
9.11.3.2
	M
	V
	1

	50
	PDU session status
	PDU session status
9.11.3.44
	O
	TLV
	4-34

	5F
	T3346 value
	GPRS timer 2
9.11.2.4
	O
	TLV
	3

	78
	EAP message
	EAP message
9.11.2.2
	O
	TLV-E
	7-1503

	6B
	T3448 value
	GPRS timer 2
9.11.2.4
	O
	TLV
	3

	75
	CAG information list
	CAG information list
9.11.3.18A
	O
	TLV-E
	3-n

	xx
	MCC list
	MCC list
9.11.3.xx
	O
	TLV
	4-TBD




*** Next change ***
8.2.18.x	MCC list
The AMF may include this IE to inform the UE of the country or international area where the UE is located.

*** Next change ***
[bookmark: _Toc20233216][bookmark: _Toc27747340][bookmark: _Toc36213531][bookmark: _Toc36657708][bookmark: _Toc45287383][bookmark: _Toc51948658][bookmark: _Toc51949750][bookmark: _Toc68203486]9.11.3.xx	MCC list
The purpose of the MCC list information element is to inform the UE of the country or international area where the UE is located.
The MCC list information element is coded as shown in figures 9.11.3.x.1 and 9.11.3.x.2 and table 9.11.3.x.1.
The MCC list is a type 4 information element, with a minimum length of 4 octets.
Editor's note;	The maximum number of MCCs which can be included in the IE is FFS.

	8
	7
	6
	5
	4
	3
	2
	1
	

	MCC list IEI
	octet 1

	Length of MCC list contents
	octet 2

	MCC 1
	octet 3
octet 4

	MCC 2
	octet 5*
octet 6*

	…
	octet 7*
octet 2n*

	MCC n
	octet 2n+1*
octet 2n+2*



Figure 9.11.3.x.1: MCC list information element
	8
	7
	6
	5
	4
	3
	2
	1
	

	
MCC digit 2
	
MCC digit 1
	
octet 2n+1

	MCC Indication
	0
Spare
	0
Spare
	0
Spare
	
MCC digit 3
	
octet 2n+2


Figure 9.11.3.x.2: MCC n
Table 9.11.3.x.1: MCC list information element
	MCC, Mobile country code (octet 2n+1 and bits 1 to 4 in octet 2n+2)
The field is coded as in ITU-T Recommendation E.212 [42], annex A.

	

	MCC indication(bit 8 of octet 2n+2) (NOTE)

	Bit

	8
	

	0
	MCC of a country

	1
	International area

	

	NOTE:	When International area is indicated, MCC field is not applicable, shall be ignored.




*** End of changes ***


