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Overall description
CT1 thanks RAN2 for their question in the LS R2-2106520/C1-214016. Here are the answers from CT1:
At RRC establishment or resume, UE indicates the establishment or resume cause for gNB to enable access control. RAN2 discussed how relay UE should set the cause value if the RRC connection establishment/resume is triggered only for relay purpose. The following two options were identified:

Option 1: define a new establishment/resume cause value that is used for all cases when a relay UE establish/resume an RRC connection due to a connection of remote UE;

Option 2: reuse existing establishment/resume cause values.
Question 1: Which option does CT1 prefer?

CT1 Answer: Option 2 is preferred from CT1 perspective. Reusing existing cause value can help to avoid unnecessary differentiation between L2 relay and L3 relay.
RAN2 assumes the access attempt from remote UE shall be under the UAC. RAN2 made following agreement regarding remote UE’s UAC:
Remote UE can reuse legacy access control and no need to enhance the access control procedure of Remote UE.

Question 2: Can CT1 confirm this agreement?
CT1 Answer: yes.
RAN2 has agreed RRC-CONNECTED relay UE would not perform UAC for remote UE’s data. However, there was no agreement in RAN2 whether the relay UE can skip UAC procedure when IDLE/INACTIVE Relay UE intends to access network only for the purpose of relaying but not for its own service. The following two options were identified.

Option 1: Relay UE should skip UAC procedure

Option 2: Relay UE should perform UAC procedure

Question 3: When IDLE/INACTIVE Relay UE intends to access network only for the purpose of relaying but not for its own service, which option does CT1 prefer?
CT1 Answer: Option 1 is preferred. It would be decrease successful access probability for the remote UE since double UAC check would be performed for option2.
2
Actions
To RAN2
ACTION: 
CT1 kindly asks RAN2 to take the above answers into account for the future work.
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