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CT1#136e:
Add a NOTE that the NSSRG information IE shall contain the complete set of (mapped) S-NSSAI(s) included in the configured NSSAI.
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9.11.3.82	NSSRG information
The purpose of the NSSRG information information element is to identify one or more NSSRG values associated with each of the S-NSSAIs in a configured NSSAI.
The NSSRG information information element is coded as shown in figure 9.11.3.82.1, figure 9.11.3.82.2 and table 9.11.3.82.1.
The NSSRG information is a type 6 information element with minimum length of 7 octets and maximum length of 65538 octets.
	8
	7
	6
	5
	4
	3
	2
	1
	

	NSSRG information IEI
	octet 1

	Length of NSSRG information contents

	octet 2
octet 3

	
NSSRG values for S-NSSAI 1
	octet 4

octet m

	
NSSRG values for S-NSSAI 2
	octet m+1*

octet n*

	
…

	octet n+1*

octet u*

	
NSSRG values for S-NSSAI x

	octet u+1*

octet v*


Figure 9.11.3.82.1: NSSRG information information element
	8
	7
	6
	5
	4
	3
	2
	1
	

	Length of NSSRG values for S-NSSAI
	octet 4

	
S-NSSAI value

	octet 5

octet w

	NSSRG value 1 for the S-NSSAI
	octet w+1

	NSSRG value 2 for the S-NSSAI
	octet w+2*

	
…

	octet w+3*

octet m-1*

	NSSRG value y for the S-NSSAI
	octet m*


Figure 9.11.3.82.2: NSSRG values for S-NSSAI
Table 9.11.3.82.1: NSSRG information information element
	Value part of the NSSRG information information element (octet 4 to v)

The value part of the NSSRG information information element consists of one or more NSSRG values for each S-NSSAI in the Configured NSSAI IE.

S-NSSAI value (octet 5 to w) (see NOTE 2)

S-NSSAI value is coded as the length and value part of S-NSSAI information element as specified in subclause 9.11.2.8 starting with the second octet. 


	NSSRG value for the S-NSSAI (octet w+1)

	
This field contains the 8 bit NSSRG value.

	NOTE 2:	The NSSRG information IE shall contain the complete set of S-NSSAI(s) included in the configured NSSAI.
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