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	Reason for change:
	The eCall inactivity procedure shall be started when the following conditions mets:
The eCall inactivity procedure is performed only in 3GPP access and applicable only to a UE configured for eCall only mode as specified in 3GPP TS 31.102 [22]. The procedure shall be started when:
a)	the UE is in any 5GMM-REGISTERED substate except substates 5GMM-REGISTERED.PLMN-SEARCH or 5GMM-REGISTERED.NO-CELL-AVAILABLE;
b)	the UE is in 5GMM-IDLE mode; and
c)	one of the following conditions applies:
1)	timer T3444 expires or is found to have already expired and timer T3445 is not running;
2)	timer T3445 expires or is found to have already expired and timer T3444 is not running; or
3)	timers T3444 and T3445 expire or are found to have already expired.
As specified, if condition b) and c) are met, the UE in 5GMM-REGISTERED state except substate 5GMM-REGISTERED.PLMN-SEARCH or 5GMM REGISTERED.NO-CELL-AVAILABLE shall start the eCall inactivity procedure. 
Hence, the UE in NON-ALLOWED-SERVICE if configured for eCall only mode, shall also perform the eCall inactivity procedure at expiry of timer T3444 or timer T3445. But this is not captured by the current specification. 

	
	

	Summary of change:
	The UE in NON-ALLOWED-SERVICE if configured for eCall only mode, shall also perform the eCall inactivity procedure at expiry of timer T3444 or timer T3445.

	
	

	Consequences if not approved:
	It is not captured that the UE in NON-ALLOWED-SERVICE if configured for eCall only mode, shall perform the eCall inactivity procedure at expiry of timer T3444 or timer T3445.
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*****First change *****
[bookmark: _Toc98753336]5.2.3.2.2	NON-ALLOWED-SERVICE
The UE shall behave as specified in subclause 5.3.5.
The UE in 5GMM-REGISTERED.NON-ALLOWED-SERVICE substate, if configured for eCall only mode as specified in 3GPP TS 31.102 [22], shall perform the eCall inactivity procedure at expiry of timer T3444 or timer T3445 (see subclause 5.5.3).
***** End of changes *****
