Allocations of documents to agenda item after the deadline for requests

	Agenda
	TDoc #
	Tdoc Title
	Source
	Spec
	CR #
	Rev
	WI
	C_Version
	Rel
	CAT
	Type
	Comments

	2
	C1-050809
	Agenda
	CT1 convenor
	
	
	
	
	
	
	
	AGENDA
	

	4
	C1-050810
	Latest version of the WP
	
	
	
	
	
	
	
	
	WP
	

	3
	C1-050811
	LS from TISPAN WG3 to 3GPP CT3 relating to endorsement of TS29.163
	ETSI TISPAN WG3
	
	
	
	
	
	
	
	LS IN
	

	3
	C1-050812
	LS on IMS support of TISPAN NGN supplementary services
	CT3
	
	
	
	FBI
	
	Rel-7
	
	LS IN
	TO: ETSI TISPAN; CC: CT1, CT4, SA2(C3-050438)

	3
	C1-050813
	LS on clarification for Public Service Identity
	CT4
	
	
	
	IMS
	
	Rel-6
	
	LS IN
	TO: SA2, CT1(C4-050882)

	3
	C1-050814
	LS on how to progress IOT test in 3GPP
	CT
	
	
	
	CSICS
	
	Rel-7
	
	LS IN
	To: SA, CT1; CC: RAN (CP-050257)

	3
	C1-050815
	Reply LS on NAS actions in support of MBMS Reception (R2-051109, C1-050797)
	GERAN2
	
	
	
	MBMS
	
	Rel-6
	
	LS IN
	To:CT1, RAN2; CC: SA1, SA2, RAN3, CT4(G2-(05)0281)

	3
	C1-050816
	LS on time to data transfer
	GERAN2
	
	
	
	MBMS
	
	Rel-6
	
	LS IN
	To: SA2; CC: SA4, RAN2, RAN3, CT1, CT3, CT4 (G2-050323)

	3
	C1-050817
	Reply LS on Full RANAP support of network initiated SCUDIF
	GERAN2
	
	
	
	
	
	
	
	LS IN
	To: CT, CT1, CT4; CC: GERAN (G2-050334)

	3
	C1-050818
	Reply to LSes on Service Based Inter-System Handover
	GERAN2
	
	
	
	TEI6
	
	Rel-6
	
	LS IN
	To: CT WG1, SA WG1, SA WG2; CC: CT3(G2-050339)

	3
	C1-050819
	LS on peak throughput class
	GERAN2
	
	
	
	
	
	Rel-6
	
	LS IN
	To: CT1, SA2 (GP-051673)

	3
	C1-050820
	LS on introduction of T-GSM 810
	GERAN2
	
	
	
	
	
	Rel-7
	
	LS IN
	To: CT1(GP-051722)

	3
	C1-050821
	Reply LS to LS on "Reservation of a new sub domain under '.3gppnetwork.org'" from 3GPP TSG‑CT WG4 (C4-050869)
	GSMA/IREG Packet
	
	
	
	
	
	
	
	LS IN
	To: CT1(PACKET 22_007 Rev)

	3
	C1-050822
	LS on Management Objects
	OMA (DM WG)
	
	
	
	
	
	
	
	LS IN
	To: CT6; CC: 3GPP TSG-CT, 3GPP T2, 3GPP SA1, OMA MMSG

	3
	C1-050823
	LS on MBMS cause values
	RAN2
	
	
	
	MBMS
	
	Rel-6
	
	LS IN
	To: CT1(R2-051560)

	3
	C1-050824
	LS on Security key set change on PS handover
	RAN2
	
	
	
	TEI6
	
	
	
	LS IN
	To: SA3; CC:CT1, GERAN2(R2-051684)

	3
	C1-050825
	LS reply on NAS actions in support of MBMS Reception
	SA2
	
	
	
	MBMS
	
	Rel-6
	
	LS IN
	To: RAN2, CT1; CC:SA1, RAN3, GERAN2(S2-050448)

	3
	C1-050826
	LS on Capability exchange
	SA2
	
	
	
	CSI
	
	Rel-7
	
	LS IN
	To: SA4; CC: CT1, SA1 (S2-051460)

	3
	C1-050827
	LS on Keystatus sent by CN node in Security Mode Command
	SA3
	
	
	
	TEI
	
	Rel-6&7
	
	LS IN
	To:RAN3, CT1; CC:RAN2(S2-050308)

	3
	C1-050828
	Reply LS on bit rate/delay requirements in the GERAN for an MBMS session
	SA4
	
	
	
	
	
	
	
	LS IN
	To: GERAN, SA2; CC:SA1, RAN2, RAN3, CT1, CT3, CT4(S4-050399)

	3
	C1-050829
	MBMS Session Identity, Session Identity Expiration time and Session Identity Repetition number
	SA4
	
	
	
	MBMS
	
	Rel-6
	
	LS IN
	To: GERAN2, SA2, RAN2, RAN3, CT1, CT3, CT4 ; CC:SA1(S4-050427)

	3
	C1-050830
	LS response to “S4-050005 on speech codecs for PoC”
	SA4
	
	
	
	
	
	
	
	LS IN
	To: 3GPP2 TSG-C; CC:OMA POC WG, 3GPP TSG SA, 3GPP TSG SA2, 3GPP TSG CT1, 3GPP2 TSG-S( S4 (05)0437)

	3
	C1-050831
	Reply LS on Application Charging ID (ACID) for PoC
	SA5
	
	
	
	PoC-CH
	
	Rel-6
	
	LS IN
	To: CT1; CC: SA2 (S5-054468)

	3
	C1-050832
	LS on end-to-end service level tracing for IMS
	SA5 SWG-D
	
	
	
	OAM7-Trace
	
	
	
	LS IN
	To: CT1, CT3, CT4; CC: SA, CT(S5-058651)

	3
	C1-050833
	Liaison Statement on Testing and Time to Market for New Functionality
	TSG SA
	
	
	
	
	
	
	
	LS IN
	To: CT1; CC: CT1, GCF (SP-050408)

	3
	C1-050834
	Reservation of a new sub domain under ".3gppnetwork.org"
	CT4
	
	
	
	WLAN Interworking
	
	Rel-6
	
	LS IN
	TO: GSMA IREG PACKET; CC: 3GPP TSG CT WG 1, 3GPP TSG CT(C4-050869)

	3
	C1-050835
	Reply LS on clarification for Public Service Identity
	SA2
	
	
	
	IMS2
	
	Rel-6
	
	LS IN
	To: CT4, CT1 (S2-051858)

	3
	C1-050836
	Reply to LS on time to data transfer IE (S2-051480 / G2-050323)
	SA2
	
	
	
	MBMS
	
	Rel-6
	
	LS IN
	To: GERAN2, RAN3, CT3, CT4; CC: SA4, CT1, RAN2(S2-051867)

	3
	C1-050837
	Reply LS - Same MSISDN for CS and IMS subscriptions for CSI
	SA1
	
	
	
	CSI
	
	Rel-7
	
	LS IN
	To: SA2; CC: CT1 (S1-050817)

	8.8
	C1-050838
	Incorporation of draft-ietf-sip-history
	Lucent Technologies / Keith Drage
	24.229
	924
	
	FBI, IMSProt
	7.0.0
	Rel-7
	B
	CR
	

	7.1
	C1-050839
	Summary of current IETF documents on SIPPING
	Lucent Technologies / Keith Drage
	
	
	
	IMS2
	
	Rel-6
	
	INFO
	

	7.1
	C1-050840
	Summary of current IETF documents on SIP
	Lucent Technologies / Keith Drage
	
	
	
	IMS2
	
	Rel-6
	
	INFO
	

	7.1
	C1-050841
	Summary of current IETF documents on MMUSIC
	Lucent Technologies / Keith Drage
	
	
	
	IMS2
	
	Rel-6
	
	INFO
	

	7.1
	C1-050842
	Summary of current IETF documents on SIMPLE
	Lucent Technologies / Keith Drage
	
	
	
	PRESNC
	
	Rel-6
	
	INFO
	

	7.1
	C1-050843
	Summary of current IETF documents on XCON
	Lucent Technologies / Keith Drage
	
	
	
	IMS2
	
	Rel-6
	
	INFO
	

	7.1
	C1-050844
	Summary of current IETF documents on GEOPRIV
	Lucent Technologies / Keith Drage
	
	
	
	IMS2
	
	Rel-6
	
	INFO
	

	6.1
	C1-050845
	Subsequent Inter-MSC handover/relocation interactions with other RANAP procedures
	Lucent Technologies / Terrence O'Leary
	23.009
	106
	
	TEI5
	5.8.0
	Rel-5
	F
	CR
	revised to C1-051041

	6.1
	C1-050846
	Subsequent Inter-MSC handover/relocation interactions with other RANAP procedures
	Lucent Technologies / Terrence O'Leary
	23.009
	107
	
	TEI5
	6.1.0
	Rel-6
	A
	CR
	revised to C1-051042

	6.1
	C1-050847
	Intra-3G_MSC-B handover/relocation interactions with other RANAP procedures
	Lucent Technologies / Terrence O'Leary
	23.009
	108
	
	TEI5
	5.8.0
	Rel-5
	F
	CR
	revised to C1-051043

	6.1
	C1-050848
	Intra-3G_MSC-B handover/relocation interactions with other RANAP procedures
	Lucent Technologies / Terrence O'Leary
	23.009
	109
	
	TEI5
	6.1.0
	Rel-6
	A
	CR
	revised to C1-051044

	6.1
	C1-050849
	Alignment with Directed Retry Handover cause value between RANAP and BSSMAP
	Lucent Technologies / Terrence O'Leary
	29.010
	113
	
	TEI5
	5.8.0
	Rel-5
	F
	CR
	TS no.changed to 29.010

	6.1
	C1-050850
	Alignment with Directed Retry Handover cause value between RANAP and BSSMAP
	Lucent Technologies / Terrence O'Leary
	29.010
	114
	
	TEI5
	6.1.0
	Rel-5
	A
	CR
	TS no.changed to 29.010

	7.4.3
	C1-050851
	AS originated requests on behalf of PSI
	Lucent Technologies / Eric Henrikson
	24.229
	925
	
	IMS2
	6.7.0
	Rel-6
	F
	CR
	

	7.4.3
	C1-050852
	AS originated requests on behalf of PSI
	Lucent Technologies / Eric Henrikson
	24.229
	926
	
	IMS2
	7.0.0
	Rel-7
	A
	CR
	

	8.4
	C1-050853
	Identification of the IMS CN support for "integration of resource management and SIP (QoS Precondition)" before a session initiation
	Motorola
	24.229
	927
	
	IMS-CCR-IWMM
	7.0.0
	Rel-7
	C
	CR
	

	8.4
	C1-050854
	Identification of the IMS CN support for "integration of resource management and SIP (QoS Precondition)" before a session initiation
	Motorola
	24.008
	994
	
	IMS-CCR-IWMM
	7.0.0
	Rel-7
	C
	CR
	

	7.8
	C1-050855
	Editorial changes, formatting and typing
	T-Mobile
	43.068
	44
	
	VGCS
	6.5.0
	Rel-6
	F
	CR
	

	7.8
	C1-050856
	Editorial changes, formatting and typing
	T-Mobile
	43.068
	45
	
	VGCS
	7.0.0
	Rel-7
	A
	CR
	

	7.8
	C1-050857
	Error correction 
	T-Mobile
	43.068
	46
	
	VGCS
	6.5.0
	Rel-6
	F
	CR
	

	7.8
	C1-050858
	Error correction 
	T-Mobile
	43.068
	47
	
	VGCS
	7.0.0
	Rel-7
	A
	CR
	

	8.2
	C1-050859
	EFR for VGCS
	T-Mobile
	43.068
	48
	
	VGCS
	7.0.0
	Rel-7
	B
	CR
	

	7.4.1
	C1-050860
	Procedure for ad-hoc sidebar establishment
	Motorola, Inc.
	24.147
	25
	
	IMS
	6.3.0
	Rel-7
	B
	CR
	

	7.3
	C1-050861
	Recommendation for ROHC context when used for MBMS ROHC
	NEC
	44.065
	25
	
	MBMS
	6.4.0
	Rel-6
	F
	CR
	

	7.3
	C1-050862
	MAX_HEADER is not used by ROHC as per RFC 3095
	NEC
	44.065
	26
	
	MBMS
	6.4.0
	Rel-6
	F
	CR
	

	7.3
	C1-050863
	MBMS context procedures cleanup
	NEC
	24.008
	994
	
	MBMS
	6.9.0
	Rel-6
	F
	CR
	

	7.3
	C1-050864
	MBMS context procedures cleanup
	NEC
	24.008
	995
	
	MBMS
	7.0.0
	Rel-7
	A
	CR
	

	7.3
	C1-050865
	T3390 is not used for MBMS
	NEC
	24.008
	996
	
	MBMS
	6.9.0
	Rel-6
	F
	CR
	

	7.3
	C1-050866
	T3390 is not used for MBMS
	NEC
	24.008
	997
	
	MBMS
	7.0.0
	Rel-7
	A
	CR
	

	7.5
	C1-050867
	NEW WID for Private Network access from WLAN 3GPP IP Access
	NEC
	
	
	
	WLAN
	
	Rel-7
	
	WID
	

	7.5
	C1-050868
	Discussion paper for Private Network access from WLAN 3GPP IP Access
	NEC
	
	
	
	WLAN
	
	Rel-7
	
	DISC
	

	7.8
	C1-050869
	Alignement of GMM T3317 timer value
	NEC
	24.008
	998
	
	TEI6
	6.9.0
	Rel-6
	F
	CR
	

	7.8
	C1-050870
	Alignement of GMM T3317 timer value
	NEC
	24.008
	999
	
	TEI6
	7.0.0
	Rel-7
	A
	CR
	

	7.8
	C1-050871
	Correction of the definition of cause #13 "Roaming not allowed in this location area"
	NEC
	24.008
	1000
	
	TEI6
	6.9.0
	Rel-6
	F
	CR
	

	7.8
	C1-050872
	Correction of the definition of cause #13 "Roaming not allowed in this location area"
	NEC
	24.008
	1001
	
	TEI6
	7.0.0
	Rel-7
	A
	CR
	

	6.2
	C1-050873
	Correction Profile Table A.119
	Siemens
	24.229
	928
	
	IMS-CCR
	5.d.0
	Rel-5
	F
	CR
	

	6.2
	C1-050874
	Correction Profile Table A.119
	Siemens
	24.229
	929
	
	IMS-CCR
	6.7.0
	Rel-6
	A
	CR
	

	6.2
	C1-050875
	Correction Profile Table A.119
	Siemens
	24.229
	930
	
	IMS-CCR
	7.0.0
	Rel-7
	A
	CR
	

	7.4.3
	C1-050876
	SigComp-Corrections
	Siemens
	24.229
	931
	
	IMS2
	6.7.0
	Rel-6
	F
	CR
	

	7.4.3
	C1-050877
	SigComp-Corrections
	Siemens
	24.229
	932
	
	IMS2
	7.0.0
	Rel-7
	A
	CR
	

	7.4.3
	C1-050878
	AS subscribe to reg-event
	Siemens
	24.229
	933
	
	IMS2
	6.7.0
	Rel-6
	F
	CR
	

	7.4.3
	C1-050879
	AS subscribe to reg-event
	Siemens
	24.229
	934
	
	IMS2
	7.0.0
	Rel-7
	A
	CR
	

	8.4
	C1-050880
	Support of NACK mechanism for SigComp
	Siemens
	
	
	
	
	
	
	
	DISC
	

	8.4
	C1-050881
	Support of SigComp NACK mechanism
	Siemens
	24.229
	935
	
	IMS Protoc
	7.0.0
	Rel-7
	B
	CR
	

	8.1
	C1-050882
	FBI WID Open Issues List
	Siemens
	
	
	
	FBI
	
	
	
	INFO
	

	8.1
	C1-050883
	Protocol impact from providing IMS services via fixed broadband
	Siemens
	
	
	
	FBI
	
	
	
	TR
	

	8.1
	C1-050884
	24.819 Editorial
	Siemens
	
	
	
	FBI
	
	
	
	CR
	

	7.4.3
	C1-050885
	Reference update
	Lucent Technologies / Milo Orsic
	24.229
	936
	
	IMS2
	6.7.0
	Rel-6
	F
	CR
	

	8.4
	C1-050886
	Reference update
	Lucent Technologies / Milo Orsic
	24.229
	937
	
	IMS2
	7.0.0
	Rel-7
	A
	CR
	

	8.4
	C1-050887
	Contact header
	Lucent Technologies / Milo Orsic
	24.229
	938
	
	IMSProtoc
	7.0.0
	Rel-7
	F
	CR
	

	8.4
	C1-050888
	Reason header - loss of radio coverage
	Lucent Technologies / Milo Orsic
	24.229
	939
	
	IMSProtoc
	7.0.0
	Rel-7
	F
	CR
	

	8.4
	C1-050889
	Handling of tel URI in IMS
	Lucent Technologies / Milo Orsic
	24.229
	
	
	IMSProtoc
	7.0.0
	Rel-7
	
	DISC
	

	8.4
	C1-050890
	Tel URI assignment
	Lucent Technologies / Milo Orsic
	24.229
	940
	
	IMSProtoc
	7.0.0
	Rel-7
	F
	CR
	

	8.4
	C1-050891
	Tel URI in P-Asserted-Identity header
	Lucent Technologies / Milo Orsic
	24.229
	941
	
	IMSProtoc
	7.0.0
	Rel-7
	F
	CR
	

	8.4
	C1-050892
	P-Preferred-Identity
	Lucent Technologies / Milo Orsic
	24.229
	942
	
	IMSProtoc
	7.0.0
	Rel-7
	F
	CR
	

	7.5
	C1-050893
	Modifications to 24.234 to allow multiple IPSec SA per IKE_SA
	Nokia
	24.234
	26
	
	WLAN-IW
	6.3.0
	Rel-6
	F
	CR
	

	7.5
	C1-050894
	Modifications to 24.229 to allow multiple IPSec SA
	Nokia
	24.229
	943
	
	WLAN-IW
	6.7.0
	Rel-6
	F
	CR
	

	7.3
	C1-050895
	Mapping RRC's "MBMS p-t-p RB Request" to a NAS service type
	Samsung
	24.008
	1002
	
	MBMS
	6.9.0
	Rel-6
	F
	CR
	

	7.3
	C1-050896
	Mapping RRC's "MBMS p-t-p RB Request" to a NAS service type
	Samsung
	24.008
	1003
	
	MBMS
	7.0.0
	Rel-7
	A
	CR
	

	8.7
	C1-050897
	Editorial alignment of SM Cause values
	Samsung
	24.008
	1004
	
	TEI-7
	7.0.0
	Rel-7
	D
	CR
	

	8.6
	C1-050898
	Criterion on Information Exchange between UEs
	Samsung
	24.879
	
	
	CSI
	
	Rel-7
	
	DISC
	

	8.7
	C1-050899
	Optional defensive actions in UE upon HPLMN rejecting with cause #14
	Samsung
	23.122
	92
	
	TEI-7
	7.2.0
	Rel-7
	F
	CR
	

	8.2
	C1-050900
	Addition of talker priority
	Siemens, T-Mobile, Vodafone
	44.068
	5
	
	EGCS
	6.0.0
	Rel-7
	B
	CR
	

	8.2
	C1-050901
	Delivery of information about the subsequent talker to the previous talker 
	Siemens
	43.068
	49
	
	EGCS
	7.0.0
	Rel-7
	B
	CR
	

	7.8
	C1-050902
	Correction of USIM based ciphering on dedicated channels
	Siemens
	43.068
	50
	
	TEI6 (SECGKYV)
	6.5.0
	Rel-6
	F
	CR
	

	7.8
	C1-050903
	Correction of USIM based ciphering on dedicated channels
	Siemens
	43.068
	51
	
	TEI6 (SECGKYV)
	7.0.0
	Rel-7
	A
	CR
	

	6.2
	C1-050904
	Public User identity in 3rd party REG
	Siemens
	24.229
	944
	
	IMS-CCR
	5.d.0
	Rel-5
	F
	CR
	

	6.2
	C1-050905
	Public User identity in 3rd party REG
	Siemens
	24.229
	945
	
	IMS-CCR
	6.7.0
	Rel-6
	A
	CR
	

	6.2
	C1-050906
	Public User identity in 3rd party REG
	Siemens
	24.229
	946
	
	IMS-CCR
	7.0.0
	Rel-7
	A
	CR
	

	8.4
	C1-050907
	Providing orig services for unregistered subscribers
	Siemens
	
	
	
	IMSProtoc
	
	
	
	DISC
	

	8.2
	C1-050908
	VGCS A-interface link sharing
	Nortel
	43.068
	52
	
	EGCS
	7.0.0
	Rel-7
	B
	CR
	

	8.2
	C1-050909
	VBS A-interface link sharing
	Nortel
	43.069
	28
	
	EGCS
	7.0.0
	Rel-7
	B
	CR
	

	8.2
	C1-050910
	Talker priority: Priority Uplink Request validation mechanism
	Nortel
	43.068
	53
	
	EGCS
	7.0.0
	Rel-7
	B
	CR
	

	7.2
	C1-050911
	Data model changes
	Nokia
	24.141
	50
	
	PRESNC
	6.4.0
	Rel-6
	F
	CR
	

	7.2
	C1-050912
	XCAP changes
	Nokia
	24.141
	51
	
	PRESNC
	6.4.0
	Rel-6
	F
	CR
	

	7.6
	C1-050913
	NAF specific key derivation
	Nokia
	24.109
	18
	
	SEC1-SC
	6.3.0
	Rel-6
	F
	CR
	

	7.6
	C1-050914
	Missing separator character
	Nokia
	24.109
	19
	
	SEC1-SC
	6.3.0
	Rel-6
	F
	CR
	

	8.7
	C1-050915
	HTTPS connection between a UICC and a NAF
	Nokia
	
	
	
	GBA_SSC
	
	Rel-7
	
	WID
	

	8.7
	C1-050916
	Ks_int_NAF usage
	Nokia, Axalto
	24.109
	20
	
	GBA_SSC
	6.3.0
	Rel-7
	C
	CR
	

	8.1
	C1-050917
	NAT binding keep alive
	Nokia
	
	
	
	FBI
	
	Rel-7
	
	DISC
	

	7.8
	C1-050918
	Modifications for PS HO in A/Gb mode
	Siemens, Infineon, Ericsson, Nokia
	24.008
	1005
	
	SCSAGB
	6.9.0
	Rel-6
	B
	CR
	

	7.8
	C1-050919
	Modifications for PS HO in A/Gb mode
	Siemens, Infineon, Ericsson, Nokia
	24.008
	1006
	
	SCSAGB
	7.0.0
	Rel-7
	A
	CR
	

	7.8
	C1-050920
	Modifications for PS HO in A/Gb mode
	Siemens, Infineon, Ericsson, Nokia
	44.064
	13
	
	SCSAGB
	6.0.1
	Rel-6
	B
	CR
	

	7.8
	C1-050921
	Modifications for PS HO in A/Gb mode
	Siemens, Infineon, Ericsson, Nokia
	44.065
	27
	
	SCSAGB
	6.4.0
	Rel-6
	B
	CR
	

	8.7
	C1-050922
	Addition of a SIP URI in the P-Asserted identity header
	LM Ericsson
	24.229
	883
	1
	IMSProtoc
	7.0.0
	Rel-7
	B
	CR
	

	8.7
	C1-050923
	Changes to TS 24.229 to ease interworking with non precondition terminals
	LM Ericsson
	24.229
	947
	
	IMSProtoc
	7.0.0
	Rel-7
	B
	CR
	

	7.4.3
	C1-050924
	Addition of Inactive procedure to TS 24.229
	LM Ericsson
	24.229
	948
	
	IMS2
	6.7.0
	Rel-6
	F
	CR
	

	8.7
	C1-050925
	Ease requirements of storing information at an AS
	LM Ericsson
	24.229
	949
	
	IMSProtoc
	7.0.0
	Rel-7
	B
	CR
	

	8.1
	C1-050926
	Call case for call diversion 
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	

	8.6
	C1-050927
	CS call set up, no IMS session established
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	

	8.6
	C1-050928
	CS call set up with the IMS session established
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	

	8.6
	C1-050929
	IMS call set up no CS call established
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	

	8.6
	C1-050930
	IMS call set up with CS call established
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	

	8.6
	C1-050931
	UE capability information exchange with CS call established
	LM Ericsson
	
	
	
	
	
	
	
	CISC
	

	8.6
	C1-050932
	UE capability information exchange with no CS call established
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	

	8.6
	C1-050933
	UE capability registration 
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	

	8.6
	C1-050934
	CSI Server - SIP procedures
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	

	8.6
	C1-050935
	SDP procedures for CSICS
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	

	8.6
	C1-050936
	Function entities definition for CSICS
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	

	8.6
	C1-050937
	Roles definition for CSICS
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	

	8.6
	C1-050938
	Skeleton for TR 24.879
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	

	8.1
	C1-050939
	Inclusion of 484 as a network option
	T-Mobile
	24.819
	
	
	FBI
	30
	Rel-7
	B
	CR
	

	8.1
	C1-050940
	Overlap support in the IMS
	T-Mobile
	
	
	
	FBI
	
	
	
	TD
	

	8.1
	C1-050941
	privacy and trust rules for History header
	T-Mobile
	24.229
	950
	
	FBI
	700
	Rel-7
	B
	CR
	

	8.1
	C1-050942
	privacy and trust rules for History header
	T-Mobile
	
	
	
	FBI
	
	
	
	TD
	

	8.1
	C1-050943
	Usage of Replaces Header for Conference Session Initiation
	T-Mobile
	24.819
	
	
	FBI
	30
	Rel-7
	B
	CR
	

	8.2
	C1-050944
	Correction on the uplink transmission management
	Huawei
	43.068
	54
	
	EGCS
	7.0.0
	Rel-7
	F
	CR
	

	8.2
	C1-050945
	Enhancement on the dedicated channel Assignment procedure
	Huawei
	43.068
	55
	
	EGCS
	7.0.0
	Rel-7
	F
	CR
	

	8.2
	C1-050946
	Introduction of group SMS for VGCS
	Huawei
	43.068
	56
	
	EGCS
	7.0.0
	Rel-7
	B
	CR
	

	8.2
	C1-050947
	Introduction of point-to-point short message for VGCS
	Huawei
	43.068
	57
	
	EGCS
	7.0.0
	Rel-7
	B
	CR
	

	7.4.3
	C1-050948
	B2B UA AS Handling
	Huawei
	24.229
	951
	
	IMS-CCR
	6.7.0
	Rel-6
	F
	CR
	

	7.4.3
	C1-050949
	B2B UA AS Handling
	Huawei
	24.229
	952
	
	IMS-CCR
	7.0.0
	Rel-7
	A
	CR
	

	7.4.3
	C1-050950
	Wildcard PSI Comparison
	Huawei
	24.229
	953
	
	IMS-CCR
	6.7.0
	Rel-6
	F
	CR
	WITHDRAWN

	7.4.3
	C1-050951
	Wildcard PSI Comparison
	Huawei
	24.229
	954
	
	IMS-CCR
	7.0.0
	Rel-7
	A
	CR
	WITHDRAWN

	8.6
	C1-050952
	Realization of device identification in SIP
	Huawei
	
	
	
	
	
	
	
	DISC
	

	7.4.3
	C1-050953
	Addition of Inactive procedure to TS 24.229
	LM Ericsson
	24.229
	955
	
	IMSProtoc
	7.0.0
	Rel-7
	A
	CR
	

	8.2
	C1-050954
	Delivery of short message to voice group call
	Vodafone, Siemens, T-Mobile
	43.068
	58
	
	EGCS
	7.0.0
	Rel-7
	B
	CR
	

	7.4.3
	C1-050955
	Removal of Access Network Charging Information by the S-CSCF
	Vodafone
	24.229
	956
	
	IMS2
	6.7.0
	Rel-6
	C
	CR
	

	7.4.3
	C1-050956
	Removal of Access Network Charging Information by the S-CSCF
	Vodafone
	24.229
	957
	
	IMS2
	7.0.0
	Rel-7
	A
	CR
	

	7.8
	C1-050957
	Controlling Routing of MMS Messages through MMS Relays
	Vodafone
	23.140
	199
	
	MMS6
	6.a.0
	Rel-6
	C
	CR
	

	8.6
	C1-050958
	Radio Capability Exchange for IMS Services and CS Bearer
	Vodafone
	24.008
	1007
	
	CSI
	7.0.0
	Rel-7
	B
	CR
	

	8.6
	C1-050959
	Radio Capability Exchange for IMS Services and CS Bearer
	Vodafone
	24.879
	
	
	CSI
	0.0.1
	Rel-7
	B
	CR
	

	8.6
	C1-050960
	Terminal Identifier for IMS Services and CS Bearer
	Vodafone
	24.008
	1008
	
	CSI
	7.0.0
	Rel-7
	B
	CR
	

	8.6
	C1-050961
	Terminal Identifier for IMS Services and CS Bearer
	Vodafone
	24.879
	
	
	CSI
	0.0.1
	Rel-7
	B
	CR
	

	7.8
	C1-050962
	Routing of MMS Messages
	Vodafone
	
	
	
	
	
	
	
	DISC
	

	8.4
	C1-050963
	Contents of P-Associated-URI header in 200 (OK) response to REGISTER
	Nortel
	24.229
	958
	
	IMS2
	7.0.0
	Rel-7
	A
	CR
	

	8.4
	C1-050964
	Contents of P-Associated-URI header in 200 (OK) response to REGISTER
	Nortel
	24.229
	959
	
	IMS2
	6.7.0
	Rel-6
	F
	CR
	

	8.7
	C1-050965
	Clarification to Quality of Service Information Element
	Nortel
	24.008
	1009
	
	TEI7
	7.0.0
	Rel-7
	D
	CR
	

	7.8
	C1-050966
	Use of short header format on SDCCH / FACCH
	Nortel
	24.007
	74
	
	TEI6
	6.4.0
	Rel-6
	F
	CR
	

	8.7
	C1-050967
	SGSN Gs behaviour in failvoer situations
	Nokia
	29.018
	44
	
	TEI7
	6.2.0
	Rel-7
	F
	CR
	

	7.8
	C1-050968
	A way forward for the early implementation of DSAC
	NTT DoCoMo
	
	
	
	
	
	
	
	DISC
	

	8.4
	C1-050969
	Consideration on 3rd Party Service Provider in Trust Domain
	Samsung
	24.229
	960
	
	IMS-CCR
	7.0.0
	Rel-7
	F
	CR
	

	8.7
	C1-050970
	Handling of the L2 Pseudo Length
	Infineon
	24.007
	75
	
	TEI7
	6.4.0
	Rel-7
	F
	CR
	REVISED TO C1-051030

	7.4.4
	C1-050971
	IETF reference corrections
	Lucent Technologies / Keith Drage
	24.229
	961
	
	IMS2
	6.7.0
	Rel-6
	F
	CR
	

	7.4.4
	C1-050972
	IETF reference corrections
	Lucent Technologies / Keith Drage
	24.229
	962
	
	IMS2
	7.0.0
	Rel-7
	A
	CR
	

	8.7
	C1-050973
	IMS Applications - Missing Features
	Lucent Technologies / Keith Drage
	
	
	
	
	
	
	
	WID
	

	8.7
	C1-050974
	Proposed WID on Voice Call Continuity
	Lucent Technologies / Keith Drage
	
	
	
	
	
	
	
	WID
	

	6.2
	C1-050975
	Clarification in TFT for the 'parameters list'
	Ericsson / Atle
	24.008
	1010
	
	IMS-CCR
	5.13.0
	Rel-5
	F
	CR
	

	6.2
	C1-050976
	Clarification in TFT for the 'parameters list'
	Ericsson / Atle
	24.008
	1011
	
	IMS-CCR
	6.9.0
	Rel-6
	A
	CR
	

	6.2
	C1-050977
	Clarification in TFT for the 'parameters list'
	Ericsson / Atle
	24.008
	1012
	
	IMS-CCR
	7.0.0
	Rel-7
	A
	CR
	

	7.4.3
	C1-050978
	Corrections for the 3GPP IMS Management Object
	Ericsson / Atle
	24.167
	6
	
	IMS2
	6.1.0
	Rel-6
	F
	CR
	

	7.8
	C1-050979
	Support of encryption algorithms in mobile stations
	Ericsson
	24.008
	1013
	
	TEI6
	6.9.0
	Rel-6
	F
	CR
	

	7.8
	C1-050980
	Support of encryption algorithms in mobile stations
	Ericsson
	24.008
	1014
	
	TEI6
	7.0.0
	Rel-7
	A
	CR
	

	7.8
	C1-050981
	Correction of terminology
	Ericsson
	24.008
	1015
	
	TEI6
	6.9.0
	Rel-6
	F
	CR
	

	7.8
	C1-050982
	Correction of terminology
	Ericsson
	24.008
	1016
	
	TEI6
	7.0.0
	Rel-7
	A
	CR
	

	7.4.2
	C1-050983
	Corrections to TS 24.247 to align with draft-ietf-simple-message-sessions-11
	RIM
	24.247
	17
	
	IMS2
	6.2.0
	Rel-6
	F
	CR
	

	6.2
	C1-050984
	Optional ccf
	Nokia
	24.229
	963
	
	IMS-CCR
	5.13.0
	Rel-5
	F
	CR
	

	6.2
	C1-050985
	Optional ccf
	Nokia
	24.229
	964
	
	IMS-CCR
	6.7.0
	Rel-6
	A
	CR
	

	6.2
	C1-050986
	Optional ccf
	Nokia
	24.229
	965
	
	IMS-CCR
	7.0.0
	Rel-7
	A
	CR
	

	6.2
	C1-050987
	AS procedure correction
	Nokia
	24.229
	966
	
	IMS-CCR
	5.13.0
	Rel-5
	F
	CR
	

	6.2
	C1-050988
	AS procedure correction
	Nokia
	24.229
	967
	
	IMS-CCR
	6.7.0
	Rel-6
	A
	CR
	

	6.2
	C1-050989
	AS procedure correction
	Nokia
	24.229
	968
	
	IMS-CCR
	7.0.0
	Rel-7
	A
	CR
	

	8.4
	C1-050990
	Contact header in REGISTER requests
	Motorola GmbH
	24.229
	969
	
	IMS2
	7.0.0
	Rel-7
	F
	CR
	

	8.4
	C1-050991
	Extra headers in third-party REGISTER requests
	Motorola GmbH
	24.229
	970
	
	IMS2
	7.0.0
	Rel-7
	F
	CR
	

	8.4
	C1-050992
	Correction of requirement to insert P-Asserted-Identity header
	Motorola GmbH
	24.229
	971
	
	IMS2
	7.0.0
	Rel-7
	F
	CR
	

	8.7
	C1-050993
	Enhancement of the EHPLMN feature to allow load balancing
	Cingular Wireless
	23.122
	93
	
	TEI7
	7.2.0
	Rel-7
	C
	CR
	

	7.8
	C1-050994
	IMS MO and ISIM usage clarification
	3, Axalto
	24.167
	7
	
	TEI6
	6.1.0
	Rel-6
	F
	CR
	

	7.8
	C1-050995
	OMA DM Reference update
	3, Axalto
	24.167
	8
	
	TEI6
	6.1.0
	Rel-6
	F
	CR
	

	3
	C1-050996
	LS on Enhancement of the EHPLMN feature
	SA1
	
	
	
	TEI7
	
	Rel-7
	
	LS IN
	To: CT1 (S1-050913)

	3
	C1-050997
	spare
	
	
	
	
	
	
	
	
	LS IN
	

	3
	C1-050998
	spare
	
	
	
	
	
	
	
	
	LS IN
	

	3
	C1-050999
	spare
	
	
	
	
	
	
	
	
	LS IN
	

	6.1
	C1-051000
	Correction for Service Request of type Data
	Lucent Technologies / Sudeep Palat
	24.008
	1017
	
	TEI5
	5.13.0
	Rel-5
	F
	CR
	

	6.1
	C1-051001
	Correction for Service Request of type Data
	Lucent Technologies / Sudeep Palat
	24.008
	1018
	
	TEI5
	6.9.0
	Rel-6
	A
	CR
	

	6.1
	C1-051002
	Correction for Service Request of type Data
	Lucent Technologies / Sudeep Palat
	24.008
	1019
	
	TEI5
	7.0.0
	Rel-7
	A
	CR
	

	7.8
	C1-051003
	Additional Cause value for Priority Call establishment
	Lucent Technologies / Sudeep Palat
	24.008
	1020
	
	TEI6
	6.9.0
	Rel-6
	F
	CR
	

	7.8
	C1-051004
	Additional Cause value for Priority Call establishment
	Lucent Technologies / Sudeep Palat
	24.008
	1021
	
	TEI6
	7.0.0
	Rel-7
	A
	CR
	

	6.2
	C1-051005
	Clarification to the procedures at the I-CSCF
	Huawei
	24.229
	972
	
	IMS-CCR
	5.d.0
	Rel-5
	F
	CR
	

	6.2
	C1-051006
	Clarification to the procedures at the I-CSCF
	Huawei
	24.229
	973
	
	IMS-CCR
	6.7.0
	Rel-6
	A
	CR
	

	6.2
	C1-051007
	Clarification to the procedures at the I-CSCF
	Huawei
	24.229
	974
	
	IMS-CCR
	7.0.0
	Rel-7
	A
	CR
	

	8.7
	C1-051008
	Clarification of requirement on the emergency category
	China mobile
	24.008
	1022
	
	TEI7
	7.0.0
	Rel-7
	F
	CR
	

	7.4.3
	C1-051009
	Discussion paper on the exchange and storage of IOI values for Type 1 and Type 3 IOIs
	Orange
	
	
	
	
	
	
	
	DISC
	

	7.4.3
	C1-051010
	IOI definition
	Orange
	24.229
	975
	
	IMS2
	6.7.0
	Rel-6
	F
	CR
	

	7.4.3
	C1-051011
	IOI definition
	Orange
	24.229
	976
	
	IMS2
	7.0.0
	Rel-7
	A
	CR
	

	7.4.3
	C1-051012
	Type 1 IOI exchange between the P-CSCF and the S-CSCF
	Orange
	24.229
	977
	
	IMS2
	6.7.0
	Rel-6
	F
	CR
	

	7.4.3
	C1-051013
	Type 1 IOI exchange between the P-CSCF and the S-CSCF
	Orange
	24.229
	978
	
	IMS2
	7.0.0
	Rel-7
	A
	CR
	

	7.4.3
	C1-051014
	Type 3 IOI exchange between the S-CSCF and the AS
	Orange
	24.229
	979
	
	IMS2
	6.7.0
	Rel-6
	F
	CR
	

	7.4.3
	C1-051015
	Type 3 IOI exchange between the S-CSCF and the AS
	Orange
	24.229
	980
	
	IMS2
	7.0.0
	Rel-7
	F
	CR
	

	7.4.3
	C1-051016
	P-CSCF address used in early IMS implementations
	Orange
	24.167
	9
	
	IMS2
	6.1.0
	Rel-6
	F
	CR
	

	8.1
	C1-051017
	Addition in TR 24.819 of SIP timers and SIP compression
	Orange
	24.819
	
	
	FBI
	0.3.0
	Rel-7
	B
	CR
	

	8.1
	C1-051018
	Addition in TR 24.819 of NAT traversal scenario
	Orange
	24.819
	
	
	FBI
	0.3.0
	Rel-7
	B
	CR
	

	7.5
	C1-051019
	Clarification for the use of authentication mechanisms to be used when accessing through trusted/ low-trusted I-WLAN
	Samsung
	24.234
	27
	
	WLAN
	6.3.0
	Rel-6
	F
	CR
	

	7.8
	C1-051020
	Adding Client Provisioning Application Characteristics to IMS MO Rel-6
	Nokia
	24.167
	10
	
	IMS2
	6.1.0
	Rel-6
	B
	CR
	REVISED TO C1-051022

	8.7
	C1-051021
	Guard timer for PS signalling connection release
	Nokia
	24.008
	963
	1
	TEI7
	7.1.0
	Rel-7
	B
	CR
	

	7.8
	C1-051022
	Adding Client Provisioning Application Characteristics to IMS MO Rel-6
	Nokia
	24.167
	10
	1
	IMS2
	6.1.0
	Rel-6
	B
	CR
	revision of C1-051020

	7.4.3
	C1-051023
	Access Type of P-Access-Network-Info header
	LGE
	24.229
	981
	
	IMS2
	6.7.0
	Rel-6
	F
	CR
	

	7.4.3
	C1-051024
	Access Type of P-Access-Network-Info header
	LGE
	24.229
	982
	
	IMS2
	7.0.0
	Rel-7
	F
	CR
	

	8.1
	C1-051025
	Compression
	NOKIA
	24.819
	
	
	FBI
	0.3.0
	Rel-7
	B
	CR
	

	8.1
	C1-051026
	SIP timers
	NOKIA
	24.819
	
	
	FBI
	0.3.0
	Rel-7
	B
	CR
	

	3
	C1-051027
	USIM Provisioning of QoS for data services
	CT6
	
	
	
	
	
	Rel-6
	
	LS IN
	To:OMA DM, CT1; CC: SA1(CT6-050695)

	3
	C1-051028
	LS on the transfer of USAT MMS functionality to the ETSI SCP CAT specifications
	CT6
	
	
	
	TEI7
	
	Rel-7
	
	LS IN
	To: CT1, SCP plenary; CC: CT (C6-050696)

	3
	C1-051029
	Assignment of IMPU Records in EFIMPU
	CT6
	
	
	
	
	
	
	
	LS IN
	To: CT4, SA1, SA2; CC: CT1(C6-050727)

	8.7
	C1-051030
	Handling of the L2 Pseudo Length
	Infineon
	24.007
	75
	1
	TEI-7
	6.4.0
	Rel-7
	F
	CR
	revision of C1-050970

	8.7
	C1-051031
	Introduction of T-GSM 810
	Huawei, Siemens, Sagem, RITT
	24.008
	1023
	
	T-GSM810
	7.0.0
	Rel-7
	B
	CR
	

	8.7
	C1-051032
	Clarification to Quality of Service Information Element
	Nortel, LG Electronics Inc.
	24.008
	1009
	1
	TEI7
	7.0.0
	Rel-7
	D
	CR
	revision of C1-050965

	4
	C1-051033
	Candidature for the Chairman position 
	Ericsson
	
	
	
	
	
	
	
	Info
	

	4
	C1-051034
	Candidature for the Vice Chairman position from RIM
	RIM
	
	
	
	
	
	
	
	Info
	

	4
	C1-051035
	Candidature for the Vice Chairman position from Samsung Electronics
	Samsung Electronics
	
	
	
	
	
	
	
	Info
	

	4
	C1-051036
	Candidature for the Vice Chairman position from Nokia Corporation
	Nokia Corporation
	
	
	
	
	
	
	
	Info
	

	4
	C1-051037
	Candidature for the Vice Chairman position from NEC Technologies
	NEC Technologies
	
	
	
	
	
	
	
	Info
	

	4
	C1-051038
	Candidature for the Vice Chairman position from Lucent Technologies
	Lucent Technologies
	
	
	
	
	
	
	
	Info
	

	7.8
	C1-051039
	Additional Cause value for Priority Call establishment
	Lucent Technologies, Siemens / Sudeep Palat
	24.008
	1020
	1
	TEI6
	6.9.0
	Rel-6
	F
	CR
	

	7.8
	C1-051040
	Additional Cause value for Priority Call establishment
	Lucent Technologies , Siemens/ Sudeep Palat
	24.008
	1021
	1
	TEI6
	7.0.0
	Rel-6
	A
	CR
	

	6.1
	C1-051041
	Subsequent Inter-MSC handover/relocation interactions with other RANAP procedures
	Lucent Technologies / Terrence O'Leary
	23.009
	106
	1
	TEI5
	5.8.0
	Rel-5
	F
	CR
	revision of C1-050845

	6.1
	C1-051042
	Subsequent Inter-MSC handover/relocation interactions with other RANAP procedures
	Lucent Technologies / Terrence O'Leary
	23.009
	107
	1
	TEI5
	6.1.0
	Rel-6
	A
	CR
	revision of C1-050846

	6.1
	C1-051043
	Intra-3G_MSC-B handover/relocation interactions with other RANAP procedures
	Lucent Technologies / Terrence O'Leary
	23.009
	108
	1
	TEI5
	5.8.0
	Rel-5
	F
	CR
	revision of C1-050847

	6.1
	C1-051044
	Intra-3G_MSC-B handover/relocation interactions with other RANAP procedures
	Lucent Technologies / Terrence O'Leary
	23.009
	109
	1
	TEI5
	6.1.0
	Rel-6
	A
	CR
	revision of C1-050848

	3
	C1-051045
	Pre-conditions in TISPAN
	ETSI TISPAN WG2
	
	
	
	
	
	
	
	LS IN
	To: SA2; CC: CT1, CT3

	8.7
	C1-051046
	Enhancement of the EHPLMN feature to allow load balancing
	Cingular Wireless
	23.122
	93
	1
	TEI7
	7.2.0
	Rel-7
	C
	CR
	revision of C1-050993

	8.1
	C1-051047
	Addition in TR 24.819 of SIP timers and SIP compression
	Orange
	24.819
	
	1
	FBI
	0.3.0
	Rel-7
	B
	CR
	

	8.1
	C1-051048
	Addition in TR 24.819 of NAT traversal scenario
	Orange
	24.819
	
	1
	FBI
	0.3.0
	Rel-7
	B
	CR
	

	9
	C1-051049
	Reply LS to C1-050819, To: SA2, GERAN2
	CT1
	
	
	
	
	
	
	
	
	

	9
	C1-051050
	Reply to LS in C1-050827
	CT1
	
	
	
	
	
	
	
	
	

	8.7
	C1-051051
	Proposed WID on Voice Call Continuity
	Lucent Technologies / Keith Drage
	
	
	
	
	
	
	
	WID
	revision of C1-050974

	7.4.3
	C1-051052
	Discussion paper on the exchange and storage of IOI values for Type 1 and Type 3 IOIs
	Orange
	
	
	
	
	
	
	
	DISC
	revision of C1-051009

	7.4.3
	C1-051053
	IOI definition
	Orange
	24.229
	975
	1
	IMS2
	6.7.0
	Rel-6
	F
	CR
	revision of C1-051010

	7.4.3
	C1-051054
	IOI definition
	Orange
	24.229
	976
	1
	IMS2
	7.0.0
	Rel-7
	A
	CR
	revision of C1-051011

	7.4.3
	C1-051055
	Type 1 IOI exchange between the P-CSCF and the S-CSCF
	Orange
	24.229
	977
	1
	IMS2
	6.7.0
	Rel-6
	F
	CR
	revision of C1-051012

	7.4.3
	C1-051056
	Type 1 IOI exchange between the P-CSCF and the S-CSCF
	Orange
	24.229
	978
	1
	IMS2
	7.0.0
	Rel-7
	A
	CR
	revision of C1-051013

	7.4.3
	C1-051057
	Type 3 IOI exchange between the S-CSCF and the AS
	Orange
	24.229
	979
	1
	IMS2
	6.7.0
	Rel-6
	F
	CR
	revision of C1-051014

	7.4.3
	C1-051058
	Type 3 IOI exchange between the S-CSCF and the AS
	Orange
	24.229
	980
	1
	IMS2
	7.0.0
	Rel-7
	F
	CR
	revision of C1-051015

	6.2
	C1-051059
	Correction Profile Table A.119
	Siemens
	24.229
	928
	1
	IMS-CCR
	5.d.0
	Rel-5
	F
	CR
	revision of C1-050873

	6.2
	C1-051060
	Correction Profile Table A.119
	Siemens
	24.229
	929
	1
	IMS-CCR
	6.7.0
	Rel-6
	A
	CR
	revision of C1-050874

	6.2
	C1-051061
	Correction Profile Table A.119
	Siemens
	24.229
	930
	1
	IMS-CCR
	7.0.0
	Rel-7
	A
	CR
	revision of C1-050875

	6.2
	C1-051062
	Clarification in TFT for the 'parameters list'
	Ericsson / Atle
	24.008
	1010
	1
	IMS-CCR
	5.13.0
	Rel-5
	F
	CR
	revision of C1-050975

	6.2
	C1-051063
	Clarification in TFT for the 'parameters list'
	Ericsson / Atle
	24.008
	1011
	1
	IMS-CCR
	6.9.0
	Rel-6
	A
	CR
	revision of C1-050976

	6.2
	C1-051064
	Clarification in TFT for the 'parameters list'
	Ericsson / Atle
	24.008
	1012
	1
	IMS-CCR
	7.0.0
	Rel-7
	A
	CR
	revision of C1-050977

	6.2
	C1-051065
	Clarification to the procedures at the I-CSCF
	Huawei
	24.229
	972
	1
	IMS-CCR
	5.d.0
	Rel-5
	F
	CR
	revision of C1-051005

	6.2
	C1-051066
	Clarification to the procedures at the I-CSCF
	Huawei
	24.229
	973
	1
	IMS-CCR
	6.7.0
	Rel-6
	A
	CR
	revision of C1-051006

	6.2
	C1-051067
	Clarification to the procedures at the I-CSCF
	Huawei
	24.229
	974
	1
	IMS-CCR
	7.0.0
	Rel-7
	A
	CR
	revision of C1-051007

	7.2
	C1-051068
	XCAP changes
	Nokia
	24.141
	51
	1
	PRESNC
	6.4.0
	Rel-6
	F
	CR
	revision of C1-050912

	7.2
	C1-051069
	Data model changes
	Nokia
	24.141
	50
	1
	PRESNC
	6.4.0
	Rel-6
	F
	CR
	revision of C1-050911

	7.5
	C1-051070
	NEW WID for Private Network access from WLAN 3GPP IP Access
	NEC
	
	
	
	WLAN
	
	Rel-7
	
	WID
	revision of C1-051070

	7.5
	C1-051071
	Modifications to 24.234 to allow multiple IPSec SA per IKE_SA
	Nokia
	24.234
	26
	1
	WLAN-IW
	6.3.0
	Rel-6
	F
	CR
	revision of C1-050893

	7.5
	C1-051072
	Modifications to 24.229 to allow multiple IPSec SA
	Nokia
	24.229
	943
	1
	WLAN-IW
	6.7.0
	Rel-6
	F
	CR
	revision of C1-050894

	7.4.4
	C1-051073
	IETF reference corrections
	Lucent Technologies / Keith Drage
	24.229
	961
	1
	IMS2
	6.7.0
	Rel-6
	F
	CR
	revision of C1-050971

	7.4.4
	C1-051074
	IETF reference corrections
	Lucent Technologies / Keith Drage
	24.229
	962
	1
	IMS2
	7.0.0
	Rel-7
	A
	CR
	revision of C1-050972

	7.4.3
	C1-051075
	Addition of Inactive procedure to TS 24.229
	LM Ericsson
	24.229
	948
	1
	IMS2
	6.7.0
	Rel-6
	F
	CR
	revision of C1-050924

	7.4.3
	C1-051076
	Addition of Inactive procedure to TS 24.229
	LM Ericsson
	24.229
	955
	1
	IMSProtoc
	7.0.0
	Rel-7
	A
	CR
	revision of C1-050953

	7.8
	C1-051077
	IMS MO and ISIM usage clarification
	3, Axalto
	24.167
	7
	1
	TEI6
	6.1.0
	Rel-6
	F
	CR
	revision of C1-050994

	7.4.3
	C1-051078
	B2B UA AS Handling
	Huawei
	24.229
	951
	1
	IMS-CCR
	6.7.0
	Rel-6
	F
	CR
	revision of C1-050948

	7.4.3
	C1-051079
	B2B UA AS Handling
	Huawei
	24.229
	952
	1
	IMS-CCR
	7.0.0
	Rel-7
	A
	CR
	revision of C1-050949

	7.4.3
	C1-051080
	Removal of Access Network Charging Information by the S-CSCF
	Vodafone
	24.229
	956
	1
	IMS2
	6.7.0
	Rel-6
	C
	CR
	revision of C1-050955

	7.4.3
	C1-051081
	Removal of Access Network Charging Information by the S-CSCF
	Vodafone
	24.229
	957
	1
	IMS2
	7.0.0
	Rel-7
	A
	CR
	revision of C1-050956

	7.4.3
	C1-051082
	Removal of Access Network Charging Information by the S-CSCF
	Vodafone
	24.229
	983
	
	IMS2
	5.d.0
	Rel-5
	A
	CR
	Rel-5 mirror of C1-051081

	6.2
	C1-051083
	AS procedure correction
	Nokia
	24.229
	967
	1
	IMS2
	6.7.0
	Rel-6
	F
	CR
	revision of C1-050988

	7.4.3
	C1-051084
	IMS short session set-up
	Nokia
	
	
	
	
	
	
	
	DISC
	

	6.2
	C1-051085
	AS procedure correction
	Nokia
	24.229
	968
	1
	IMS-CCR
	7.0.0
	Rel-7
	A
	CR
	revision of C1-050989

	7.4.3
	C1-051086
	Access Type of P-Access-Network-Info header
	LGE
	24.229
	981
	1
	IMS2
	6.7.0
	Rel-6
	F
	CR
	revision of C1-051023

	7.4.3
	C1-051087
	Access Type of P-Access-Network-Info header
	LGE
	24.229
	982
	1
	IMS2
	7.0.0
	Rel-7
	F
	CR
	revision of C1-051024

	7.4.3
	C1-051088
	IOI definition
	Orange
	24.229
	975
	2
	IMS2
	6.7.0
	Rel-6
	F
	CR
	revision of C1-051053

	7.4.3
	C1-051089
	IOI definition
	Orange
	24.229
	976
	2
	IMS2
	7.0.0
	Rel-7
	A
	CR
	revision of C1-051054

	7.4.3
	C1-051090
	P-CSCF address used in early IMS implementations
	Orange
	24.167
	9
	1
	IMS2
	6.1.0
	Rel-6
	F
	CR
	revision of C1-051016

	7.8
	C1-051091
	Adding Client Provisioning Application Characteristics to IMS MO Rel-6
	Nokia
	24.167
	10
	2
	IMS2
	6.1.0
	Rel-6
	B
	CR
	revision of C1-051022

	8.1
	C1-051092
	Compression
	NOKIA
	24.819
	
	1
	FBI
	0.3.0
	Rel-7
	B
	CR
	revision of C1-051025

	8.2
	C1-051093
	EFR for VGCS
	T-Mobile
	43.068
	48
	1
	VGCS
	7.0.0
	Rel-7
	B
	CR
	revision of C1-050859

	7.8
	C1-051094
	Editorial changes, formatting and typing
	T-Mobile
	43.068
	44
	1
	VGCS
	6.5.0
	Rel-6
	F
	CR
	revision of C1-050855

	7.8
	C1-051095
	Editorial changes, formatting and typing
	T-Mobile
	43.068
	45
	1
	VGCS
	7.0.0
	Rel-7
	A
	CR
	revision of C1-050856

	9
	C1-051096
	LS on TLS security requirements when incorporating draft-ietf-sip-history in the specification
	CT1
	
	
	
	FBI
	
	Rel-7
	
	LS OUT
	

	8.6
	C1-051097
	Criterion on Information Exchange between UEs
	Samsung
	24.879
	
	1
	CSI
	
	Rel-7
	
	DISC
	revision of C1-050898

	7.4.3
	C1-051098
	IMS short session set-up
	Nokia
	
	
	
	
	
	
	
	DISC
	revision of C1-051084

	8.6
	C1-051099
	Skeleton for TR 24.879
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	revision of C1-050938

	3
	C1-051100
	LS on forwarding the Wildcarded PSI from the I-CSCF to the S-CSCF
	CT4
	
	
	
	IMS2-CCR
	
	
	
	LS IN
	

	9
	C1-051101
	LS on forwarding a wildcarded PSI (reply to C1-051100)
	CT1
	
	
	
	LS OUT
	
	
	
	LS OUT
	

	6.2
	C1-051102
	Clarification in TFT for the 'parameters list'
	Ericsson / Atle
	24.008
	1012
	2
	IMS-CCR
	7.0.0
	Rel-7
	A
	CR
	revision of C1-051064

	8.7
	C1-051103
	Proposed WID on Voice Call Continuity
	Lucent Technologies / Keith Drage
	
	
	
	
	
	
	
	WID
	revision of C1-051051

	8.6
	C1-051104
	CS call set up, no IMS session established
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	revision of C1-050927

	8.6
	C1-051105
	CS call set up with the IMS session established
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	revision of C1-050928

	8.6
	C1-051106
	IMS call set up no CS call established
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	revision of C1-050929

	8.6
	C1-051107
	IMS call set up with CS call established
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	revision of C1-050930

	8.6
	C1-051108
	UE capability registration 
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	revision of C1-050933

	8.6
	C1-051109
	CSI Server - SIP procedures
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	revision of C1-050934

	8.7
	C1-051110
	Guard timer for PS signalling connection release
	Nokia
	24.008
	963
	2
	TEI7
	7.1.0
	Rel-7
	B
	CR
	revision of C1-051021

	3
	C1-051111
	Reply LS on Security key set change on PS handover
	SA3
	
	
	
	
	
	
	
	LS IN
	To RAN2l GERAN1; CC: CT1, GERAN2 (S3-050467)

	8.2
	C1-051112
	EFR for VGCS
	T-Mobile
	43.068
	48
	2
	VGCS
	7.0.0
	Rel-7
	B
	CR
	revision of C1-051093

	9
	C1-051113
	LS to SA3 related to 910
	Nortel
	
	
	
	
	
	
	
	LS OUT
	

	8.2
	C1-051114
	VGCS A-interface link sharing
	Nortel
	43.068
	52
	1
	EGCS
	7.0.0
	Rel-7
	B
	CR
	revision of C1-050908

	8.2
	C1-051115
	VBS A-interface link sharing
	Nortel
	43.069
	28
	1
	EGCS
	7.0.0
	Rel-7
	B
	CR
	revision of C1-050909

	7.8
	C1-051116
	Error correction 
	T-Mobile
	43.068
	46
	1
	VGCS
	6.5.0
	Rel-6
	F
	CR
	revision of C1-050857

	7.8
	C1-051117
	Error correction 
	T-Mobile
	43.068
	47
	1
	VGCS
	7.0.0
	Rel-7
	A
	CR
	revision of C1-050858

	8.2
	C1-051118
	Correction on the uplink transmission management
	Huawei
	43.068
	54
	1
	EGCS
	7.0.0
	Rel-7
	F
	CR
	revision of C1-050944

	8.2
	C1-051119
	Introduction of point-to-point short message for VGCS
	Huawei
	43.068
	57
	1
	EGCS
	7.0.0
	Rel-7
	B
	CR
	revision of C1-050947

	8.2
	C1-051120
	Delivery of short message to voice group call
	Vodafone, Siemens, T-Mobile
	43.068
	58
	1
	EGCS
	7.0.0
	Rel-7
	B
	CR
	revision of C1-050954

	7.8
	C1-051121
	Alignement of GMM T3317 timer value
	NEC
	24.008
	999
	1
	TEI6
	7.0.0
	Rel-7
	A
	CR
	revision of C1-050870

	7.8
	C1-051122
	Correction of the definition of cause #13 "Roaming not allowed in this location area"
	NEC
	24.008
	1001
	1
	TEI6
	7.0.0
	Rel-7
	A
	CR
	revision of C1-050872

	7.8
	C1-051123
	Support of encryption algorithms in mobile stations
	Ericsson
	24.008
	1013
	1
	TEI6
	6.9.0
	Rel-6
	F
	CR
	revision of C1-050979

	7.8
	C1-051124
	Support of encryption algorithms in mobile stations
	Ericsson
	24.008
	1014
	1
	TEI6
	7.0.0
	Rel-7
	A
	CR
	revision of C1-05080

	7.8
	C1-051125
	Additional Cause value for Priority Call establishment
	Lucent Technologies, Siemens / Sudeep Palat
	24.008
	1020
	2
	TEI6
	6.9.0
	Rel-6
	B
	CR
	revision of C1-051039

	7.8
	C1-051126
	Additional Cause value for Priority Call establishment
	Lucent Technologies , Siemens/ Sudeep Palat
	24.008
	1021
	2
	TEI6
	7.0.0
	Rel-6
	A
	CR
	revision of C1-051040

	7.3
	C1-051127
	Recommendation for ROHC context when used for MBMS ROHC
	NEC
	44.065
	25
	1
	MBMS
	6.4.0
	Rel-6
	F
	CR
	revision of C1-051127

	8.2
	C1-051128
	Talker priority: Priority Uplink Request validation mechanism
	Nortel
	43.068
	53
	1
	EGCS
	7.0.0
	Rel-7
	B
	CR
	revision of C1-050910

	6.1
	C1-051129
	Subsequent Inter-MSC handover/relocation interactions with other RANAP procedures
	Lucent Technologies / Terrence O'Leary
	23.009
	106
	2
	TEI5
	5.8.0
	Rel-5
	F
	CR
	revision of C1-051041

	6.1
	C1-051130
	Subsequent Inter-MSC handover/relocation interactions with other RANAP procedures
	Lucent Technologies / Terrence O'Leary
	23.009
	107
	2
	TEI5
	6.1.0
	Rel-6
	A
	CR
	revision of C1-051042

	6.1
	C1-051131
	Intra-3G_MSC-B handover/relocation interactions with other RANAP procedures
	Lucent Technologies / Terrence O'Leary
	23.009
	108
	2
	TEI5
	5.8.0
	Rel-5
	F
	CR
	revision of C1-051043

	6.1
	C1-051132
	Intra-3G_MSC-B handover/relocation interactions with other RANAP procedures
	Lucent Technologies / Terrence O'Leary
	23.009
	109
	2
	TEI5
	6.1.0
	Rel-6
	A
	CR
	revision of C1-051044

	9
	C1-051133
	LS to SA3 related to 910
	Nortel
	
	
	
	
	
	
	
	LS OUT
	revised to C1-051113

	7.3
	C1-051134
	MBMS context procedures cleanup
	NEC
	24.008
	994
	1
	MBMS
	6.9.0
	Rel-6
	F
	CR
	revision of C1-050863

	7.3
	C1-051135
	MBMS context procedures cleanup
	NEC
	24.008
	995
	1
	MBMS
	7.0.0
	Rel-7
	A
	CR
	revision of C1-050863

	7.3
	C1-051136
	Mapping RRC's "MBMS p-t-p RB Request" to a NAS service type
	Samsung
	24.008
	1002
	1
	MBMS
	6.9.0
	Rel-6
	F
	CR
	revision of C1-050895

	7.3
	C1-051137
	Mapping RRC's "MBMS p-t-p RB Request" to a NAS service type
	Samsung
	24.008
	1003
	1
	MBMS
	7.0.0
	Rel-7
	A
	CR
	revision of C1-050896

	8.7
	C1-051138
	SGSN Gs behaviour in failvoer situations
	Nokia
	29.018
	44
	1
	TEI7
	6.2.0
	Rel-7
	F
	CR
	revision of C1-050967

	8.7
	C1-051139
	Clarification of requirement on the emergency category
	China mobile
	24.008
	1022
	1
	TEI7
	7.0.0
	Rel-7
	F
	CR
	revision of C1-051008

	6.1
	C1-051140
	Intra-3G_MSC-B handover/relocation interactions with other RANAP procedures
	Lucent Technologies / Terrence O'Leary
	23.009
	108
	3
	TEI5
	5.8.0
	Rel-5
	F
	CR
	revision of C1-051031

	8.7
	C1-051141
	Clarification to Quality of Service Information Element
	Nortel, LG Electronics Inc.
	24.008
	1009
	2
	TEI7
	7.0.0
	Rel-7
	D
	CR
	revision of C1-051032

	8.7
	C1-051142
	Guard timer for PS signalling connection release
	Nokia
	24.008
	963
	3
	TEI7
	7.1.0
	Rel-7
	B
	CR
	revision of C1-051110

	7.8
	C1-051143
	OMA DM Reference update
	3, Axalto
	24.167
	8
	1
	TEI6
	6.1.0
	Rel-6
	F
	CR
	revision of C1-050995

	9
	C1-051144
	LS on Ciphering and PS Handover (Reply to C1-051111)
	CT1
	
	
	
	
	
	
	
	LS OUT
	revision of C1-050844

	7.6
	C1-051145
	NAF specific key derivation
	Nokia
	24.109
	18
	1
	SEC1-SC
	6.3.0
	Rel-6
	F
	CR
	revision of C1-050913

	8.7
	C1-051146
	Ks_int_NAF usage
	Nokia, Axalto
	24.109
	20
	1
	GBA_SSC
	6.3.0
	Rel-7
	C
	CR
	revision of C1-050916(creates Rel-7 version of spec)

	8.7
	C1-051147
	IMS Applications - Missing Features
	Lucent Technologies / Keith Drage
	
	
	
	
	
	
	
	WID
	revision of C1-050973

	8.6
	C1-051148
	SDP procedures for CSICS
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	revision of C1-050935

	9
	C1-051149
	LS to SA2 on CSI Server
	CT1
	
	
	
	
	
	
	
	LS OUT
	LS OUT related to 1148

	8.1
	C1-051150
	24.819 Editorial
	Siemens
	
	
	
	FBI
	
	
	
	CR
	revision of C1-050844

	9
	C1-051151
	LS on Overlap Support to SA2
	CT1
	
	
	
	
	
	
	
	LS OUT
	To: SA2; CC:CT3, ETSI TISPAN WG2, ETSI TISPAN WG3

	8.1
	C1-051152
	privacy and trust rules for History header
	T-Mobile
	24.229
	950
	1
	FBI
	700
	Rel-7
	B
	CR
	revision of C1-050941

	8.1
	C1-051153
	Usage of Replaces Header for Conference Session Initiation
	T-Mobile
	24.819
	
	1
	FBI
	30
	Rel-7
	B
	CR
	revision of C1-050943

	8.1
	C1-051154
	Addition in TR 24.819 of NAT traversal scenario
	Orange
	24.819
	
	2
	FBI
	0.3.0
	Rel-7
	B
	CR
	revision of C1-051048

	8.1
	C1-051155
	Changes in TR 24.819
	Orange
	24.819
	
	
	FBI
	0.3.0
	Rel-7
	B
	CR
	revision of C1-051047 split into 2 docs

	8.1
	C1-051156
	Addition in TR 24.819 of SIP timers and SIP compression
	Orange
	24.819
	
	
	FBI
	0.3.0
	Rel-7
	B
	CR
	revision of C1-051047 split into 2 docs

	8.4
	C1-051157
	Support of SigComp NACK mechanism
	Siemens
	24.229
	935
	1
	IMS Protoc
	7.0.0
	Rel-7
	B
	CR
	revision of C1-050881

	8.4
	C1-051158
	Reason header - loss of radio coverage
	Lucent Technologies / Milo Orsic
	24.229
	939
	1
	IMSProtoc
	7.0.0
	Rel-7
	F
	CR
	revision of C1-050888

	7.4.3
	C1-051159
	IMS short session set-up
	Nokia
	
	
	
	
	
	
	
	DISC
	revision of C1-051098

	3
	C1-051160
	LS on Short IMS Session Setup to SA2
	CT1
	
	
	
	IMS2
	
	Rel-6&7
	
	LS OUT
	

	9
	C1-051161
	LS on handling of tel URI in IMS to SA2
	CT1
	
	
	
	
	
	Rel-7
	
	LS OUT
	To: SA2

	8.4
	C1-051162
	Contents of P-Associated-URI header in 200 (OK) response to REGISTER
	Nortel
	24.229
	958
	1
	IMS2
	7.0.0
	Rel-7
	A
	CR
	revision of C1-050963

	8.4
	C1-051163
	Consideration on 3rd Party Service Provider in Trust Domain
	Samsung
	24.229
	960
	1
	IMS-CCR
	7.0.0
	Rel-7
	F
	CR
	revision of C1-050969

	8.7
	C1-051164
	Changes to TS 24.229 to ease interworking with non precondition terminals
	LM Ericsson
	24.229
	947
	1
	IMSProtoc
	7.0.0
	Rel-7
	B
	CR
	revision of C1-050923

	8.7
	C1-051165
	Ease requirements of storing information at an AS
	LM Ericsson
	24.229
	949
	1
	IMSProtoc
	7.0.0
	Rel-7
	B
	CR
	revision of C1-050925

	8.4
	C1-051166
	Correction of requirement to insert P-Asserted-Identity header
	Motorola GmbH
	24.229
	971
	1
	IMS2
	7.0.0
	Rel-7
	F
	CR
	revision of C1-050992

	9
	C1-051167
	LS on forwarding a wildcarded PSI (reply to C1-051100)
	CT1
	
	
	
	LS OUT
	
	
	
	LS OUT
	reply to C1-051101

	8.6
	C1-051168
	Function entities definition for CSICS
	LM Ericsson
	
	
	1
	
	
	
	
	DISC
	revision of C1-050936

	8.6
	C1-051169
	Roles definition for CSICS
	LM Ericsson
	
	
	
	
	
	
	
	DISC
	revision of C1-050937

	8.6
	C1-051170
	Radio Capability Exchange for IMS Services and CS Bearer
	Vodafone
	24.879
	
	1
	CSI
	0.0.1
	Rel-7
	B
	CR
	revision of C1-050959

	8.7
	C1-051171
	SGSN Gs behaviour in failvoer situations
	Nokia
	29.018
	44
	2
	TEI7
	6.2.0
	Rel-7
	F
	CR
	revision of C1-051138

	8.6
	C1-051172
	Tentative implementation of 24.879 CRs on the new TR outline (related to C1-051099)
	Ericsson
	
	
	
	
	
	
	
	
	NEW

	8.6
	C1-051173
	Radio Capability Exchange for IMS Services and CS Bearer
	Vodafone
	24.008
	1007
	1
	CSI
	7.0.0
	Rel-7
	B
	CR
	revision of C1-050958

	8.6
	C1-051174
	Criterion on Information Exchange between UEs
	Samsung
	24.879
	
	2
	CSI
	
	Rel-7
	
	DISC
	

	8.4
	C1-051175
	Contact header in REGISTER requests
	Motorola GmbH
	24.229
	984
	
	IMS-CCR
	5.d.0
	Rel-5
	F
	CR
	Rel-5 related to C1-051177

	8.4
	C1-051176
	Contact header in REGISTER requests
	Motorola GmbH
	24.229
	985
	
	IMS-CCR
	6.7.0
	Rel-6
	A
	CR
	Rel-6 related to C1-051177

	8.4
	C1-051177
	Contact header in REGISTER requests
	Motorola GmbH
	24.229
	969
	1
	IMS-CCR
	7.0.0
	Rel-7
	A
	CR
	revision of C1-050990

	7.3
	C1-051178
	Recommendation for ROHC context when used for MBMS ROHC
	NEC
	44.065
	25
	2
	MBMS
	6.4.0
	Rel-6
	F
	CR
	revision of C1-051127

	9
	C1-051179
	LS on peak throughput class (Reply LS to C1-050819, To: SA2, GERAN2)
	CT1
	
	
	
	
	
	
	
	
	revision of C1-051049

	7.4.3
	C1-051180
	IMS short session set-up
	Nokia
	
	
	
	
	
	
	
	DISC
	revision of C1-051159

	3
	C1-051181
	LS on Short IMS Session Setup to SA2
	CT1
	
	
	
	IMS2
	
	Rel-6&7
	
	LS OUT
	revision of C1-051160

	8.7
	C1-051182
	Proposed WID on Voice Call Continuity
	Lucent Technologies / Keith Drage
	
	
	
	
	
	
	
	WID
	revision of C1-051103

	6.1
	C1-051183
	Correction for Service Request of type Data
	Lucent Technologies / Sudeep Palat
	24.008
	1018
	1
	TEI5
	6.9.0
	Rel-6
	A
	CR
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