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5.7.3 SIP timers
Editor’s note: It is intended that the marked changes from this subclause will be incorporated into subclause 7.7 of TS 24.229. 
Editor's note: Reference in the marked change is made according to the numbering of references in TS 24.229.

The timers defined in RFC 3261 [26] need modification in some cases to accommodate the delays introduced by the air interface processing and transmission delays. Table 7.8 shows recommended values for IM CN subsystem.

Table 7.8 lists in the first column, titled "SIP Timer" the timer names as defined in RFC 3261 [26].

The second column, titled "value to be applied between IM CN subsystem elements" lists the values recommended for network elements e.g. P-CSCF, S-CSCF, MGCF, when communicating with each other i.e. when no air interface leg is included. These values are identical to those recommended by RFC 3261 [26].

The third column, titled "value to be applied at the UE" lists the values recommended for the UE. These are modified when compared to RFC 3261 [26] to accommodate the air interface delays.

The fourth column, titled "value to be applied at the P-CSCF toward a UE" lists the values recommended for the P-CSCF when an air interface leg is traversed. These are modified when compared to RFC 3261 [26].

The final column reflects the timer meaning as defined in RFC 3261 [26].

Table 7.8: SIP timers
	SIP Timer 
	Value to be applied between IM CN subsystem elements 
	Value to be applied at the UE
	Value to be applied at the P-CSCF toward a UE
	Meaning

	T1
	500ms default
	2s default
	2s default
	RTT estimate

	T2
	4s
	16s
	16s
	The maximum retransmit interval for non-INVITE requests and INVITE responses

	T4
	5s
	17s
	17s
	Maximum duration a message will remain in the network

	Timer A
	initially T1
	initially T1
	initially T1
	INVITE request retransmit interval, for UDP only 

	Timer B
	64*T1
	64*T1
	64*T1
	INVITE transaction timeout timer

	Timer C
	> 3min
	> 3 min
	> 3 min
	proxy INVITE transaction timeout

	Timer D
	> 32s for UDP
	>128s
	>128s
	Wait time for response retransmits

	
	0s for TCP/SCTP
	 0s for TCP/SCTP
	0s for TCP/SCTP
	

	Timer E
	initially T1
	initially T1
	initially T1
	non-INVITE request retransmit interval, UDP only 

	Timer F
	64*T1
	64*T1
	64*T1
	non-INVITE transaction timeout timer

	Timer G
	initially T1
	initially T1
	initially T1
	INVITE response retransmit interval 

	Timer H
	64*T1
	64*T1
	64*T1
	Wait time for ACK receipt. 

	Timer I
	T4 for UDP
	T4 for UDP
	T4 for UDP
	Wait time for ACK retransmits 

	
	0s for TCP/SCTP
	0s for TCP/SCTP
	0s for TCP/SCTP
	

	Timer J
	64*T1 for UDP
	64*T1 for UDP
	64*T1 for UDP
	Wait time for non-INVITE request retransmits 

	
	0s for TCP/SCTP
	0s for TCP/SCTP
	0s for TCP/SCTP
	

	Timer K
	T4 for UDP
	T4 for UDP
	T4 for UDP
	Wait time for response retransmits 

	
	0s for TCP/SCTP
	0s for TCP/SCTP 
	0s for TCP/SCTP
	


In non-cellular access the UE and the P-CSCF toward a UE may choose to use timer values as recommended in RFC3261 [26].
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